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REQUEST FOR BIDS

PROCUREMENT OF CIVIL WORKS

1. The Hyderabad Institute for Technology and Management Sciences
(Hyderabad Institute For Technology and Management Sciences) has
reserved Funds for the procurement planned for FY 2026-27. The Hyderabad
Institute for Technology and Management Sciences (Hyderabad
Institute For Technology and Management Sciences) intends to apply
part of the proceeds of this Fund to cover eligible payments under the contract
for the "Construction of Six Class Rooms & Separate Male/Female
Toilets" with the reference of "P155769".

2. The Hyderabad Institute for Technology and Management Sciences
(Hyderabad Institute For Technology and Management Sciences)
invites sealed Bids from eligible Bidders for procurement of Works
(Construction of Six Class Rooms & Separate Male/Female Toilets)
described in the bidding documents on EPADS v2.0.

3. Single Stage-Two Envelope will be used by adopting Least Cost Based
Selection (LCBS) Technique for the subject procurement, in line with the
Public Procurement Rules, 2004 and any Regulations, Regulatory Guides,
Procurement Guidelines or Instructions issued by the Authority from time to

time.

4. All Bids must be accompanied by a Bid Security amount described in Bid
Security Section in Bidding Document in the form of Pay Order, Call at
Deposit, Demand Draft. Or all bids must be accompanied by bid securing

declaration in the format specified in the Bidding documents

5. E-Bidding documents, containing detailed terms & conditions, specifications
and requirements etc. are available on e-Pak Acquisition and Disposal
System (EPADS) at
https://epads.gov.pk/opportunities/federal/procurements/155769 for
all the interested bidders registered on EPADS v2.0. Bidders are required to
get themselves registered on EPADS v2.0 to participate in Bidding process.
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6. The e-bids, prepared in accordance with the instructions in the e-Bidding
documents, must be submitted through EPADS v2.0 on or before Monday,
November 2, 2026 11:00 AM. E-bids will be opened by using EPADS v2.0
on the same day at Monday, November 2, 2026 11:30 AM. Manual
submission of Bids shall not be entertained. Those vendor who have not yet
registered on the new version of EPADS v2.0, may register themselves on

https.//vendor s.epads.gov.pk/. A tutorial to explain the registeration process is

available at https.//www.youtube.com/watch?v=M NW6T 38v7tc.

In terms of Rules 48 of Public Procurement Rules, 2004 Grievance Redressal
Committee (GRC) is notified for the subject procurement and notification copy is
available on the procuring agency’s website and on Authority’s website at (

www.ppra.or g.pk).

Hyderabad Institute for Technology and Management Sciences (Hyderabad
Institute For Technology and Management Sciences), Project Coordinator
Daman-e-Kohsar Latifabad Hyderabad Project Coordinator Office, 1st Floor,
Admin Block, Hyderabad, Hyderabad (District), Hyderabad (Division), Sindh
(Province).
+92-333-261-1134
afsarhussain@hitms.edu.pk
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Instructions to Bidders
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A. INTRODUCTION

1. Scope of Bid

1.1. The Procuring agency/Employer (PA), as indicated in the Bid Data Sheet
(BDS) invites Bids for the execution of Works as specified in the BDS and
Section V- Works Requirements. The name, identification, and number of
lots (contracts) of this National/ International Competitive Bidding process

are specified in the BDS.

2. Source of Funds

2.1. Source of funds as referred in Clause 2 of Bid Data Sheet.

3. Eligible Bidders

3.1. A bidder may be natural person, company or firm or public or semi-
public agency of Pakistan or any foreign country, or any combination of
them with a formal existing agreement (on Judicial Papers) in the form of a
joint venture or consortium. In the case of a joint venture or consortium, all
members shall be jointly and severally liable for the execution of the
Contract in accordance with the terms and conditions of the Contract. The
joint venture or consortium shall nominate a Lead Member as nominated in
the BDS, who shall have the authority to conduct all business for and on
behalf of any and all the members of the joint venture or consortium during
the Bidding process, and in case of award of contract, during the execution
of contract. Verifiable copy of the agreement that forms a joint venture,
consortium or association shall be required to be submitted as part of the
Bid.

Any bid submitted by the joint venture, consortium or association shall
indicate the part of proposed contract to be performed by each party and
each party shall be evaluated (or post qualified if required) with respect to
its contribution only, and the responsibilities of each party shall not be
substantially altered without prior written approval of the Procuring Agency
and in line with any instructions issued by the Authority.

(The limit on the number of members of JV or Consortium may be prescribed
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in BDS, in accordance with the guidelines issued by the PPRA).

3.2. The invitation for bids is open to all prospective bidders subject to any
provisions of incorporation or licensing by the respective national/
international incorporating agency or statutory body established for that
particular trade or business. Procuring agencies shall specify the
registration/licensing requirements for the foreign bidder keeping in view

the requirement of that business.

3.3. A Bidder shall not have a conflict of interest. All Bidders found to have a
conflict of interest shall be disqualified. A Bidders may be considered to
have a conflict of interest with one or more parties in this Bidding process, if

they:

3.3.1. are associated or have been associated in the past, directly or
indirectly with a firm or any of its affiliates which have been engaged by
the Procuring agency/Employer to provide consulting services for the
preparation of design or technical specifications of the works that are the

subject of the bid; or
3.3.2. have controlling shareholders in common; or

3.3.3. receive or have received any direct or indirect subsidy from any of

them; or
3.3.4. have the same legal representative for purposes of this Bid; or

3.3.5. have a relationship with each other, directly or through common
third parties, that puts them in a position to have access to information
about or influence on the bid of another bidder, or influence the decisions

of the Procuring agency/Employer regarding this Bidding process; or

3.3.6. Submit more than one bid in this bidding process.

3.4. A Bidder may be ineligible if -

3.4.1. he is declared bankrupt or, in the case of company or firm,

insolvent;
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3.4.2. payments in favor of the bidder is suspended in accordance with
the judgment of a court of law other than a judgment declaring
bankruptcy and resulting (in accordance with the national laws) in the
total or partial loss of the right to administer and dispose of its property;

3.4.3. the bidder is convicted, by a final judgment of a Court of Law or
relevant Professional Statuary Body, of any offence involving professional

conduct;

3.4.4. The bidder is debarred/ blacklisted by a national level Procuring
agency/Employer and hence debarred due to involvement in corrupt and
fraudulent practices, or performance failure or due to breach of bid

securing declaration.

3.5. As and when required, bidders shall provide to the Procuring
agency/Employer evidence of their eligibility, proof of compliance with the
necessary legal requirements to carry out the contract effectively.

3.6. Bidders shall submit proposal relating to the nature, conditions and
modalities of sub-contracting wherever the sub-contracting of any elements

of the contract is envisaged.

4. Eligible Material and Equipment

4.1. All the material and equipment to be mobilized under the contract shall
have their origin in eligible source countries, and all expenditures made
under the contract will be limited to such materials and equipment. For this
purpose, ineligible countries are stated in the section-IV titled as “Eligible

Countries”.

B. BIDDING DOCUMENTS

5. Contents of Bidding Documents

5.1. The scope of Works, bidding procedures, and terms and conditions of
the contract are prescribed in the bidding documents. In addition to the
Invitation for Bids, the bidding documents which should be read in
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conjunction with any addenda issued in accordance with ITB 7.1 include:
Section | -Invitation for Bids

Section Il Instructions to Bidders (ITBs)

Section Ill Bid Data Sheet (BDS)

Section IV Eligible Countries

Section V Evaluation and Qualification Criteria

Section VI Works Requirements Technical Specifications & Schedule of
Requirements

Section VIl Standard Bidding Forms

Section VIl General Conditions of Contract (GCC)

Section IX Particular Conditions of Contract (PCC)

Section X Contract Forms

5.2. The bidder is expected to examine all instructions, forms, specifications,
terms and conditions prescribed in the bidding documents. Failure to furnish
all the information required in the bidding documents will be at the bidder’s

risk and may result in the rejection of his bid.

6. Clarification of Bidding Document, Pre-bid Meeting

6.1. A prospective bidder requiring any clarification of the bidding document
may notify the Procuring agency/Employer through EPADS.

6.2. The Procuring agency/Employer shall respond to the request for
clarification in accordance with Rule 31 of the Public Procurement Rules
2004.

6.3. Should the Procuring Agency deem it necessary to amend the BIDDING
document as a result of a clarification, it shall do so following the procedure
under ITB 7.

6.4. If indicated in the BDS, the bidder’s designated representative is invited
at the bidder’s cost to attend a pre-bid meeting at the place, date and time
mentioned in the BDS. During this pre-bid meeting, prospective bidders may
request clarification of the schedule of requirement, the evaluation criteria

or any other aspects of the bidding documents.
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6.5. Minutes of the pre-bid meeting, if applicable, including the text of the
questions asked by bidders, including those during the meeting (without
identifying the source) and the responses given, together with any
responses prepared after the meeting will be uploaded on EPADS. Any
modification to the bidding documents that may become necessary as a
result of the pre-bid meeting shall be made by the Procuring
agency/Employer exclusively through the use of an Addendum pursuant to
ITB 7. Non-attendance at the pre-bid meeting will not be a cause for

disqualification of a bidder.

6.6. The bidder is advised to visit and examine the Site of Works and its
surroundings and obtain for itself on its own responsibility all information
that may be necessary for preparing the bid and entering into a contract for
construction of the Works. The costs of visiting the Site shall be at the
bidder’s own expense.

6.7. The bidder and any of its authorized personnel will be granted
permission by the Procuring agency/Employer to enter upon its premises
and lands for the purpose of such visit, but only upon the express condition
that the bidder and its personnel will release and indemnify the Procuring
agency/Employer from and against all liability in respect thereof, and will be
responsible for death or personal injury, loss of or damage to property, and
any other loss, damage, costs, and expenses incurred as a result of the

inspection.

7. Amendment of Bidding Documents

7.1. The procuring agency may issue notification of any change, addition,
modification or deletion in accordance with Rule 23 of the Public

Procurement Rules 2004 i.e. Bidding Documents.

7.2. To give prospective bidders reasonable time in which to take an
addendum/corrigendum into account in preparing their bids, the Procuring
agency/Employer may, at its discretion, extend the deadline for the
submission of bids:

Provided that the Procuring agency/Employer shall extend the deadline for
submission of bid in pursuance of Rule 27 of the Public Procurement Rules

2004, i.e. Extension of time for submission of bids, if such an addendum is
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issued within last three (03) days of the bid submission deadline.

C. PREPARATION OF BIDS

8. Language of Bid

8.1. The bid prepared by the bidder, as well as all correspondence and
documents relating to the bid exchanged by the bidder and the Procuring
agency/Employer shall be written in the English language unless specified in
the BDS. Supporting documents and printed literature furnished by the
bidder may be in another language provided they are accompanied by an
accurate translation of the relevant pages in the English language unless
specified in the BDS, in which case, for purposes of interpretation of the

bidder, the translation shall govern.
9. Documents Constituting the Bids
9.1. The Bids prepared by the Bidder shall constitute of all the documents
required in the BDS.
10. Documents Establishing Eligibility of Material, Equipment and
Works, their Conformity to Bidding Documents

10.1. The bid prepared by the bidder shall constitute the following

components: -

10.1.1. Documentary evidence established in accordance with ITB 10 that
the material and equipment to be utilized by the Bidder for the executions
of works are eligible material and equipment and conform to the Bidding

Documents;

10.1.2. Documentary evidence established in accordance with ITB 11 that

the bidder has been authorized to carry out the Construction works;

10.1.3. Documentary evidence established in accordance with ITB 11 that

the bidder is eligible and/or qualified for the subject bidding process;
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10.1.4. Form of Bid and Bid Prices completed in accordance with ITB 12
and 13;

10.1.5. Completed schedules as required, including priced Bill of

Quantities in accordance with ITB 13.

10.1.6. Technical Proposal completed in all aspects in accordance with
ITB-15.

10.1.7. Bid security or Bid Securing Declaration furnished in accordance
with ITB 17;

10.1.8. Any other document required in the BDS.

10.2. In addition to the requirements, bids submitted by a JV shall include a
copy of the Joint Venture Agreement entered into by all members.
Alternatively, a letter of intent to execute a Joint Venture Agreement in the
event of a successful bid shall be signed by all members and submitted with

the bid, together with a copy of the proposed Agreement.

10.3. The bidder shall furnish, as part of its bid, all those documents
establishing the eligibility in conformity to the terms and conditions
specified in the bidding documents for all material, equipment and works

which the bidder proposes to execute.

10.4. The documentary evidence of conformity of the material, equipment
and works to the Bidding Documents may be in the form of literature,

drawings, and data, and shall consist of:

10.4.1. a detailed description of the work methodology, approach,

schedule and resources to be mobilized at site;

10.4.2. an item-by-item commentary on the Procuring agency/Employer’s
Technical Specifications demonstrating substantial responsiveness of the
material, equipment and works to those specifications, or a statement of
deviations and exceptions to the provisions of the Technical
Specifications;
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10.4.3. any other procurement specific documentation requirement as
stated in the BDS.

10.5. The required documents and other accompanying documents must be
in English. In case any other language than English is used the pertinent

translation into English shall be attached to the original version.

11. Documents Establishing Eligibility and Qualification of the Bidder

11.1. The bidder shall furnish, as part of its bid, all those documents
establishing the bidder’'s eligibility to participate in the bidding process

and/or its qualification to perform the contract if its bid is accepted.

11.2. The documentary evidence of the bidder’s eligibility to bid shall
establish to the satisfaction of the Procuring agency/Employer that the
bidder, at the time of submission of its bid, is from an eligible country as

defined in Section-IV titled as “Eligible Countries”.

11.3. The documentary evidence of the bidder’s qualification to perform the
contract if its bid is accepted shall establish to the satisfaction of Procuring

agency/Employer that:

11.3.1. The bidder has the financial and technical capability necessary to
perform the Contract, meets the qualification criteria specified in Section-
V, Evaluation and Qualification Criteria and BDS.

11.3.2. In the case of a bidder not doing business within Pakistan, the
bidder is or will be (if awarded the contract) represented by a local bidder
(Joint Venture) in accordance with the PEC works bylaws, and in case of
award of works such foreign firm is required to participate in the
execution of works to carry out its obligations as prescribed in the
Conditions of Contract and /or Technical Specifications.

11.3.3. That the bidder meets the qualification criteria listed in Section-V,
Evaluation and Qualification Criteria and BDS.

12. Forms of Bid
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12.1. The Bidder shall fill the Form of Bids furnished in the bidding
documents. The Bids Form must be completed without any alterations to its

format and no substitute shall be accepted.

13. Bid Prices

13.1. The bid prices quoted by the bidder in the Standard bid Forms, Bill of
Quantities and in the Price Schedules shall conform to the requirements
specified below or exclusively mentioned hereafter in the bidding

documents.

13.2. The bidder shall fill in rates and prices for all items of the Works
described in the Bill of Quantities. If a Price Schedule shows items listed but
not priced, their prices shall be construed to be included in the prices of
other items in the Bill of Quantities and will not be paid for separately by the

Procuring agency/Employer.

13.3. Items not listed in the Price Schedule shall be assumed not to be
included in the bid, and provided that the bid is still substantially responsive
in their absence or due to their nominal nature, the corresponding average
price of the respective item(s) of the remaining substantially responsive
bidder(s) shall be construed to be the price of those missing item(s):
Provided that:

13.3.1. where there is only one (substantially) responsive bidder, or

13.3.2. where there is provision for alternate proposals and the respective
items are not listed in the other bids,

The Procuring agency/Employer may fix the price of missing items in
accordance with market survey, and the same shall be considered as final
price.

13.4. The Bid price to be quoted in the Form of Bid in accordance with ITB
12 shall be the total price of the bid.

13.5. Unless otherwise specified in the BDS and the Contract, the rates and
prices quoted by the bidder are subject to adjustment during the

performance of the Contract in accordance with the provisions of the
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Conditions of Contract.

13.6. If so specified in ITB 1.1, bids may be invited for individual lots

(contracts) or for any combination of lots (packages).

13.7. Prices quoted by the Bidder shall be fixed during the bidder’s
performance of the contract and not subject to variation on any account. A
bid submitted with an adjustable price will be treated as non-responsive and
shall be rejected, pursuant to ITB 27, unless otherwise price adjustment is

permissible under Conditions of the Contract.

13.8. All duties, taxes, and other levies payable by the Contractor under the
Contract, or for any other cause, as of the date twenty-eight (28) days prior
to the deadline for submission of bids, shall be included in the rates and

prices and the total bid price submitted by the bidder.

14. Currencies of Bid and Payment

14.1. Prices shall be quoted in Pakistani Rupees unless otherwise specified
in the BDS. Comparison of bids and tie of bid shall be treated in accordance
with the Rule 30(2) of Public Procurement Rules, 2004.

15. Documents Comprising the Technical Proposal

15.1. The bidder shall furnish a Technical Proposal including a statement of
work methods, equipment, personnel, schedule and any other information
as stipulated in Section VII - Standard Bid Forms, in sufficient detail to
demonstrate the adequacy of the bidder’'s proposal to meet the work

requirements and the completion time.

16. Bid Validity Period

16.1. Bids shall remain valid for the period specified in the BDS after the bid
submission deadline prescribed by the Procuring agency/Employer. A bid
valid for a shorter period shall be rejected by the Procuring
agency/Employer as non-responsive. The period of bid validity will be
determined from the complementary bid securing instrument i.e. the expiry

period of bid security or bid securing declaration as the case may be.
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16.2. Under exceptional circumstances, prior to the expiration of the initial
Bids/Bid validity period, the Procuring Agency may request the Bidders’
consent to an extension of the period of validity of their Bids/Bid. Such
request for extension of the period of bid validity shall be carried out in

accordance with Rule 26 of the Public Procurement Rules, 2004.

17. Bid Security or Bid Securing Declaration

17.1. Pursuant to ITB 11.1 unless otherwise specified in the BDS, the bidder
shall furnish as part of its bid, a Bid Security in accordance with Rule
25 of the Public Procurement Rules, 2004 in the amount and currency
specified in the BDS or Bid Securing Declaration as specified in the BDS in
the format provided in Section VIl (Standard Bidding Forms).

In case Procuring agency/Employer is inviting bids in lots / packages, the
bidder shall be required to submit his bid security against the respective lot/
package for which he is submitting his bid.

Until the development of functionality of auto verification of financial
instrument in EPADS, the scanned copy of bid security or bid securing
declaration, as the case may be, shall be uploaded on E-PADS whereas the
original instrument to be submitted to the procuring agency before closing

of bid submission deadline,

17.2. The Bid Security shall be denominated in the local currency or in
another freely convertible currency, and it shall be in the form specified in

the BDS which shall be in any of the following:

17.2.1. A bank guarantee, an irrevocable letter of credit issued by a
Scheduled bank in the form provided in the Bidding Documents or another
form acceptable to the Procuring agency/Employer and valid for twenty-
eight (28) days beyond the end of the validity of the Bid. This shall also
apply if the period for Bid Validity is extended. In either case, the form

must include the complete name of the bidder;
17.2.2. A cashier’s or certified cheque; or

17.2.3. Another security as indicated in the BDS.
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17.3. The Bid Security or Bid Securing Declaration shall be in accordance
with the Form of the Bid Security or Bid Securing Declaration included in
Section VII (Standard Bidding Forms) or another form approved by the

Procuring agency/Employer prior to the bid submission.

17.4. The Bid Security shall be payable promptly upon written demand by
the Procuring agency/Employer in case any of the conditions listed in ITB

17.9 are invoked.

17.5. Any bid not accompanied by a Bid Security or Bid Securing Declaration
in accordance with ITB 17.1 or 17.3 shall be rejected by the Procuring
agency/Employer and shall be declared as non-responsive bid, pursuant to
ITB 27.

17.6. Unsuccessful bidders’ Bid Security will be discharged or returned as
promptly as possible, however in no case later than thirty (30) days after
the expiration of the period of Bid Validity prescribed by the Procuring
agency/Employer pursuant to ITB 16. The Procuring agency/Employer shall
make no claim to the amount of the Bid Security, and shall promptly return
the Bid Security document, after whichever of the following that occurs

earliest:
17.6.1. The expiry of the Bid Security;

17.6.2. The entry into force of a procurement contract and the provision of
a performance security (or guarantee), for the performance of the
contract if such a security (or guarantee), is required by the Biding

documents;
17.6.3. The rejection by the Procuring agency/Employer of all Bids;

17.6.4. The withdrawal of the bid prior to the deadline for the submission
of bids, unless the biding documents stipulate that no such withdrawal is

permitted.
17.7. The successful bidder’s Bid Security will be discharged upon the bidder

signing the contract pursuant to ITB 40, or furnishing the performance

security (or guarantee), pursuant to ITB 41.
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17.8. The Bid Security may be forfeited or the Bid Securing Declaration

executed:
17.8.1. if a Bidder:

17.8.1.1. Withdraws its Bid during the period of Bid Validity as specified
by the Procuring agency/Employer, and referred by the bidder on the

Form of Bid except as provided for in ITB 16.2; or

17.8.2. In the case of a successful bidder, if the bidder fails:
17.8.2.1. to sign the contract in accordance with ITB 40; or

17.8.2.2. to furnish performance security (or guarantee) in accordance
with ITB 41.

17.9. In case of Bid Security issued by the foreign bank is allowed by the
Procuring agency/Employer, the same should be counter guaranteed by a
corresponding bank in Pakistan. Furthermore, in case of joint venture, it
should be in the name of Joint venture to ensure joint responsibility. In case
the JV is not legally constituted at the time of bid submission, the bid
security or bid securing declaration shall be in the names of all future

members as named in the letter of bid.

18. Withdrawal of Bids

18.1. Before bid submission deadline, any bidder may withdraw, substitute,
or modify its bid after it has been submitted by sending a written notice,
duly signed by an authorized representative, and the corresponding must

accompany the respective written notice.

19. Format and Signing of Bid

19.1. The Bidder shall prepare and submit Bids through EPADS with due
diligence after carefully reading all the terms and condition before bid

submission deadline.

D. SUBMISSION OF BIDS
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20. Submission of Bids through EPADS v2.0

20.1. All bids shall be submitted through EPADS v2.0.

21. Deadline for Submission of Bids

21.1. All bids shall be received through EPADS v2.0 not later than bid

submission deadline as specified in the BDS.

21.2. The Procuring agency/Employer may, under exceptional circumstances
and at its discretion, extend the deadline for the submission of bids,
pursuant to Rule 27 of the Public Procurement Rules, 2004. Extension of
Time for submission of bid, by amending the Bidding Documents in
accordance with ITB 7, in which case all rights and obligations of the
Procuring agency/Employer and bidders previously subject to the deadline

will thereafter be subject to the new deadline.

22. Substitution and Modification of bids

22.1. A bidder may substitute or modify his bid after it has been submitted,
provided that written notice of the substitution or modification of the bid, is
received by the Procuring agency/Employer prior to the deadline for

submission of bids.

22.2. Revised bid may be submitted after the substitution or modification
made in the original bid in accordance with the provisions referred in ITB 18

E. OPENING AND EVALUATION OF BIDS

23. Opening of Bids

23.1. The Procuring Agency will open bids in accordance with Rule 28 of the

Public Procurement Rules, 2004 and as specified in the BDS.

24. Confidentiality
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24.1. Information relating to the examination, clarification, evaluation and
comparison of bids and recommendation of contract award shall not be
disclosed to bidders or any other persons not officially concerned with such
process until the time of the announcement of the respective evaluation
report.

25. Clarification of Bids

25.1. Clarification of Bidding Documents shall be carried out in accordance
with Rule 31 of the Public Procurement Rules, 2004.

25.2. The alteration or modification in the bid which in any case affect the
following parameters will be considered as a change in the substance of a
bid:

25.2.1. evaluation & qualification criteria;

25.2.2. required scope of work;

25.2.3. contract price;

25.2.4. all securities requirements;

25.2.5. tax requirements;

25.2.6. terms and conditions of bidding documents.

25.2.7. change in the ranking of the bidder

26. Preliminary Examination of Bids

26.1. Prior to the detailed evaluation of bids, the Procuring agency/Employer

will determine whether each bid:
26.1.1. meets the eligibility criteria defined in ITB 3 and ITB 4;

26.1.2. has been prepared as per the format and contents defined by the

Procuring agency/Employer in the bidding documents;

26.1.3. has been properly signed;
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26.1.4. is accompanied by the required securities; and

26.1.5. is substantially responsive to the requirements of the bidding
documents.
The Procuring agency/Employer's determination of a bid's substantial

responsiveness will be based on the contents of the bid itself.

26.2. A substantially responsive Bid is one which conforms to all the terms,
conditions, and specifications of the Bidding Documents, without material

deviation or reservation. A material deviation or reservation is one that: -

26.2.1. affects in any substantial way the scope, quality, or performance
of the Works;

26.2.2. limits in any substantial way, inconsistent with the bidding
documents, the Procuring agency/Employer's rights or the bidders’

obligations under the Contract; or

26.2.3. if rectified, would affect unfairly the competitive position of other

bidders presenting substantially responsive bids.

26.3. The Procuring agency/Employer will confirm that the documents and
information specified under ITB 9, 10 and 11 have been provided in the bid.
If any of these documents or information is missing, or is not provided in

accordance with the Instructions to Bidders, the bid shall be rejected.

26.4. The Procuring agency/Employer may waive-off any minor informality,
nonconformity, or irregularity in a bid which does not constitute a material
deviation, provided such waiver does not prejudice or affect the relative
ranking of any Bidder.

Explanation: A minor informality, non-conformity or irregularity is one that is
merely a matter of form and not of substance. It also pertains to some
immaterial defect in a Bid or variation of a bid from the exact requirements
of the invitation that can be corrected or waived without being prejudicial to
other bidders. The defect or variation is immaterial when the effect on
quantity, quality, or delivery is negligible when contrasted with the total cost
or scope of the works. The Procuring agency/Employer either shall give the

bidder an opportunity to cure any deficiency resulting from a minor
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informality or irregularity in a bid or waive the deficiency, whichever is
advantageous to the Procuring agency/Employer. Examples of minor

informalities or irregularities include failure of a bidder to -

26.4.1. Submit the number of copies of signed bids required by the

invitation;

26.4.2. Furnish required information concerning the number of its

employees;

26.4.3. the firm submitting a bid has formally adopted or authorized,
before the date set for opening of bids, the execution of documents by
typewritten, printed, or stamped signature and submits evidence of such

authorization and the bid carries such a signature.

26.5. Provided that a Technical Bid is substantially responsive, the Procuring
agency/Employer may request the bidder to submit the necessary
information or documentation, within a reasonable period of time, to rectify
nonmaterial nonconformities or omissions in the Technical Bid related to
documentation requirements. Requesting information or documentation on
such nonconformities shall not be related to any such aspect of the
technical Proposal linked with the ranking of the bidders. Failure of the

bidder to comply with the request may result in the rejection of its bid.

26.6. Provided that a Technical Bid is substantially responsive, the Procuring
agency/Employer shall rectify quantifiable nonmaterial nonconformities or
omissions related to the Financial Proposal. To this effect, the Bid Price shall
be adjusted, for comparison purposes only, to reflect the price of the

missing or nonconforming item or component.

26.7. If a bid is not substantially responsive, it will be rejected by the
Procuring agency/Employer and may not subsequently be evaluated for
complete technical responsiveness.

27. Examination of Terms and Conditions; Technical Evaluation

27.1. The Procuring agency/Employer shall examine the bid to confirm that

all terms and conditions specified in the GCC and the PCC have been
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accepted by the bidder without any material deviation or reservation.

For this purpose:

“Deviation” means departure from the requirements specified in the Bidding
Document.

“Reservation” means setting of limiting conditions or withholding from
complete acceptance of the requirements specified in the Bidding

Document.

27.2. The Procuring agency/Employer shall evaluate the technical aspects of
the bid submitted in accordance with ITB 30, to confirm that all
requirements specified in Section VI - Works Requirement, Technical
Specifications of the Bidding Documents have been met without material

deviation or reservation.

27.3. If after the examination of the terms and conditions and the technical
evaluation, the Procuring agency/Employer determines that the bid is not

substantially responsive in accordance with ITB 27, it shall reject the bid.

28. Correction of Arithmetic Errors

28.1. Bids determined to be substantially responsive will be checked for any

arithmetic errors. Errors will be corrected as follows: -

28.1.1. if there is a discrepancy between unit prices and the sub-total
price that is obtained by multiplying the unit price and quantity, the unit
price shall prevail, and the sub-total price shall be corrected, unless in the
opinion of the Procuring agency/Employer there is an obvious
misplacement of the decimal point in the unit price, in which the total

price as quoted shall govern and the unit price shall be corrected;

28.1.2. if there is an error in a total corresponding to the addition or
subtraction of sub-totals, the sub-totals shall prevail, and the total shall be

corrected; and

28.1.3. where there is a discrepancy between the amounts in figures and

in words, the amount in words will govern.

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026 Page 21 of 200



28.1.4. Where there is discrepancy between grand total of price schedule
and amount mentioned on the Form of Bid, the amount referred in Price

Schedule shall be treated as correct subject to elimination of other errors.

28.2. The amount stated in the Bid will, be rectified by the Procuring
agency/Employer in accordance with the above procedure for the correction
of errors and, with, the concurrence of the bidder, shall be considered as
binding upon the bidder. If the bidder does not accept the corrected
amount, its bid shall be rejected after forfeiture of Bid Security or execution
of the Bid Securing Declaration, as the case may be, in accordance with ITB
41.3.

29. Conversion to Single Currency

29.1. The unit rates and the prices shall be quoted by the bidder entirely in
Pak rupees. A bidder expecting to incur expenditures in other currencies for
inputs to the Works from outside the Procuring agency/Employer’s country
(referred to as the “Foreign Currency Requirements”) shall indicate the
same in the letter of bid-financial proposal. The proportion of the Bid Price
(excluding Provisional Sums) needed by him for the payment of such
Foreign Currency Requirements either (i) entirely in the currency of the
Bidder’'s home country or, (ii) at the bidder’s option, entirely in Pak rupees
provided always that a bidder expecting to incur expenditures in a currency
or currencies other than those stated in (i) and (ii) above for a portion of the
foreign currency requirements, and wishing to be paid accordingly, shall
indicate the respective portions in his bid. Comparison of bids quoted in
different currencies and conversion of bids into a single currency shall be
carried out in accordance with Rule 30(2) of the Public Procurement Rules,
2004.

30. Evaluation of Bids

30.1. The Procuring agency/Employer shall evaluate and compare only the
bids determined to be substantially responsive, pursuant to ITB 27.

30.2. In evaluating the Technical Proposal of each Bid, the Procuring
agency/Employer shall use the criteria and methodologies listed in the BDS
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and in terms of works requirement. No other evaluation criteria or

methodologies shall be permitted.

30.3. The Procuring agency/Employer’s evaluation of a bid will take into

account:

30.3.1. the bid price, excluding provisional sums and the provision, if any,
for contingencies in the summary bill of quantities, but including day work
items, where priced competitively;

30.3.2. converting the amount resulting from applying above, if relevant,

to a single currency in accordance with ITB 29;

30.4. The estimated effect of the price adjustment provisions of the
Conditions of Contract, applied over the period of execution of the Contract,

shall not be taken into account in bid evaluation.

30.5. If these bidding documents allow bidders to quote separate prices for
different lots, and the award to a single bidder of multiple lots, the
methodology of evaluation to determine the lowest evaluated Ilot

combinations in the Form of Bid, is specified in the BDS.

30.6. If the bid, which results in the Evaluated Bid Price (Successful Bid), is
seriously unbalanced or front loaded in the opinion of the Employer, the
Employer may require the Bidder to produce detailed price analyses for any
or all items of the Bill of Quantities, to demonstrate the internal consistency
of those prices with the construction methods and schedule proposed. After
evaluation of the price analyses, taking into consideration the schedule of
estimated Contract payments, the Employer may require that the amount of
the performance security be increased at the expense of the Bidder to a
level sufficient to protect the Employer against financial loss in the event of
default of the successful Bidder under the Contract.

Explanation:

“Unbalanced” or “front-loaded” bids consist of deliberately submitting bids
with artificially high prices or unit rates for the early stages of a construction
project, offset by artificially low prices or unit rates for the later stages of

the project, to improve the contractor’s cash flow.

31. Domestic Preference
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31.1. If the BDS so specifies, the Procuring agency/Employer will grant a
margin of preference to the domestic contractor in line with the rules,
regulations, regulatory guides or instructions issued by the Authority from

time to time.

32. Determination of Successful Bid

32.1. The Procuring agency/Employer shall compare the evaluated bids in
accordance with the predefined bidding procedure, of all substantially

responsive bids to determine the Successful bidder.

33. Qualification of Bidder

33.1. The Procuring agency/Employer shall determine to its satisfaction
whether the bidder is substantially responsive and whose bid is declared as
Successful bid either continues to meet (if prequalification applies) or meets
(if post-qualification applies) the qualifying criteria specified in Evaluation
and Qualification Criteria.

Note: In case of international bidding, the parameters for incorporation or

licensing within Pakistan may be fulfilled as part of post qualification.

33.2. The determination shall be based upon an examination of the
documentary evidence of the bidder's qualifications submitted by the
bidder, pursuant to ITB 11.

33.3. Prior to contract award, the Procuring agency/Employer will verify that
the successful bidder (including each member of a JV) is not
blacklisted/debarred. The Procuring agency/Employer will conduct the same

verification for each sub-contractor proposed by the successful bidder.

34. Sub-Contractors

34.1. The bidder shall provide details regarding any specialized sub-
contractor to the Procuring agency/Employer. In case change of sub-
contractors, the bidder shall promptly notify the Procuring agency/Employer

and obtain approval for replacement of sub-contractors.
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34.2. Bidders may propose sub-contracting up to the percentage of total

value of contracts or the volume of works as specified in the BDS.

35. Abnormally Low Financial Bid

35.1. A procuring Agency may reject abnormally low bids. The decision of
the Procuring agency/Employer to reject a bid and reasons for the decision
shall be recorded in the procurement proceedings and promptly
communicated to the bidder concerned. Moreover, the Procuring
agency/Employer shall not incur any liability solely by rejecting abnormally
bid

Guidance for Procuring agency/Employer:

An abnormally low bid means, in the light of the Procuring
agency/Employer’s estimate and of all the bids submitted, the bid appears
to be abnormally low by not providing a margin for normal levels of profit. In
order to identify the Abnormally Low Bid (ALB) following approaches can be

considered to minimize the scope of subjectivity:
35.1.1. Comparing the bid price with the cost estimate;

35.1.2. Comparing the bid price with the bids offered by other bidders

submitting substantially responsive bids; and

35.1.3. Comparing the bid price with prices paid in similar contracts in the

recent past either government- or development partner-funded.

35.2. The Procuring agency/Employer will determine to its satisfaction
whether the bidder that is selected as having submitted the successful bid is
qualified to perform the contract satisfactorily, in accordance with the
criteria listed in ITB 11

35.3. The determination will take into account the bidder’s financial and
technical capabilities. It will be based upon an examination of the
documentary evidence of the bidder's qualifications submitted by the
bidder, pursuant to ITB 11, as well as such other information as the
Procuring agency/Employer deems necessary and appropriate. Factors not
included in these bidding documents shall not be used in the evaluation of
the bidders’ qualifications.
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35.4. Procuring agency/Employer may seek “Certificate for Independent
Price Determination” from the bidder and the results of reference checks
may be used in determining award of contract.

Explanation: The Certificate shall be furnished by the bidder. The bidder
shall certify that the price is determined keeping in view of all the essential
aspects such as raw material, its processing, value addition, optimization of
resources due to economy of scale, transportation, insurance and margin of

profit etc.

35.5. An affirmative determination will be a prerequisite for award of the
contract to the bidder. A negative determination will result in rejection of
the bidder’s bid, in which event the Procuring agency/Employer will proceed
to the next ranked bidder to make a similar determination of that bidder’s

capabilities to perform satisfactorily.

F. AWARD OF CONTRACT

36. Criteria of Award

36.1. Subject to ITB 36 and 37, the Procuring agency/Employer will award
the Contract to the bidder whose bid has been determined to be
substantially responsive to the bidding documents and who has been
declared as Successful Bidder, provided that such bidder has been

determined to be:
36.1.1. eligible in accordance with the provisions of ITB 3;

36.1.2. is determined to be qualified to perform the Contract satisfactorily;

and

36.1.3. Successful negotiations have been concluded, if any.

37. Negotiations

37.1. The Committee of the Procuring agency/Employer may negotiate with

the Most Advantageous Bidder relating to the following areas:
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37.1.1. a minor alteration to the technical (drawings, design technical

specifications) details of the statement of works;

37.1.2. Methodology, work plan, staffing in view to streamline the work;
37.1.3. a minor amendment to the Particular conditions of Contract;
37.1.4. finalizing payment arrangements;

37.1.5. clarifying details that were not apparent or could not be finalized
at the time of Bidding;

37.2. Where negotiation fails to result into an agreement, the Procuring
agency/Employer may invite the next ranked bidder for negotiations. Where
negotiations are commenced with the next ranked bidder, the Procuring

agency/Employer shall not reopen earlier negotiations.

38. Procuring agency's Right to reject All Bids

38.1. The procuring agency has the right to reject all bids in accordance with
Rule 33 of the Public Procurement Rules, 2004. However, the Authority (i.e.
PPRA) may call from the Procuring agency/Employer the justification of

those grounds.

39. Notification of Award

39.1. The procuring agency shall announce and publish the evaluation result
in accordance with Rule 35 of the Public Procurement Rules, 2004.

39.2. Where no complaints have been lodged, the bidder whose bid has
been accepted will be notified of the award by the Procuring
agency/Employer prior to expiration of the bid validity period through
EPADS. However, the Procuring agency/Employer shall not award any
procurement contract at least for five (05) days after the announcement of
final evaluation report. The notification letter (herein after and in the
condition of the contract and contract form called “Letter of Acceptance”
will specify the sum that the Procuring agency/Employer will pay the

successful bidder in consideration for the execution and completion of the
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works as prescribed by the Contract (hereinafter and in the Contract called

the "Contract Price).

39.3. The notification of award will constitute the formation of the Contract,
subject to the bidder furnishing the Performance Security (or guarantee) in
accordance with ITB 41 and signing of the contract in accordance with ITB
40.

39.4. Upon the successful bidder’s furnishing of the performance security (or
guarantee) pursuant to ITB 41, the Procuring agency/Employer will

promptly notify each unsuccessful bidder, the name of the successful bidder
and the Contract amount and will discharge the Bid Security or Bid Securing

Declaration of the bidder(s) pursuant to ITB 17.

40. Signing of Contract

40.1. Promptly after notification of award, Procuring agency/Employer shall
send the successful bidder the draft agreement, incorporating all terms and

conditions as agreed by the parties to the contract.

40.2. Immediately after the Redressal of grievance by the GRC, and after
fulfillment of all conditions precedent of the Contract Form, the successful

bidder and the Procuring agency/Employer shall sign the contract.

40.3. Where no formal signing of a contract is required, work order issued to

the bidder shall be construed to be the contract.

41. Performance Security (or Guarantee)

41.1. After the receipt of the Letter of Acceptance, the successful bidder,
within the specified time, shall deliver to the Procuring agency/Employer a
Performance Guarantee in the amount and in the form stipulated in the BDS
and PCC, denominated in the type and proportions of currencies in the

Letter of Acceptance and in accordance with the Conditions of Contract.

41.2. If the Performance Guarantee is provided by the successful bidder and
it shall be in the form specified in the BDS which shall be in any of the
following:
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41.2.1. certified cheque, cashier’s or manager’s cheque, or bank draft;

41.2.2. irrevocable letter of credit issued by a scheduled bank of Pakistan
or in the case of an irrevocable letter of credit issued by a foreign bank,
the letter shall be confirmed or authenticated by a scheduled bank of

Pakistan;

41.2.3. bank guarantee confirmed by a reputable local bank or, in the

case of a successful foreign bidder, bonded by a foreign bank; or

41.2.4. surety bond callable upon demand issued by any reputable surety
or insurance company.

Any Performance Guarantee submitted shall be enforceable in Pakistan.

41.3. Failure of the Most Advantageous Bidder to comply with the
requirement of ITB 40 shall constitute sufficient grounds for the annulment
of the award and forfeiture of the Bid Security or declare blacklisted (in case
bid securing declaration is submitted) in which event the Procuring
agency/Employer may make the award to the next most advantageous

bidder or reinitiate the procurement process afresh (as a case may be).

42. Advance Payment

42.1. Advance payment will be provided to the bidder in percentage and in
the manner as agreed by the both parties in terms of Conditions of the

Contract.

42.2. The Procuring agency/Employer will provide an advance payment as
stipulated in the Conditions of Contract, subject to a maximum amount, as
stated and/or Conditions of the Contract. The advance payment request
shall be accompanied by an advance payment security (guarantee) in the
form provided in Section X. For the purpose of receiving the advance
payment, the bidder shall make and estimate of, and include in its bid, the
expenses that will relate to the purchase of equipment, machinery,
materials, and on the engagement of labor during the first month beginning
with the date of the Procuring agency/Employer’'s “Notice to Commence”

as specified in the PCC.
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43. General Performance of the Bidders

43.1. The Procuring agency/Employer reserves the right to obtain
information regarding performance of the bidders on their previously
awarded contracts / works. The Procuring agency/Employer may seek
information / report from the previous employer for consideration. However,
the Procuring agency/Employer shall incorporate such parameters in the

evaluation criteria and accordingly decide the fate of the bid submitted.

44. Corrupt & Fraudulent Practices

44.1. Procuring agencies (including beneficiaries of Government funded
projects and procurement) as well as Bidders/Suppliers/Contractors under
Government financed contracts, observe the highest standard of ethics
during the procurement and execution of such contracts, and will avoid to

engage in any corrupt and fraudulent practices.

G. GRIEVANCE REDRESSAL & COMPLAINT REVIEW
MECHANISM

45. Grievance Redressal

45.1. Grievance Redressal shall be carried out in accordance with Rule
48 of the Public Procurement Rules, 2004 i.e. Redressal of grievances by the

procuring agency and “Redressal of Grievances Regulations 2021".

H. MECHANISM OF BLACKLISTING

46. Mechanism of Blacklisting

46.1. The Procuring agency/Employer shall proceed Blacklisting of
Bidders/Contractors in  accordance with Rule 19 ofthe Public
Procurement Rules, 2004 i.e. Blacklisting and “Blacklisting and Debarment
of Bidders or Contractors Regulations 2024.
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Bid Data Sheet
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Bids Data Sheet (BDS)

The following specific data for the procurement of Goods to be procured shall
complement, supplement, or amend the provisions in the Instructions to Bidders
(ITB). Whenever there is a conflict, the provisions herein shall prevail over those

in ITB.
BDS ITB Amendments of, and Supplements to,
Clause Number Clauses in the Instruction to Bidders
Number

A. Introduction

1 1.1 Name of Procuring Agency:Hyderabad
Institute for Technology and Management
Sciences (Hyderabad Institute For
Technology and Management Sciences)

The subject of procurement is:Construction of
Six Class Rooms & Separate Male/Female
Toilets

Expected commencement date: Monday,
November 30, 2026

2. 2.1 Financial year for the operations of the Procuring
Agency:2026-27

Name and identification number of the Contract:
P155769

3. 3.1 JV/Consortium or AssociationAllowed: No
Number of JV/Consortium Members: Nil

B. Bidding Documents
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4. 6.2 & The Bidders may seek clarifications through
6.4 EPADS v2.0: Clarification Date: Friday, October
30, 2026

Any addendum, in case issued, shall be
published on Hyderabad Institute for
Technology and Management Sciences
(Hyderabad Institute For Technology and
Management Sciences) website and on
EPADS v2.0.

C. Preparation of Bids

6.
8.1 List of documents required along with the bid:
1. 1. TECHNICAL PROPOSAL 2. FINANCIAL
PROPOSAL 3. All affidavit must be on 1000 Rs
Stamp paper
7 9.1
The qualification criteria to establish the supply /
production capability of the bidder.
see Eligibility Criteria
8. 11.2
Works and Their relateddocuments:
See section Required Scope of Work
9. 11.1 Price schedule will be provided according to the
format defined and acquired.
see section price schedule.
10. 11.4

Specifications:

see section of specifications.

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026 Page 33 of 200



11.

12,

13.

14.

15.

16.

11.5 &
13.5

14.1

16.1

17.1

17.2

15.1

The price shall be Fixed.

The bid price shall be adjusted in accordance
with Appendix provided - Formula for Price
Adjustment.

Currency of the Bids shall be : PKR

The Bids/Bid Validity period shall be: 90 Days

The amount of Bid Security shall be as defined in
Bid Security Section for items and lots given in
BDS 6

The Bid Security shall be in the form of: Pay
Order, Call at Deposit, Demand Draft

Alternative Bids to the requirements of the
bidding documents willnot be permitted.

D. Submission of Bids

17.

18.1 &

21.1

Bid shall be submitted online on EPADS v2.0
whereas hard copy of the bid security should be
submitted to the following;

Daman-e-Kohsar Latifabad Hyderabad
Project Coordinator Office, 1st Floor,
Admin Block, Hyderabad, Hyderabad
(District), Hyderabad (Division), Sindh
(Province).

Bids that are not submitted on EPADS v2.0 shall
be disqualified.

The deadline for Bids submission is: Monday,
November 2, 2026 11:00 AM
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E. Opening and Evaluation of Bids

18. 24.1 The Bids opening shall take place on EPADS
v2.0.

Day : Monday
Date:November 02, 2026

Time : 11:30 AM

19. 30.2 Selection technique adopted will be: Least Cost
Based Selection (LCBS)
see Evaluation Criteria

F. Award of Contract

20. 41.1 & The Performance guarantee shall: 10.00%.

41.2
The Performance Guarantee shall be acceptable

in the form of:Pay Order, Call at Deposit,
Demand Draft

21. 45.1
Arbitrator shall be appointed by mutual consent

of the both parties.

G. Review of Procurement Decisions

22. 37 Grievance against this procurement shall be
submitted online on EPADS v2.0.
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Eligibility Criteria

Eligible Bidders:

Required Registration

FBR (NTN)

FBR (GSTN)

PEC

Eligibility Criteria
1. Valid registration with the Pakistan Engineering Council in the appropriate financial and construction category Yes

(e.g., C-5 or above, with relevant codes.

2. Active Taxpayer List (ATL) status with the Federal Board of Revenue (FBR), valid National Tax Number (NTN),SRB Yes
(SST) & General Sales Tax (GST) where required.

3. Audited financials by a chartered accountant firm & Income Tax/ SRB returns for the last 3 years with an annual Yes
turnover upto 50 million

5. The bidder shall submit an undertaking on PKR 1,000/- E-Stamp Paper, duly signed by bidder confirming that the Yes
firm is not involved in major departmental disputes or known for abandoning government works.

6. The bidder shall submit an undertaking on PKR 1,000/- E-Stamp Paper, duly signed by bidder confirming the firm Yes
has never been blacklisted or debarred by any federal, provincial, or private organization.

7. The bidder must have work Experience in educational buildings specially in prefabricated structures completed in Yes
last five years
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8. The bidder must have qualified PEC registered technical staff, including engineers, supervisors, and other skilled Yes
personnel as required for the project.

9. The bidder must provide details of successfully completed similar projects, along with completion certificates or Yes
satisfactory performance certificate in last five years

10. The bidder shall submit a list of construction machinery, tools, and equipment available for execution of the Yes
works, along with evidence of ownership or lease

The bidder shall submit an undertaking on PKR 1,000/- E-Stamp Paper, duly signed by bidder confirming that all Yes
documents, certificates, statements, and information submitted with the bid are genuine, authentic, and correct. In

the event that any document or information submitted by the firm is found to be fake, forged, false, or misleading,

the bid shall be declared ineligible and their bid security will be confiscate by procuring agency.

The bidder shall submit payment of Rs.5,000/- for bid document through Pay Order/ demand draft as Tender Fees Yes
non-refundable before tender opening in favour of Hyderabad Institute for Technology and Management Sciences
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Evaluation Criteria

Least Cost Based Selection (LCBS)

Weightage

Technical Evaluation %

100

Technical Marks

~l
HI

Passing Marks
Technical Evaluation Criteria

Experience in educational buildings specially in prefabricated structures completed in last five years (Quantitative)(Doc
Required)

Annual turnover up to 50 million in last three years (Quantitative)(Doc Required)

Qualification and experience of key technical personnel preferably registered with PEC & experience will be count
(Quantitative)(Doc Required)

construction machinery, tools, and equipment available for execution of the works (Quantitative)(Doc Required)

Project Construction methodology & construction schedule & ISO certifications (ISO 9001, 14001, 45001) (Quantitative)
(Doc Required)

Jobs/Lots
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Jobs Without Lots :

Delivery Schedule Quantity Bid
Security

Construction of Six Class Address: Daman-e-Kohsar Latifabad Hyderabad Project Coordinator 1/job 1550000
Rooms & Separate Office, 1st Floor, Admin Block, Hyderabad, Hyderabad (District), PKR
Male/Female Toilets Hyderabad (Division), Sindh (Province).

Schedule: 4 Months
Quantity: 1/job
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Related Services :

No

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026 Page 40 of 200



Work Specifications and Market Rates

Jobs Without Lots :

Job: Construction of Six Class Rooms & Separate Male/Female Toilets

Specifications / Requirements:

Sub Structure
Foundation &
Floor

3 Schedule Items
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5

103-1

105-14

Excavation for foundation trenches 100 Cft
and drains in all kinds of soil (except
gravelly and murum soil, wet silt,
clay or mud conglomeration of
gravel and boulders, soft, sandy or
disintegrated sandy and hard rock)
and back filling the excavated
material in foundation, plinth or
under floor including breaking clods,
watering, consolidation by ramming
in layers not exceeding 9 inches
(229 mm) in depth to full
compaction, dressing and disposal
of surplus excavated stuff as
directed, lead upto one chain (30.5
R.m) and lift upto 5 feet (1.52 m).

Providing and laying 1:4:8 (1 100 Cft
cement 4 sand and 8 coarse

aggregate) cement concrete using

graded gavel (bajri) 1 inch (25 mm)

and down gauge in foundation

including levelling, compacting and

curing etc.complete.

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026

4985

785

Page 42 of 200



114-1 Providing and laying reinforced 1030
cement concrete using screened Cft.
graded bajri 3/4 inch (19 mm) and
down gauge having a minimum
works cube crushing strength of
2250 Ibs. per sq inch (15.52 N/mm?2
) at 28 days with a mix not leaner
than 1:2:4 in column footing of
required shape including form work
and its removal, compacting and
curing etc. complete but excluding
the cost of reinforcement, in
foundation basement and plinth
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112-2 Providing and laying first class solid 4530
burnt brick masonry set in cement Cft.
mortar 1:6 in straight or curved
walls 9" to 13-/2 inches (228 mm to
343 mm) thick including scaffolding,
raking out Joints and curing etc.
complete in foundation, basement
and plinth (foundation and
basement masonry upto 5 feet (1.52
Ru.m.) depth and plinth upto 4 feet
(1.2 Ru.m.) height from ground
level) .
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114-8 Providing and laying reinforced
cement concrete using screened Cft.
graded bajri 3/4 inch (19 mm) and
down gauge having a minimum
works cube crushing strength of
2250 Ibs.. per sq inch (15.52
N/mm2) at 28 days with a mix not
leaner than 1:2:4 in plinth beams of
required shape and design including
form work and its removal,
compacting and curing etc. but
excluding the cost of reinforcement,
tn foundation basement and plinth
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104-8 Supplying earth from approved 100 Cft 2431
outside sources within a radius of 5
miles (8 km) including digging,
loading and unloading and filling in
foundation trenches, plinth or under
floor, etc. including breaking clods,
dressing, watering and consolidation
by ramming in layers not exceeding
9 inches (229 mm) in depth to full
compaction complete within a ;lead
of one chain (30.5 R.m) and lift of 5
feet (1.52 m).
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114-166 Providing and laying hard grade 3850
ribbed deformed (minimum yield
point 60,000 psi) reinforcement bars
with & including the cost of
straightening, cutting, bending,
binding, wastage, and such overlaps
as are not shown in the drawings,
placing in position on cement
concrete 1:2:4 precast or m.s.
chairs, tying with binding wire, cost
of chairs and wires etc. in all kinds
of RCC work in foundation,
basement, plinth and ground floor of
building including septic tanks and
under ground tanks and in
projections for future extension .
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NO

11 108-2 Providing and laying 1-1/2 inches
(38 mm) thick damp proof course
with cement concrete 1:2:4 cast in
situ using graded screened bajri of
3/4 inch (19 mm) and down gauge
mixed with any approved water
proofing agent including
compacting, curing form work and
its removal etc. complete, but
excluding the cost of water proofing
agent..

12 108-12 Providing a coat of bitumen
emulsion at 10 Lbs. per % sft. (0.49
Kg/sm) on walls and floor in ground
floor.

13 117-1 Providing and laying soling stones 6
inches to 9 inches (152 mm to 229
mm) size under floors including
packing with spawls and chips and
consolidating etc. complete.
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117-2 Providing and laying 1:4:8 cement 1508
concrete bed under floors using Cft.
graded stone ballast 2 inches (51
mm) and down gauge with levelling
and ramming, watering and curing
etc. complete..

15 Non Schedule
Items

16 Providing and applying anti-termite Sft 5200
treatment using approved Biflex
termiticide, diluted and applied
strictly in accordance with the
manufacturer's recommendations,
to the soil below foundations,
column bases, plinth filling, floor
slabs, and other specified areas,
including spraying/injection into the
soil, preparation of surfaces, labour,
materials, equipment, and all
necessary operations to complete
the treatment
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NO

PREFAB METAL
STRUCTURE,
WALL PANELS &
ROOFING

18 Non Schedule
Items
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Providing, fabricating, supplying, 4800
transporting, hoisting and erecting
pre-engineered mild steel (MS) roof
trusses of approved design, shape,
size and sections, including MS
angles, channels, I-sections,
RHS/SHS or other specified steel
sections, gusset plates, cleat plates,
stiffeners, base plates, bolts, nuts,
washers, welding electrodes and all
necessary connections, complete as
per approved structural drawings
and specifications. The work shall
include cutting, drilling, welding,
grinding, alignment, erection,
application of one coat of approved
anti-corrosive metal primer and two
coats of approved enamel paint, and
all necessary scaffolding, lifting
equipment, labour and incidental
charges required to complete the
work to the satisfaction
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NO

Providing and fixing Gl sheet 1650
cladding of approved profile, colour
and thickness, supported on 18-
gauge galvanized iron (Gl) channel
framework, including Rockwool
insulation of specified thickness and
density, fibreboard covering of
approved type and thickness, and
application of approved paint to the
fibreboard surface. The work shall
include cutting, bending, fixing,
screws, bolts, washers, jointing,
sealing, edge finishing, necessary
supports, labour, tools, scaffolding
and all accessories required to
complete the installation in
accordance with approved drawings,
specifications and the directions

21 MASONRY &
FACADE

22 Schedule Items
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112-26 Providing and laying first class solid
burnt brick masonry set in cement
mortar 1:6 in straight or curved
walls 4-1/2 inches (114 mm) and
less in thickness including
scaffolding, raking, out joints and
curing etc. complete in ground floor
superstructure .

24 122-4 1/2" (13 mm) thick cement plaster
1:4 on walls and columns etc. in
basement, plinth, mezzanine and
ground floor including making
edges, corners, and curing etc.,
complete .

25 118-84 Providing and fixing machine made
brick tile facing (laid flat in courses)
in cement mortar 1:3 cement
pointed in deep cut grooves and in
pattern as per direction of the
Engineer-in-Charge including
rubbing, curing etc. upto 10 feet
(3.05 m) height complete..
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NO

122-99 Flush pointing on brick work with
cement mortar 1:3 (one cement and Sq.ft.
3 sand) in plinth and ground floor
including raking, out joints, curing
etc., complete .

27 118-15 Providing and fixing 3/8 inch (9-5 100 38.25
m) thick white marble tiles above Sq.ft.
36 Sq. inches upto 144 Sq. inches
(232 Sq.cm upto 928 Sg.cm) size
fine dressed on the surface without
windings in dado and skirting and
facing etc. in ground floor over 1/2
inch (13 mm) thick base of cement
mortar 1:3 setting of tiles in slurry of
grey cement over mortar base
including filling the joints and
washing the tiles with white cement
slurry curing, finishing, cleaning and
polishing etc. in internal work
complete..
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Providing and constructing RCC/PPGI
sunshades over windows at
Elevation, as shown on drawings,
including all necessary masonry
work, RCC cantilever slabs or
supports where specified,
reinforcement steel, formwork,
concrete, curing, and finishing, or
alternatively approved pre-painted
galvanized iron (PPGI) sheet
sunshades with the required
supporting MS/GI framework,
brackets, fasteners, flashing and
weatherproof sealing

29 FLOORING,
WALL & CEILING
FINISHES

30 Schedule Items
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117-180 Providing and laying light colour, 100 Sft 4240
glazed/non skid vitrified porcelean
tiles (Polished) exceeding 1600
sqcm and upto 3600 Sqcm each,
(Pak made) on walls and floors, in
any floor, laid with dry bond (stile
bond) over a base of 1" thick
cement mortar (1:3) including
jointing to tiles with joint filler of
approved quality as per direction of
the Engineer incharge.

32 117-179 Providing and laying light colour, 100 Sft 284
glazed/non skid vitrified porcelean
tiles (Polished) not exceeding 1600
Sgcm each, (Pak made) on walls and
floors, in any floor, laid with dry
bond (stile bond) over a base of 1"
thick cement mortar (1:3) including
jointing to tiles with joint filler of
approved quality as per direction of
the Engineer incharge.
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118-41 Providing and fixing 1/4 inches or
6.4 mm (approx.) thick approved Sq.ft.
Pakistani make white glazed tiles
upto 1.50sq feet to 3. sq. ft size in
dado and skirting in ground floor,
over 1/2 inch (13 mm) thick base of
cement mortar 1:3 setting of tiles in
slurry of grey cement over mortar
base including filling the joints and
washing the tile with white cement
slurry curing and cleaning etc.

complete .
34 122-162 Painting with (ICI) Dulux plastic 100 8034
emulsion paint VIP of approved Sq.ft.

shade two coats over and including
the cost of one priming coat
complete over plastered surface at
any height in any floor .
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122-172 Painting three coats with weather 2819
shield paint deluxe (ICI) make of Sft.
approved shade on plaster surface
(External) and including the cost of
cleaning the surface, sand papering
etc. complete at any height in any
floor.

36 124-187 Providing and fixing mineral fiber Sft 3625
tiles 2' x 2' x 12mm ceiling including
T & L angle hanger clips jointing
clips and G.l Wire etc complete as
required in any floor.

37 124-9 Providing & Fixing Gypsum board 12 Each 1218
mm thick, fixed with Gl hanging
approved suspension system & joint
taping etc. complete in all respect
as per specifications shown on the
drawings ( Elephant /DFB/Loadia
Gypsum Industries (PVT) Ltd. Or
equivalent.
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124-186 Providing and fixing Gypsum board
2' x 2'x 12mm tiles ceiling including
Aluminum T & L angle 1" x 1" i.c
hanger clips jointing clips and G.I
Wire etc complete as required in any

floor.
39 118-40 Providing and fixing 1/4 inches or 100 240.67
6.4 mm (approx.) thick approved Sq.ft.

Pakistani make white glazed tiles
upto 1.50sq feet size in dado and
skirting in ground floor, over 1/2
inch (13 mm) thick base of cement
mortar 1:3 setting of tiles in slurry of
grey cement over mortar base
including filling the joints and
washing the tile with white cement
slurry curing and cleaning etc.
complete .
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41

118-15

Non Schedule
Items

PrOV|d|ng and fixing 3/8 inch (9-5

m) thick white marble tiles above Sq.ft.

36 Sq. inches upto 144 Sq. inches
(232 Sg.cm upto 928 Sqg.cm) size
fine dressed on the surface without
windings in dado and skirting and
facing etc. in ground floor over 1/2
inch (13 mm) thick base of cement
mortar 1:3 setting of tiles in slurry of
grey cement over mortar base
including filling the joints and
washing the tiles with white cement
slurry curing, finishing, cleaning and
polishing etc. in internal work
complete..
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Providing and applying approved
polymer-modified cementitious
waterproofing coating to washroom
floors, including 12-inch (300 mm)
high upturn on adjoining walls,
surface preparation, cleaning, filling
of cracks and voids, application of
primer where required, application
of the specified number of
waterproofing coats at the
manufacturer's recommended
coverage rate, treatment of corners,
joints and pipe penetrations, and
protection of the completed
waterproofing layer, complete in all
respects
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Providing and fixing C2 fibreboard
ceiling/soffit lining to outer roof
projections and entrance areas,
including approved fibreboard
sheets of specified thickness,
supporting framework,
suspension/fixing accessories,
screws, joints, edge trims, cutting,
fitting, joint finishing, surface
preparation and application of
approved paint or finish, complete in
all respects
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Providing and fixing a whiteboard Each
measuring 6'-0" x 4'-0" (1829 mm X
1219 mm), comprising a smooth,
non-magnetic or magnetic
whiteboard writing surface, as
specified, with a rigid backing board,
aluminium or approved edge
framing, suitable wall-mounting
brackets, screws, plugs and all
necessary fixing accessories,
complete in a proper level and
plumb position at the required
location

45 Providing and fixing a green-black Each 6
chalkboard measuring 6'-0" x 4'-0"
(1829 mm x 1219 mm), comprising
an approved durable, smooth, non-
glare chalk-writing surface with rigid
backing, aluminium or approved
edge framing, suitable wall-
mounting brackets, screws, plugs
and all necessary fixing accessories,
complete in a proper level and
plumb position
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Providing, fabricating and fixing a Each
rostrum measuring 6'-0" x 2'-6" X
6" high (1829 mm X 762 mm x 152
m), comprising a seasoned timber
frame of approved quality and size,
laminated top of approved colour
and finish, edge banding, necessary
supports, joints, screws, nails,
adhesives, surface preparation,
polishing or finishing, and all
associated labour and materials
required for a rigid, level and
durable installation,
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Providing and fixing precast cement
concrete (CC) jali measuring 1'-0" x
1'-0" x 3" thick (305 mm x 305 mm
X 76 mm), manufactured with
approved cement concrete mix and
integral red pigment, in the
approved decorative pattern,
including bedding mortar,
alignment, joint filling, cutting where
required, handling, curing, and all
necessary labour and materials for
proper installation in the designated
masonry or facade openings
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Providing and fixing tack
board/acoustic damper panels
measuring 4'-0" x 4'-0" (1219 mm X
1219 mm), consisting of fibreboard
or approved acoustic infill of
specified thickness, wrapped in
approved durable fabric, mounted
on a properly seasoned timber
frame, including backing/supports,
edge finishing, necessary fasteners,
screws, wall plugs and fixing
accessories, and installation on the
light-gauge steel (LGS) board wall
beside the whiteboard/chalkboard in
each classroom

49 DOORS,
WINDOWS &
PARTITIONS
DWG REF A302 /
A402

50 Schedule ltems
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121-69 Providing and fixing with brass Each
screws or specialty supplied screws
hydraulic door closer Rayobi of
approved design No. 62, Japan
make, cutting wood etc., to required
shape and size as per direction of
engineer-in-charge.

52 Non Schedule
Items

53 Providing and fixing main entrance Each 1
wooden double-leaf door, size 6'-0"-
8'-0" x 8'-0 - 10-0", complete with
glazed panels, sidelights, transom,
floor springs, and all necessary
hardware, fittings, and accessories,
including installation and finishing,
complete in all respects
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Providing and fixing classroom Each
double-leaf door, size 4'-4" x 8'-0",
comprising pressed steel frame,

solid-core door leaves with vision

panels, fanlight, complete hardware,

fittings, and accessories, including
installation, complete in all respects

55 Providing and fixing washroom door, Each 2
size 3'-0" x 7'-0", comprising
WPC/PVC door leaf and pressed
steel frame, complete with privacy
lock, hinges, fittings, and
accessories, including installation,
complete in all respects

56 Providing and fixing emergency exit Each 1
door, size 3'-6" x 7'-0", comprising
metal door leaf and frame, complete
with door closer, panic push bar,
necessary hardware, fittings, and
accessories, including installation,
complete in all respects
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Providing and fixing UPVC sliding
window, size 4'-0" x 4'-6", complete
with 5 mm thick glass, fly screen,
transom, necessary hardware,
fittings, and accessories, including
installation, complete in all respects

58 Providing and fixing openable UPVC
ventilator, size 16" x 16", complete
with glazing, necessary hardware,
fittings, and accessories, including
installation, complete in all respects

59 Providing and fixing compact HPL
toilet cubicle partitions, including
doors, supporting framework,
hinges, locks, handles, brackets, and
all necessary hardware and
accessories, complete with
installation

60 PLUMBING -
WATER SUPPLY
& SANITARY

61 Schedule Items
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NO

63

301-6

302-5

Providing and fixing Pakistani make Each
best available quality European
style white glazed earthenware
wash down W.C.Pan complete with
and including the cost of a plastic
seat (PVC cover and buffers 3 galls.
(13.6 litres) white glazed
earthenware low level flushing
cistern with siphon fittings, 1-1/2
inches (40mm) dia white porcelain
enamelled flush bend, 3/4 inch
(20mm) dia, G.l. warning pipe
carried outside and bent vertically
downwards and making requisite
number of holes in walls, plinth and
floor for pipe connections and
making good in cement concrete
1:2:4..

Providing and fixing 24 inches x 18 Each
inches (610 mm x 457 mm) looking

mirror of Imported glass 5 mm thick

fixing with CP clamps and screws
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64 306-32 Providing and fixing PPRC pipe PN-
20 with specials and clamps etc.
including cutting and fitting
complete with and in cluding the
cost of breaking through walls and
roof and making good etc. after
cleaning the piep and cartage within
10 miles 40 mm dia

65 306-31 Providing and fixing PPRC pipe PN- R.ft
20 with specials and clamps etc.
including cutting and fitting
complete with and in cluding the
cost of breaking through walls and
roof and making good etc. after
cleaning the piep and cartage within
10 miles 32 mm dia

66 306-30 Providing and fixing PPRC pipe PN- R.ft
20 with specials and clamps etc.
including cutting and fitting
complete with and in cluding the
cost of breaking through walls and
roof and making good etc. after
cleaning the piep and cartage within
10 miles 25 mm dia
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67 306-29 Providing and fixing PPRC pipe PN-
20 with specials and clamps etc.
including cutting and fitting
complete with and in cluding the
cost of breaking through walls and
roof and making good etc. after
cleaning the piep and cartage within
10 miles 20 mm dia

68 307-4 Providing and fixing 1/2 inches (15 Each 10
mm) dia CP stop cocks/Tee Stop
Cock.

69 302-3 Providing and fixing approved Each 6
quality C.P. brass toilet paper
holder.
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70 306-25 Providing and fixing un platisized
polyvinyl chloride pipe (P.V.C) "D"
class and specials etc. including
cutting and fitting complete with
and including the cost of cutting
trench upto 1-1/2 feet deep refilling,
watering, ramming, and disposal of
surplus earth within one chain and
after cleaning the pipe and cartage
within 10 miles (16.09 km.) (working
pressure 12 kg/cm2 ) 4 inches (100
mm) dia pipe..
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71

72

301-8

301-10

Providing and fixing 25 inches x 18 Each
inches (635 mm x 457 mm) lavatory
basin in white glazed earthenware
(Pakistani) complete with and
including the cost of Brass oxidized
bolts kit built into wall /2 inch (15
mm) dia. Chrome plated mixer 1-
1/4" inches (32mm) rubber plug and
chrome plated brass chain, 1-1/4
inches (32 mm) dia brass waste of
approved pattern, 1-1/4 inches (32

m) dia. Malleable iron or C.P. brass
traps malleable iron or brass unions
and making requisite number of
holes in walls plinth and floor for
pipe connections and making god in
cement concrete 1:2:4.

Extra over item No. 8 and 9 for Each
providing and fixing best available

(Pakistani make) white glazed

earthenware pedestal..
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73 307-7 Providing and fixing 1/2 inches (15 Each
mm) dia full way gun metal valves
with wheels threaded or flanged
ends with rubber washers, (standard
pattern)..

74 307-8 Providing and fixing 3/4 inch (20 Each 2
mm) dia full way gun metal valves
with wheels threaded or flanged
ends with rubber washers, (standard
pattern)..

75 307-9 Providing and fixing 1 inch (25 mm) Each 4
dia full way gun metal valves with
wheels threaded or flanged ends
with rubber washers, (standard
pattern)..

76 307-10 Providing and fixing 1-1/4 inches (32 Each 2
mm) dia full way gun metal valves
with wheels threaded or flanged
ends with rubber washers, (standard
pattern)..

77 W-S 13 Providing & fixing chromium plated Each 6
Muslim bib-cock with out Muslim
Shower of approved quality.
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Non Schedule
Items

79 Providing and fixing wall-mounted Each

liquid soap dispensers, stainless
steel coat hooks & 20-litre capacity
pedal-operated waste bins complete
with mounting brackets, fixings, and
all necessary accessories,

80 Providing and installing stainless Each

steel electric water cooler of 35-40
gallon capacity, complete with in-
line water filter, electrical and
plumbing connections, necessary
fittings, and accessories, connected
to the designated cooler point and
tested for proper operation

81 Providing and installing water cooler LS
point complete with water supply
connection, in-line filter, isolation
valve, necessary piping, fittings, and
accessories, ready for connection to
the water cooler
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Providing and fixing 1/2-inch Each
diameter garden tap with standpost,
complete with necessary water

supply connection, fittings, and

accessories, including installation

and testing
83 PLUMBING -
DRAINAGE &
RAIN WATER
84 Schedule Items
85 306-18 Providing and fixing un platisized R.ft 50

polyvinyl chloride pipe (u.P.V.C) "E"
class with specials) and clamps etc.,
including cutting and fitting,
complete with and including the cost
of breaking through walls and roof
and making good etc.; after cleaning
the pipe and cartage within 10 miles
(16.09 km) (working pressure 12
kg/cm?2): 4 inches (100 mm) dia
pipe.
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301-30 Providing and fixing UPVC multi floor Each
trap of sizes with gratings including
cutting and making the requsite
number of holes in walls , plinth and
floors and making good in 1:2:4 C.C.

87 306-25 Providing and fixing un platisized R.ft 125
polyvinyl chloride pipe (P.V.C) "D"
class and specials etc. including
cutting and fitting complete with
and including the cost of cutting
trench upto 1-1/2 feet deep refilling,
watering, ramming, and disposal of
surplus earth within one chain and
after cleaning the pipe and cartage
within 10 miles (16.09 km.) (working
pressure 12 kg/cm2 ) 4 inches (100
mm) dia pipe..
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306-27 Providing and fixing un platisized
polyvinyl chloride pipe (P.V.C) "D"
class and specials etc. including
cutting and fitting complete with
and including the cost of cutting
trench upto 1-1/2 feet deep refilling,
watering, ramming, and disposal of
surplus earth within one chain and
after cleaning the pipe and cartage
within 10 miles (16.09 km.) (working
pressure 12 kg/cm2 ) 6 inches (150
mm) diapipe.

89 306-18 Providing and fixing un platisized R.ft 56
polyvinyl chloride pipe (u.P.V.C) "E"
class with specials) and clamps etc.,
including cutting and fitting,
complete with and including the cost
of breaking through walls and roof
and making good etc.; after cleaning
the pipe and cartage within 10 miles
(16.09 km) (working pressure 12
kg/cm2): 4 inches (100 mm) dia
pipe.
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315-14 Add for extra depth beyond 2 feet Inch
(610 mm) and upto 3 feet-11 inches
(1.19 M) for 'A' type manholes (for
depth lesser than 2 feet or 610 mm
deduct at the same rate)..

91 315-16 Add for extra depth beyond 4 feet Inch 6
(1.22 m) and upto 7 feet-5 inches
(2.26 m) for 'B' type manholes
including cost of cast iron foot rest
at every foot (305 mm) of depth (for
depth lesser than 4 feet or 1.22 m
deduct at the same rate)...
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103-1

Excavation for foundation trenches 100 Cft 358.5
and drains in all kinds of soil (except
gravelly and murum soil, wet silt,
clay or mud conglomeration of
gravel and boulders, soft, sandy or
disintegrated sandy and hard rock)
and back filling the excavated
material in foundation, plinth or
under floor including breaking clods,
watering, consolidation by ramming
in layers not exceeding 9 inches
(229 mm) in depth to full
compaction, dressing and disposal
of surplus excavated stuff as
directed, lead upto one chain (30.5
R.m) and lift upto 5 feet (1.52 m).
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315-13 Providing manhole type 'A' size 2 Each
feet x 1-1/2 feet or 610 mm x 457
mm( inside dimensions) x 2 feet
(610 mm) deep as per approved
design and specifications complete
for 4 inches to 12 inches (100 mm to
305 mm) dia. Pipes upto 3 feet-11
inches (1.19 m) depth with 16
inches (406 mm dia.) (inside) cast
iron cover and frame (weight =1
Cwt. 1. Qtr.) (63.5 kg.) fixed in
R.C.C.1:2:4 slab 4 inches (102 mm)(
thick, burnt brick masonry walls 9
inches (229 mm) thick set in 1:4
cement mortar, 6 inches (150 mm)
1:3:6 C.C. in foundation, 1:2:4 C.C.
in benching and 1/2 inch (13 mm)
thick cement plaster in 1:3 C.M., to
all inside walls surfaces channels
and benching etc., and to top
including making requisite number
of main and branches channels but
excluding the cost of excavation,
back filling and disposal of
excavated stuff, manhole cover and
frame.
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94 315-25 Providing & fixing C.I Cover & Frame Each
16" dia (406 mm) weight 1 cwt 1 Qtr
(63.50 Kg.)
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315-15 Providing manhole type 'B' size 3 Each
feet x 2-1/2 feet or 914 mm x 762
mm (inside dimensions) x 4 feet
(1219 mm deep as per approved
design and specifications complete
for 4 inches to 12 inches (100 mm to
305 mm) dia. Pipe 4 feet to 7 feet-5
inches (1.22 m to 2.26m) depth with
18 inches (457 mm) dia. (inside)
cast iron cover and frame (weights 1
Cwt. 3 Qrs.) or 88.9 kg, fixed in
R.C.C.1:2:4 slab 6 inches (152 mm)
thick, 9 inches (229 mm) thick burnt
brick masonry walls set in 1:4 C.M.,
6 inches (152 mm) thick 1:3:6 C,C.
in foundation, 1:2:4 C.C. in benching
and 1/2 inch (13 mm) thick cement
plasterin 1:3 C.M., to all inside wall
surfaces, channels and benching
etc. and to top including providing
and fixing cast iron foot rest at
every foot of depth and making
requisite number of main and
branch channels but excluding the
cost of excavation, back filling,
disposal of excavated stuff, manhole
cover and frame.
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315-26 Providing & fixing C.I Cover & Frame Each
18" dia (460 mm) weight 1 cwt 3 Qtr
(88.90 Kg.)
97 306-15 Providing and fixing un platisized R.ft 30

polyvinyl chloride pipe (u.P.V.C) "E"
class with specials) and clamps etc.,
including cutting and fitting,
complete with and including the cost
of breaking through walls and roof
and making good etc.; after cleaning
the pipe and cartage within 10 miles
(16.09 km) (working pressure 12
kg/cm2): 2 inches (50 mm) dia pipe..

98 306-17 Providing and fixing un platisized R.ft 30
polyvinyl chloride pipe (u.P.V.C) "E"
class with specials) and clamps etc.,
including cutting and fitting,
complete with and including the cost
of breaking through walls and roof
and making good etc.; after cleaning
the pipe and cartage within 10 miles
(16.09 km) (working pressure 12
kg/cm2): 3 inches (80 mm) dia pipe..
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Non Schedule
Items

100 Providing and fixing 5-inch PVC Rft 150.34
eaves gutter along the north and
south eaves, including brackets,
supports, stop ends, joints, and
necessary fittings and accessories,
complete with installation and
alignment

101 Providing and constructing rainwater LS 4
splash blocks / soak pits at
designated downpipe discharge
locations, including excavation,
required masonry or concrete work,
gravel filling where applicable, and
all necessary materials and labour,

complete
102 ELECTRICAL
WORKS
103 Schedule Items
104  2-79-02(d) LED panel light 2'x2' 36W, 4000K, Each 72

UGR19 (A102)
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2-78-03 LED tube light 4 ft 18W with batten Each
(A102)
106 2-79-01(d) LED ice down light 12W IP54 (A102 - Each 32
outside)
107 36958 Earth pit (copper plate / rod) with 16 Job 2
sq.mm earth conductor & bonding of
LGS frame
108 2-80-03 Ceiling Fans 56INCH AC Fan Each 27
109 2-87-07 Ceiling Fans Hangers Each 27
110 2-78-09(c) [lluminated emergency exit sign 2 W Each 3

with battery back-up (corridor ends
& emergency exit)

111 2-84-02 Exhaust fan 10" plastic body in wash Each 4
rooms (EF, 2 per wash room)

112 2-35-01 Lighting circuit wiring DB-LP - P/Meter 180
switch boards, 2x1.5 mm? + 1 mm?2
ECC in 20 mm recessed uPVC
conduit (L1-L9)

113 2-35-02 Power circuit wiring DB-LP - socket P/Meter 160
groups, 2x2.5 mm2 + 1.5 mm?2 ECC
in 20 mm recessed uPVC conduit
(P1-P8)
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2-51-02 Pump feeder P9: 2-core 2.5 mm?2 Cu P/Meter
PVC/PVC cable + ECC in 25 mm D-
class uPVC conduit buried, DB-LP -
pump at UGT

115 2-72-01 Pump DP isolator 32 A in weather- Each 1
proof board at UGT (E102 note P9)

116 3-7-01(a) Termination of 4-core Cu LT cables P/Job 6
10-25 mm? incl. lugs & glands
(incomer 2, sub-mains 4)

117 36933 Light point wiring 1.5 mm2? Cu + 1 Point 126
mm?2 ECC in 20 mm recessed uPVC
conduit (72 panels + 22 tubes + 32
down lights) (E101)

118 2-65-01 10 A SP switch with gang plate for Each 126
light points
119 38028 Plug point wiring 1.5 mm?2 Cu + ECC Point 27

in 20 mm recessed uPVC conduit for
13 A twin sockets (E102)

120 2-66-05 13 A 3-pin switch-socket unit with Each 54
gang plate (2 per twin socket point)
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36933 Fan point wiring 1.5 mm?2 Cu + ECC Point
in 20 mm recessed uPVC conduit
(E101)
122 2-65-05 Click-type fan dimmer with gang Each 27
plate
123 38028 Power point wiring 1.5 mm?2 Cu + Point 3

ECC in recessed uPVC conduit for 15
A outlets (water cooler, pump,
spare) (E102)

124 2-66-06 15 A 3-pin switch-socket unit with Each 3
gang plate
125 3-2-01(c) 4-core 25 mm?2 Cu PVC/PVC P/Meter 10.67

armoured LT incomer cable HESCO
meter - MDB laid in ground (E102) -
measured per metre (35 rft)

126 2-73-01 MDB - cubicle type metal-sheet P/Sft 4
distribution board, lockable, powder
coated, incl. internal wiring (24"x24"
= 4 sft) (E102)

127 2-71-18 MDB - 100 A 4-pole adjustable HBC Each 1
circuit breaker (incomer, 80-125 A
range)
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2-71-17 MDB - 4-pole adjustable HBC circuit Each
breakers 63 A & 80 A (outgoing to
DB-LP / DB-AC, 20-100 A range)

129 2-74-02 MDB - 100 A 4-pole 3-phase bus bar Each 1

130 2-76-02 MDB - 3-phase 15-90 A kWh check Each 1
meter

131 2-75-01 MDB - pilot lamp set (R-Y-B) Set 1

132 2-73-01 DB-LP TPN 24-way - cubicle type P/Sft 4

metal-sheet DB enclosure, lockable
(4 sft) (E102)

133 2-71-17 DB-LP - 63 A 4-pole isolator / circuit Each 1
breaker (20-100 A range)

134 2-74-01 DB-LP - 60 A 4-pole 3-phase bus bar Each 1

135 2-71-01 DB-LP - SP MCBs 10-20 A (L1-L9, P8, Each 14
P9 + 3 spare)

136 2-73-01 DB-AC TPN 18-way - cubicle type P/Sft 3
metal-sheet DB enclosure, lockable
(3 sft) (E102)

137 2-71-17 DB-AC - 80 A 4-pole MCCB incomer Each 1
(20-100 A range)
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2-74-02 DB-AC - 100 A 4-pole 3-phase bus Each
bar
139 2-71-01 DB-AC - SP MCBs 20 A (12 A/C Each 15

circuits + 3 spare)

140 2-68-01 Switch boards: 14 SWG MS board P/Sft 7.5
recessed, painted, with earth
terminal (SB-01..06, SB-COR %2, SB-
MT, SB-FT = 10 nos x avg 0.75 sft)

141 3-2-01(b) 4-core 16 mm?2 Cu PVC/PVC P/Meter 15
armoured cable MDB — DB-AC (80
A) laid in ground/trench (E102) -
measured per metre

142 36933 Exhaust fan point wiring 1.5 mm?2 Cu Point 10
+ ECC in recessed uPVC conduit (4
wash room + 6 classroom EF)
(E101/E102)

143 2-65-01 10 A SP switch with gang plate for Each 10
exhaust fan points

144 3-2-01(a) 4-core 10 mm?2 Cu PVC/PVC P/Meter 10
armoured cable MDB — DB-LP (63 A)
laid in ground/trench (E102) -
measured per metre
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2-83-02 Exhaust fan 12" metallic body in Each
classrooms (P8: 6 x 60 W) incl.
connection (E102)

146 2-88-01 Heavy gauge metallic gravity Each
shutter for 12" exhaust fans

147 Non Schedule
Items

148 Providing and installing photocell Each
sensor with timer and contactor for
automatic control of external down-
light circuit L9, complete with
necessary wiring, control
connections, accessories, testing,
and commissioning

149 Providing and installing ceiling- Each
mounted multimedia/projector point,
complete with power outlet, HDMI
cable outlet, data outlet, conduits,
wiring, back boxes, faceplates, and
necessary accessories, including
connections and testing
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151

152

153

EXTERNAL
WORKS

Schedule ltems

Providing and installing 20 A, 30 mA Each
residual current operated circuit

breaker with overcurrent protection

(RCBO), 10 kA breaking capacity,

conforming to IEC 61009, for socket

circuits P1-P7 in distribution board

DB-LP, including mounting,

connections, labelling, and testing

Providing and installing earth- Each
leakage protection relay with core

balance current transformer (CBCT)

for the MDB incomer, together with

a four-pole Type 2 surge protection

device (SPD), including necessary

control wiring, connections,

mounting accessories, earthing,

testing, and commissioning
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54 105-14 Providing and laying 1:4:8 ( 100 Cft
cement 4 sand and 8 coarse
aggregate) cement concrete using
graded gavel (bajri) 1 inch (25 mm)
and down gauge in foundation
including levelling, compacting and
curing etc.complete.

155 117-1 Providing and laying soling stones 6 100 60
inches to 9 inches (152 mm to 229 Cft.
mm) size under floors including
packing with spawls and chips and
consolidating etc. complete.

156 119-50 Providing and fixing square pipe Rft 30
railing size 2" x 2" of 16 gauge
comprising vertically posts and
horizontal bracing of M.S. square
pipe of same size as per design
including cost of cutting fitting
including embedding the braces and
posts in floor and walls and making
good with cement concrete 1:2:4 in
any floor.
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112-26 Providing and laying first class solid
burnt brick masonry set in cement Cft.
mortar 1:6 in straight or curved
walls 4-1/2 inches (114 mm) and
less in thickness including
scaffolding, raking, out joints and
curing etc. complete in ground floor

superstructure .
158 112-2 Providing and laying first class solid 100 27
burnt brick masonry set in cement Cft.

mortar 1:6 in straight or curved
walls 9" to 13-/2 inches (228 mm to
343 mm) thick including scaffolding,
raking out Joints and curing etc.
complete in foundation, basement
and plinth (foundation and
basement masonry upto 5 feet (1.52
Ru.m.) depth and plinth upto 4 feet
(1.2 Ru.m.) height from ground
level) .
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122-4 1/2" (13 mm) thick cement plaster
1:4 on walls and columns etc. in
basement, plinth, mezzanine and
ground floor including making
edges, corners, and curing etc.,
complete .

160 122-172 Painting three coats with weather
shield paint deluxe (ICI) make of
approved shade on plaster surface
(External) and including the cost of
cleaning the surface, sand papering
etc. complete at any height in any
floor.
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61 104-8 Supplying earth from approved 100 Cft

outside sources within a radius of 5
miles (8 km) including digging,
loading and unloading and filling in
foundation trenches, plinth or under
floor, etc. including breaking clods,
dressing, watering and consolidation
by ramming in layers not exceeding
9 inches (229 mm) in depth to full
compaction complete within a ;lead
of one chain (30.5 R.m) and lift of 5
feet (1.52 m).

162 117-178(B) Ramp & entrance landing: CC Sft
pavers 12"x12"x1.5"

163 117-178(B) Steps 12" tread / 6" riser in CC 1:2:4 Sft
tuff paver 2" on sand cushion (A403)
- measured per sft (54.6 rft x 1.5
sft/rft) - nearest PWD item to
12"x12"x1.5" CC paver

164 117-176 Extra for stairs/steps (treads, risers Sq.ft.

and midstairs landing)..
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117-53 Providing and laying floor of 1 inch
(25 mm) thick Granite stone Sq.ft.
Pakistani Original more than 5 sq. ft.
upto 7 Sq. ft. (0.46 Sg.m. upto 0.65
sg.m.) size fine dressed on the
surface without winding in ground
floor over 1 inch (25 mm) lime
mortar 1:2 (one lime, two sand)
setting the marble tiles with grey
cement slurry including curing
rubbing and polishing etc. complete,
including the cost of mortar.

166 WATER
STORAGE -
UNDERGROUND
TANK,
OVERHEAD
TANKS, STEEL
STANDS & PUMP

167 Schedule lItems
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169

103-10

103-28

Excavation for raft foundations, 100 Cft
underground tanks and septic tanks
(rectangular or square) in all kinds
of soil (except gravelly and murum
soil wet silt, clay or mud,
conglomeration of gravel and
boulders, soft, sandy or
disintegrated and hard rock) and
back filling the excavated material
all round the trenches including
breaking clods, watering,
consolidation by ramming in layers
not exceeding 9 inches (229 mm) in
depth to full compaction, dressing
and disposal of surplus excavated
stuff as directed, lead up to one
chain (30.5 R.m) and lift upto 5 feet
(1.52 m).

Add for additional lift of every three 100 Cft
feet (0.9 m) or part thereof in item
Nos. 1to 4, 10. to 13 and 19 to 22.
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171

105-14

114-99

Providing and laying 1:4:8 ( 100 Cft

cement 4 sand and 8 coarse
aggregate) cement concrete using
graded gavel (bajri) 1 inch (25 mm)
and down gauge in foundation
including levelling, compacting and
curing etc.complete.

Providing and laying reinforced 100
cement concrete using screened Cft.
graded bajri 3/4 inch (19 mm) and

down gauge having a minimum

works cube crushing strength of

2250 Ibs. per sqg. inch (15.52 N/mm?2

) at 28 days with a mix not leaner

than 1:2:4 in foundation or bottom

slab of rectangular underground

tank including form works and its

removal, levelling, compacting and

curing etc. complete but excluding

the cost of reinforcement..
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114-101 Providing and laying reinforced 183.75
cement concrete using, screened Cft.
graded bajri 3/4 inch (19 mm) and
down gauge having a minimum
works cube crushing strength of
2250 Ibs. per sqg. inch (15.52 N/mm?2
) at 28 days with a mix not leaner
than 1:2:4 in walls of rectangular
underground water tank or septic
tank including form works and its
removal, compacting and curing etc.
complete, but excluding the cost of
reinforcement..
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114-104 Providing and laying reinforced
cement concrete using screened
graded bajri 3/4 inch (19 mm) and
down gauge having a minimum
works cube crushing strength of
2250 Ibs. per sqg. inch (15.52 N/mm?2
) at 28 days with a mix not leaner
than 1:2:4 in top slab of rectangular
underground water tank or septic
tank its removal, compacting and
curing ate. complete but excluding
the cost of reinforcement .

174 114-134 Extra for cement concrete with
screened graded bajri 3/4 inch (19
mm) and down gauge having a
minimum works cube crushing
strength of 2812 Ibs. per sq. inch
(19.39 N/mm?2) at 28 days with a
mix not leaner than 1:2-1/2:3
instead of 1:2:4 .

175 114-151 Providing and using in reinforced
cement concrete 'cemto' as water
proofing agent .
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122-7 3/4" (19 mm) thick cement plaster
1:3 on walls and columns etc. in Sq.ft.
basement, plinth, mezzanine and
ground floor including making
edges, corners, and curing etc.,
complete.

177 122-28 Providing and mixing water proofing Lbs. 12
agent cemto in cement mortar of
any description in any floor ..

178 315-26 Providing & fixing C.lI Cover & Frame Each 1
18" dia (460 mm) weight 1 cwt 3 Qtr
(88.90 Kg.)

179 309-29 Providing and fixing water tank Each 2

made of food grade polyethylene
material 500 gallon (Supper tuff) i/c
cost of specials and cartage upto
site as per direction of Engineer in
charge.

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026 Page 103 of 200



NO

181

103-1

105-14

Excavation for foundation trenches 100 Cft
and drains in all kinds of soil (except
gravelly and murum soil, wet silt,
clay or mud conglomeration of
gravel and boulders, soft, sandy or
disintegrated sandy and hard rock)
and back filling the excavated
material in foundation, plinth or
under floor including breaking clods,
watering, consolidation by ramming
in layers not exceeding 9 inches
(229 mm) in depth to full
compaction, dressing and disposal
of surplus excavated stuff as
directed, lead upto one chain (30.5
R.m) and lift upto 5 feet (1.52 m).

Providing and laying 1:4:8 (1 100 Cft
cement 4 sand and 8 coarse

aggregate) cement concrete using

graded gavel (bajri) 1 inch (25 mm)

and down gauge in foundation

including levelling, compacting and

curing etc.complete.
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114-1 Providing and laying reinforced 122.5
cement concrete using screened Cft.
graded bajri 3/4 inch (19 mm) and
down gauge having a minimum
works cube crushing strength of
2250 Ibs. per sq inch (15.52 N/mm?2
) at 28 days with a mix not leaner
than 1:2:4 in column footing of
required shape including form work
and its removal, compacting and
curing etc. complete but excluding
the cost of reinforcement, in
foundation basement and plinth

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026 Page 105 of 200



NO

114-4 Providing and laying reinforced 40.63
cement concrete using screened Cft.
graded bajri 3/4 inch (19 mm) and
down gauge having a minimum
works cube crushing strength of
2250 Ibs. per sq inch (15.52 N/mm?2)
at 28 days with a mix not leaner
than 1:2:4 in columns of square or
rectangular shape of regular section
including form work and its removal,
compacting and curing etc. but
excluding the cost of reinforcement,
in foundation basement and plinth .

184 122-159 Painting iron work with synthetic 100 776
enamel paint of approved make and Sq.ft.
shade two coats over and including
the cost of one priming coat
complete at any height in any floor .
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119-50 Providing and fixing square pipe
railing size 2" x 2" of 16 gauge
comprising vertically posts and
horizontal bracing of M.S. square
pipe of same size as per design
including cost of cutting fitting
including embedding the braces and
posts in floor and walls and making
good with cement concrete 1:2:4 in
any floor.

186 305-3 Providing G.I. pipes, specials and R.ft 32
clamps etc., including fixing cutting
and fitting complete with and
including the cost of breaking
through walls and roof, making good
etc., painting 2 coats after cleaning
the pipe etc.; with white zinc paint
with pigment to match the colour of
the building and testing with water
to a pressure head of 200 feet (61
M) and cartages within 10 miles
(16.09 km.) (ILLM). 1 inch (25 mm)
dia pipe (ILLM).
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187 305-4 Providing G.I. pipes, specials and
clamps etc., including fixing cutting
and fitting complete with and
including the cost of breaking
through walls and roof, making good
etc., painting 2 coats after cleaning
the pipe etc.; with white zinc paint
with pigment to match the colour of
the building and testing with water
to a pressure head of 200 feet (61
M) and cartages within 10 miles
(16.09 km.) (ILLM). 1-1/4 inches (32
mm) dia pipe (ILLM).
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18 305-5 Providing G.I. pipes, specials and
clamps etc., including fixing cutting
and fitting complete with and
including the cost of breaking
through walls and roof, making good
etc., painting 2 coats after cleaning
the pipe etc.; with white zinc paint
with pigment to match the colour of
the building and testing with water
to a pressure head of 200 feet (61
M) and cartages within 10 miles
(16.09 km.) (ILLM). 1-1/2 inches (40
mm) dia pipe (ILLM).

189 307-18 Providing and fixing 3/4 inch (20 Each
m) dia ball valve (with PVC Ball)
made to B.S.S. 1212.....

190 307-19 Providing and fixing 1 inch (25 mm) Each
dia ball valve (with PVC Ball) made
to B.S.S. 1212.....

191 37022 Mono-block pumping set 1 HP, Each

2850/2900 RPM, 220 V, 1"x1" (P1:
40 GPM @ 50 ft head)
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37012 Pump foundation block CC 1:2:4 (
0" x 1'-6" x 1'-0")

193 37014 Foundation bolts & nuts »2" x 9" for Each 4
pump

194 37018 Brass foot valve 1" on pump suction Each 1
in UGT

195 37384 Brass check (non-return) valve 1" on Each 1

pump delivery

196 38478 Brass gate valve 1" spindle type on Each 2
suction & delivery

197 37746 Gl pipe 1" suction & delivery P/Meter 4
connections at pump incl. specials &
painting - PWD per metre

198 37027 DOL starter single phase up to 2 HP Each 1
on prepared board
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114-166 Providing and laying hard grade 1475
ribbed deformed (minimum yield
point 60,000 psi) reinforcement bars
with & including the cost of
straightening, cutting, bending,
binding, wastage, and such overlaps
as are not shown in the drawings,
placing in position on cement
concrete 1:2:4 precast or m.s.
chairs, tying with binding wire, cost
of chairs and wires etc. in all kinds
of RCC work in foundation,
basement, plinth and ground floor of
building including septic tanks and
under ground tanks and in
projections for future extension .

200 108-12 Providing a coat of bitumen 100 589
emulsion at 10 Lbs. per % sft. (0.49 Sq.ft.
Kg/sm) on walls and floor in ground
floor.
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11941 Providing and fixing R. S. Joists and
channels including welding all the
side of the sections at the junction,
gusset plates, bolts, nuts etc.
complete with hoisting and erecting
in position in steel trusses, frames,
towers etc of any design in ground
floor.

202 119-42 Providing and fixing M. S. tees, kg
angles and flats including welding all
the sides of the section at the
junction, gusset plates, bolts, nuts
etc. complete with hoisting and
erecting in position in steel trusses,
frames, towers etc. of any design in
ground floor.

203 Non Schedule
Items

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026

753.04

1308.05

Page 112 of 200



Providing and installing float switch Each
set for automatic water pump

control, including underground tank

(UGT) low-water level dry-run cut-

out and overhead tank (OHT) level

control, complete with necessary

control cables, electrical

connections, accessories, testing,

and commissioning

205 Disinfection of underground tank Each 1
(UGT), overhead water tanks
(OHTSs), and associated water supply
pipework using chlorinated water at
50 ppm concentration, including
preparation, circulation or flushing,
contact time, draining, and final
flushing as required, complete with
all necessary labour, materials, and
testing before handover

GRAND Rs31,000,000.00
TOTAL:
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Scope of Work

SCOPE OF WORK
1. Project Description

The project comprises the construction of six classrooms and separate male and female toilet facilities at Hyderabad Institute for
Technology and Management Sciences, including all associated structural, architectural, plumbing, electrical and external works
specified in the approved drawings, technical specifications and Bill of Quantities (BOQ).

2. Detailed Work Requirements

2.1 Site Preparation and Earthwork

The Contractor shall carry out site clearance, setting out, excavation, disposal of surplus excavated material, filling, backfilling and
compaction as required by the approved drawings and BOQ. Existing services and adjacent structures shall be protected throughout
construction.

2.2 Foundations and Substructure

The Contractor shall execute foundations, concrete works, reinforcement, masonry, damp-proofing and related substructure works
in accordance with the approved structural drawings, technical specifications and BOQ. No concrete shall be placed before
inspection and approval of the relevant reinforcement and formwork.

2.3 Structural Framework, Walls and Roofing

The Contractor shall supply, fabricate, erect and install the specified structural framework, wall panels, partitions and roofing
system, including connections, fasteners, protective coatings, flashings, gutters and rainwater disposal components where shown in
the approved design. Materials, member sizes, grades, thicknesses and finishes shall comply with the approved specifications and
drawings.
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2.4 Flooring and Finishes

The Contractor shall complete floor finishes, skirting, wall finishes, ceiling finishes, plastering, painting and other finishing works as
specified in the BOQ and approved drawings. Finished surfaces shall be sound, level where required, properly aligned and free from
unacceptable defects.

2.5 Doors, Windows and Partitions
The Contractor shall supply and install doors, windows, frames, glazing, ironmongery, locks and partitions in accordance with the
approved schedules and specifications. All fittings shall operate correctly and be securely fixed.

2.6 Plumbing and Sanitary Works

The Contractor shall provide the plumbing and sanitary installations shown in the approved drawings and BOQ, including water-
supply piping, valves, sanitary fixtures, connections, drainage piping and associated fittings. The installations shall be tested for
leakage, proper flow and drainage before acceptance.

2.7 Electrical Works

The Contractor shall execute the electrical works included in the approved BOQ and drawings, including wiring, conduits, switches,
sockets, lighting points, distribution equipment, earthing and associated accessories, as applicable. Electrical installations shall be
tested and certified in accordance with the applicable requirements before handover.

2.8 External Works
The Contractor shall complete the external works specifically identified in the approved drawings and BOQ, including site
reinstatement, surface drainage, pathways and other listed works, where applicable.

3. Drawings and Technical Specifications

The approved drawings, technical specifications, BOQ and written addenda issued by the Procuring Agency shall collectively define
the required work. The Procuring Agency shall identify the applicable revision of each drawing and specification if any discrepancy
shall be referred to the Project Coordinator/Engineer for written clarification before the affected work is executed.

4. Inspection and Quality Control
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The Contractor shall provide materials, samples, test reports and inspection access as required by the contract. Materials and
workmanship shall comply with the approved specifications. The Procuring Agency or its authorized representative may reject non-
compliant work and require rectification in accordance with the contract.

5. Handover

Before completion and handover, the Contractor shall complete the specified inspections and tests, rectify notified defects, remove
construction debris, reinstate affected areas and submit applicable test reports, warranties, as-built drawings and
operation/maintenance information where required by the contract.

Important Note: Bidder must qoute rates inclusive of all government taxes/duties for above scope of work BOQ
attached in annexure
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Price Schedule

For Individual Jobs

Job Title Unit Price (PKR) Total Price (PKR) Delivery L ocation Delivery Period / Year Country of Origin

2
For Lots

[Lot 1 Title]
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Genera Conditions of Contract
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A. General

1. Definitions

1.1. Unless the context otherwise requires, the following terms whenever used in this Contract shall have the same
meaning and shall be interpreted as indicated

1.1.1. “Applicable Law” means the laws and any other instruments having the force of law in the Government’s
Country, or in such other country as may be specified in the Special Conditions of the Contract (SC), as they
may be issued and in force from time to time;

1.1.2. “The Contract” means an agreement enforceable by law;

1.1.3. “The Contract Price” means the price payable to the Contractor under the Contract for the full and proper
performance of its contractual obligations;

1.1.4. " The Services’ means the work to be performed by the Contractor pursuant to this Contract and as
prescribed in the Specifications and Schedule of Activitiesincluded in the Contractor’ s Bid,;

1.1.5. “Ancillary Services’ means those services ancillary to the provision of Services, such as transportation
and insurance, and any other incidental services, such as installation, commissioning, provision of technical
assistance, training, and other such obligations of the Contractor covered under the Contract;

1.1.6. “GCC” means the General Conditions of Contract contained in this section;

1.1.7.*SCC" means the Special Conditions of Contract by which the GCC may be amended or supplemented;
1.1.8. “Day” means calendar day unlessindicated otherwise;

1.1.9. “Effective Date” means the date on which this Contract comes into force and effect;

1.1.10. “The Contractor” means the individual or corporate body whose Bids to provide the Services has been
accepted by the Procuring Agency;

1.1.11. “The Project Site,” where applicable, means the place or places named in Bid Data Sheet and technical
Specifications;

1.1.12. “Government” means the Government of Pakistan;
1.1.13. “Local Currency” means the currency of Pakistan;
1.1.14. “In Writing” means communicated in written form with proof of receipt;

1.1.15. “Completion Date” means the date of completion of the Services by the Contractor as certified by the
Procuring Agency;

1.1.16. “Foreign Currency” means any currency other than the currency of the country of the Procuring
Aqgency;
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1.1.17. “Party” means the Procuring Agency or the Contractor, as the case may be, and “ Parties’ means both of
them;

1.1.18. "Service" means any object of procurement other than goods or works;

1.1.19. “Subcontractor” means any entity to which the Bidder subcontracts any part of the Services.

2. Applicable Law
2.1. The contract shall be governed and interpreted in accordance with the laws of Pakistan, unless otherwise
specified in SCC.

3. Language

3.1. The Contract as well as all correspondence and documents relating to the Contract exchanged between the
Contractorand the Procuring Agency, shall be written in the English language unless otherwise stated in the SCC
. Supporting documents and printed literature that are part of the Contract may be in another language provided
these are accompanied by an accurate translation of the relevant passages in English, in which case, for purposes
of interpretation of the Contract, this translation shall govern.

4. Notices

4.1. Any notice, request, or consent made pursuant to this Contract shall bein writing and shall be deemed to have
been made when delivered in person to an authorized representative of the Party to whom the communication is
addressed, or when sent by registered mail, telex, telegram, or facsimile to such Party at the address specified in
the SCC.

5. Location

5.1. The Services shall be performed at such locations as the Procuring Agency may approve and as specified in
SCC.

5.2. A {DOCUMENTS}

6. Authorized Representatives/ Authority of Member in charge

6.1. Any action required or permitted to be taken, and any document required or permitted to be executed, under
this Contract by the Procuring Agency or the Contractor may be taken or executed by the officials specified in the
SCC.

B. Commencement, Completion, Modification, and Termination of Contract

7. Effectiveness of Contract
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7.1. This Contract shall come into effect on the date the Contract is signed by both parties and such other later date
as may be stated in the SCC.

8. Commencement of Services

8.1. The Contractor shall confirm availability of Key Experts and begin carrying out the Services not later than the
number of days after the Effective Date specified in the SCC.

9. Program schedule

9.1. Before commencement of the Services, the Contractor shall submit to the Procuring Agency for approval a
Program showing the general methods, arrangements, order and timing for all activities. The Services shall be
carried out in accordance with the approved Program as updated.

10. Starting Date/Expiration Date

10.1. The Contractor shall start carrying out the Services Five (05) days after the date the Contract becomes
effective, or at such other date as may be specified in the SCC.

10.2. Unless terminated earlier pursuant to Clause GCC 14 hereof, this Contract shall expire at the end of such
time period after the Effective Date as specified in the SCC.

11. Entire Agreement

11.1. This Contract contains all covenants, stipulations and provisions agreed by the Parties. No agent or
representative of either Party has authority to make, and the Parties shall not be bound by or be liable for, any
statement, representation, promise or agreement not set forth herein.

12. M odification

12.1. Any modification or variation of the terms and conditions of this Contract, including any modification or
variation of the scope of the Services, may only be made by written agreement between the Parties. However,
each Party shall give due consideration to any modification(s) or variation(s) made by the other Party.

12.2. In cases of any modification(s) or variation(s), the prior written consent of the Procuring Agency is required.

13. Force Majeure

13.1. Definition

For the purposes of this Contract, “ Force Majeure” means an event which is beyond the reasonable control of a
Contractor and which makes a Contractor’ s performance of its obligations under the Contract impossible or so
impractical asto be considered impossible under the circumstances.

13.2. No Breach of Contract

The failure of a Party to fulfill any of its obligations under the contract shall not be considered to be a breach of,
or default under, this Contract in so far as such inability arises from an event of Force Majeure, provided that the
Party affected by such an event (a) has taken all reasonable precautions, due care and reasonabl e alternative
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measures in order to carry out the terms and conditions of this Contract, and (b) has informed the other Party as
soon as possible about the occurrence of such an event.

13.3. Extension of Time

Any period within which a Contractor shall, pursuant to this Contract, complete any action or task, shall be
extended for a period equal to the time during which such Party was unable to perform such action as a result of
Force Mgjeure.

13.4. Payments

During the period of their inability to perform the Services as aresult of an event of Force Majeure, the Contractor
shall be entitled to continue to be paid under the terms of this Contract, as well as to be reimbursed for additional
costs reasonably and necessarily incurred by them during such period for the purposes of the Servicesand in
reactivating the Service after the end of such period.

14. Termination

14.1. By the Procuring Agency

The Procuring Agency may terminate this Contract in case of the occurrence of any of the events specified in
paragraphs (a) through (€) of this Clause. In such an occurrence the Procuring Agency shall give at least thirty
(30) calendar days' written notice of termination to the Contractor in case of the eventsreferred to in (a) through
(d); at least sixty (60) calendar days written notice in case of the event referred to in (e);

14.1.1. If the Contractor fails to remedy afailure in the performance of its obligations hereunder, as specified in
anotice of suspension;

14.1.2. If the Contractor becomes (or, if the Contractor consists of more than one entity, if any of its members
becomes) insolvent or bankrupt or enter into any agreements with their creditors for relief of debt or take
advantage of any law for the benefit of debtors or go into liquidation or receivership whether compulsory or
voluntary;

14.1.3. If the Contractor fails to comply with any final decision reached as aresult of arbitration proceedings,

14.1.4. If, asthe result of Force Majeure, the Contractor is unable to perform amaterial portion of the Services
for aperiod of not less than sixty (60) calendar days,

14.1.5. If the Procuring Agency, in its sole discretion and for any reason whatsoever, decides to terminate this
Contract;

14.2. By the Contractor

The Contractor may terminate this Contract, by not less than thirty (30) calendar days written notice to the
Procuring Agency, in case of the occurrence of any of the events specified in paragraphs (@) through (d) of this
Clause.

14.2.1. If the Procuring Agency fails to pay any money due to the Contractor pursuant to this Contract and not
subject to dispute within forty-five (45) calendar days after receiving written notice from the Contractor that
such payment is overdue;
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14.2.2. If, asthe result of Force Majeure, the Contractor is unable to perform amaterial portion of the Services
for aperiod of not less than sixty (60) calendar days,

14.2.3. If the Procuring Agency fails to comply with any final decision reached as aresult of arbitration;

14.2.4. If the Procuring Agency isin material breach of its obligations pursuant to this Contract and has not
remedied the same within forty-five (45) days (or such longer period as the Bidder may have subsequently
approved in writing) following the receipt by the Procuring Agency of the Contractor’ s notice specifying such
breach.

C. Obligations of the Contractor

15. General
15.1. Standard of Performance

15.1.1. The Contractor shall perform the Services and carry out the Services with al due diligence, efficiency
and economy, in accordance with generally accepted professional standards and practices, and shall observe
sound management practices, and employ appropriate technology and safe and effective equipment, machinery,
materials and methods. The Contractor shall always act, in respect of any matter relating to this Contract or to
the Services, as afaithful adviser to the Procuring Agency, and shall at all times support and safeguard the
Procuring Agency’s legitimate interests in any dealings with the third parties;

15.1.2. The Contractor shall employ and provide such qualified and experienced Experts and Sub-Contractors
as arerequired to carry out the Services.

15.2. Law Applicableto Services

The Contractor shall perform the Services in accordance with the Contract and in accordance with the Law of
Pakistan and shall take all practicable steps to ensure that any of its Experts and Sub-Bidders, comply with the
Applicable Law.

16. Conflict of Interests

16.1. Contractor Not to Benefit from Commissions and Discounts

The remuneration of the Contractor shall constitute the Contractor’ s sole remuneration in connection with this
Contract or the Services, and the Contractor shall not accept for their own benefit any trade commission, discount,
or similar payment in connection with activities pursuant to this Contract or to the Services or in the discharge of
their obligations under the Contract, and the Contractor shall use their best efforts to ensure that the Personnel,
any Subcontractors, and agents of either of them similarly shall not receive any such additional remuneration.

16.2. Contractor and Affiliates Not to be Otherwise I nterested in Project

The Contractor agree that, during the term of this Contract and after its termination, the Contractor and its
affiliates, as well as any Subcontractor and any of its affiliates, shall be disqualified from providing Services
(other than the Services and any continuation thereof) for any project resulting from or closely related to the
Services.

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026 Page 124 of 200



16.3. Prohibition of Conflicting Activities
Neither the Bidder nor its Subcontractors nor the Personnel shall engage, either directly or indirectly, in any of the
following activities:

16.3.1. during the term of this Contract, any business or professional activities in the Government’s country
which would conflict with the activities assigned to them under this Contract;

16.3.2. during the term of this Contract, neither the Contractor nor their Subcontractors shall hire public
employeesin active duty or on any type of leave, to perform any activity under this Contract;

16.3.3. after the termination of this Contract, such other activities as may be specified in the SCC.

17. Insuranceto be Taken Out by the Contractor

17.1. The Contractor(a) shall take out and maintain, and shall cause any Subcontractors to take out and maintain,
at its (or the Sub-contractors’, as the case may be) own cost but on terms and conditions approved by the
Procuring Agency, insurance against the risks, and for the coverage, as shall be specified in the SCC; and (b) at
the Procuring Agency’ s request, shall provide evidence to the Procuring Agency showing that such insurance has
been taken out and maintained and that the current premiums have been paid.

18. Contractor’s Actions Requiring Procuring Agency’s Prior Approval

18.1. The Contractor shall obtain the Procuring Agency’s prior approval in writing before taking any of the
following actions:

18.1.1. appointing such members of the Personnel not provided by the Contractor;
18.1.2. changing the Program of activities; and

18.1.3. any other action that may be specified in the SCC.

19. Reporting Obligations

19.1. The Contractor shall submit to the Procuring Agency the reports and documents in the numbers, and within
the periods as prescribed by the Procuring Agency.

20. Liquidated Damages

20.1. Paymentsof Liquidated Damages

The Contractor shall pay liquidated damages to the Procuring Agency at the rate per day stated in the SCC for
each day that the Completion Date is later than the Intended Completion Date. The total amount of liquidated
damages shall not exceed the amount defined in the SCC. The Procuring Agency may deduct liquidated damages
from payments due to the Contractor. Payment of liquidated damages shall not affect the Contractor’ s liabilities.

20.2. Correction for Over-payment
If the Intended Completion Date is extended after liquidated damages have been paid, the Procuring Agency shall
correct any overpayment of liquidated damages by the Contractor by adjusting the next payment certificate. The
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Contractor shall be paid interest on the overpayment, calculated from the date of payment to the date of
repayment, at the rates specified in SCC.

20.3. Lack of performance penalty

If the Contractor has not corrected a Defect within the time specified in the Procuring Agency’ s notice, a penalty
for Lack of performance will be paid by the Contractor. The amount to be paid will be calculated as a percentage
of the cost of having the Defect corrected, assessed as specified in the Contractor

21. Performance Guar antee

21.1. Within the time stipulated in the acceptance letter from the Procuring Agency, the successful Bidder shall
furnish the Performance Guarantee in shape and amount specified in SCC.

21.2. The proceeds of the Performance Guarantee shall be payable to the Procuring agency as compensation for
any loss resulting from the Supplier’ s failure to complete its obligations under the Contract.

21.3. The Performance Guarantee shall be denominated in the currency of the Contract, or in afreely convertible
currency acceptable to the Procuring agency and shall be in the acceptable form as specified in SCC.

21.4. The Performance Guarantee will be discharged by the Procuring agency and returned to the Supplier not
later than thirty (30) days following the date of completion of the Supplier’s performance obligations under the
Contract, including any warranty obligations, unless otherwise specified in SCC.

22. Sustainable Procur ement

22.1. The Contractor shall conform to the sustainable procurement contractual provisions, if and as specified in
the SCC.

D. Contractor’ s Personnel

23. Description of Personnel

23.1. Thetitles, agreed job descriptions, minimum qualifications, and estimated periods of engagement in the
carrying out of the Services of the Contractor’s Key Personnel. The Key Personnel listed by title aswell as by
name are hereby approved by the Procuring Agency.

24. Removal and / or Replacement of Personnel

24.1. Except as the Procuring Agency may otherwise agree, no changes shall be made in the Key Personnel. If,
for any reason beyond the reasonable control of the Contractor, it becomes necessary to replace any of the Key
Personnel, the Contractor shall provide as areplacement a person of equivalent or better qualifications.

24.2. If the Procuring Agency finds that any of the Personnel have (i) committed serious misconduct or have been
charged with having committed a criminal action, or (ii) have reasonable cause to be dissatisfied with the
performance of any of the Personnel, then the Contractor shall, at the Procuring Agency’ s written request
specifying the grounds thereof, provide as a replacement a person with qualifications and experience acceptable to
the Procuring Agency.
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24.3. The Contractor shall have no claim for additional costs arising out of or incidental to any removal and/or
replacement of Personnel.

E. Obligations of the Procuring Agency

25. Changein the Applicable Law

25.1. If, after the date of this Contract, there is any change in the Applicable Law with respect to taxes and duties
which increases or decreases the cost of the Services rendered by the Contractor, then the remuneration and
reimbursabl e expenses otherwise payable to the Contractor under this Contract shall be increased or decreased
accordingly by agreement between the Parties, and corresponding adjustments shall be made to the amounts
referred in the SCC.

26. Services and Facilities

26.1. The Procuring Agency shall make available to the Contractor and the Experts, for the purposes of the
Services and free of any charge, the services, facilities and property described in the Terms of Reference, at the
times and in the manner specified in the Terms of Reference.

26.2. In case that such services, facilities and property shall not be made available to the Contractor, the Parties
shall agree on (i) any time extension that it may be appropriate to grant to the Contractor for the performance of
the Services, (ii) the manner in which the Contractor shall procure any such services, facilities and property from
other sources, and (iii) the additional payments, if any, to be made to the Contractor as a result thereof.

F. Payments to the Contractor

27. Contract Price

27.1. The price payable shall be in Pakistani Rupees unless otherwise specified in the SCC.

28. Terms and Conditions of Payment

28.1. Payments will be made to the Contractor according to the payment schedule stated in the SCC and as per
actual invoice submitted by the Contractor.

28.2. Unless otherwise stated in the SCC, the advance payment shall be made against the provision by the
Contractor of a bank guarantee for the same amount, and shall be valid for the period stated in the SCC. Any
other payment shall be made after the conditions listed in the SCC for such payment have been met, and the
Contractor have submitted an invoice to the Procuring Agency specifying the amount due.

29. Quality Control I dentifying Defects

29.1. The principle and modalities of Inspection of the Services by the Procuring Agency shall be asindicated in
the SCC. The Procuring Agency shall check the Contractor’ s performance and notify him of any Defects that are
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found. Such checking shall not affect the Contractor’s responsibilities. The Procuring Agency may instruct the
Contractor to search for a Defect and to uncover and test any service that the Procuring Agency considers may
have a Defect. Defect Liability Period is as defined in the SCC.

29.2. A {INSPECTION}

30. Correction of Defects, and Lack of Performance Penalty

30.1. The Procuring Agency shall give notice to the contractor of any Defects before the end of the Contract. The
Defects liability period shall be extended for as long as Defects remain to be corrected.

30.2. Every time notice a Defect is given; the contractor shall correct the notified Defect within the length of time
specified by the Procuring Agency’s notice.

30.3. If the contractor has not corrected a Defect within the time specified in the Procuring Agency’ s notice, the
Procuring Agency will assess the cost of having the Defect corrected, the contractor will pay this amount, and a
Penalty for Lack of Performance.

31. Settlement of Disputes Amicable Settlement

31.1. The Parties shall use their best efforts to settle amicably all disputes arising out of or in connection with this
Contract or its interpretation.

32. Dispute Settlement

32.1. Arbitration

If any dispute of any kind whatsoever shall arise between the procuring agency and the contractor in connection
with or arising out of the Contract, including without prejudice to the generality of the foregoing, any question
regarding its existence, validity or termination, or the execution of the contract, the parties shall seek to resolve
any such dispute or difference by mutual consultation. If the parties fail to resolve such a dispute or difference
even after negotiations or mediation, then the dispute shall be referred within fourteen (14) days in writing by
either party to the Arbitrator, with a copy to the other party.

Any dispute in respect of which a notice of intention to commence arbitration has been given, in accordance with
GCC sub-clause 32.1, shall be finally settled by arbitration. Arbitration may be commenced prior to or after
completion of the Contract. Arbitration proceedings shall be conducted in accordance with Arbitration Act 1940.
Notwithstanding any reference to arbitration herein, the parties shall continue to perform their respective
obligations under the Contract unless otherwise agreed. The Procuring Agency shall continue to pay the
Contractor any undisputed amounts due under the Contract during the resolution of any dispute.
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Special Conditions of Contract
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SECTION VIHI. SPECIAL CONDITIONS OF CONTRACT

The following Specia Conditions of Contract shall supplement the General Conditions of Contract.
Whenever there is a conflict, the provisions herein shall prevail over those in the Conditions of Contract. The
corresponding clause number of the GCC isindicated in parentheses.

Number of GC Clause

Amendments of, and Supplements to, Clauses in the General Conditions of Contract
Number of GC Clause 1

Definitions

The Procuring Agency is. Hyderabad Institute for Technology and Management Sciences (Hyderabad
Institute For Technology and Management Sciences), Project Coordinator Daman-e-Kohsar Latifabad
Hyderabad Project Coordinator Office, 1st Floor, Admin Block, Hyderabad, Hyderabad (District), Hyderabad
(Division), Sindh (Province).

The Supplier is:

The title of the subject procurement is. Construction of Six Class Rooms & Separate Male/Female
Toilets

Number of GC Clause 2

Applicable/Governing Law:

The Contract shall be interpreted in accordance with the laws of 1slamic Republic of Pakistan
Number of GC Clause 3

L anguage:

The language of the Contract, all correspondence and communications to be given, and al other
documentation to be prepared and supplied under the Contract shall be in English.

Number of GC Clause 4

Notices:

The addresses for the noticesare:
Procuring Agency:

Hyderabad Institute for Technology and Management Sciences (Hyderabad Institute For Technology and
Management Sciences), Project Coordinator

Daman-e-Kohsar Latifabad Hyderabad Project Coordinator Office, 1st Floor, Admin Block, Hyderabad,
Hyderabad (District), Hyderabad (Division), Sindh (Province).

+92-333-261-1134

af sarhussai n@hitms.edu.pk

Contractor/ Bidder:
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[Name, address and telephone number]

The Contractor/ Bidder’ s Representative(s)

[Name, address, telephone number and e-mail address|
Number of GC Clause 6.1

The Authorized Representatives are:

For the Procuring Agency:

Hyderabad Institute for Technology and Management Sciences (Hyderabad Institute For Technology and
Management Sciences), Project Coordinator

Daman-e-Kohsar Latifabad Hyderabad Project Coordinator Office, 1st Floor, Admin Block, Hyderabad,
Hyderabad (District), Hyderabad (Division), Sindh (Province).

+92-333-261-1134

af sarhussai n@hitms.edu.pk

For the Bidder:

NaAMNE it e e e

Designation: .......coceieiiiiannnnn.

Number of GC Clause 7
Effectiveness of the contract

The Contractor/Bidder shall be effective within ..... days from the date of signature of the Contract by both
parties

Number of GC Clause 8

Commencement of Contract:

The Contractor/Bidder shall provide Non-Consultancy Services from the effective date of contract.
Number of GC Clause 10.2

Expiration of Contract:

Thetimeperiodshal be ..o,

Number of GC Clause 14

Termination

In the event of termination of the contract due to any reason as aready defined in the General Conditions of
Contract, the Bidder shall be responsible for providing to the Authority the Goods till the time of aternate
arrangements.

Number of GC Clause 16
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Conflict of Interest:

The Procuring Agency reserves the right to determine on a case-by-case basis whether the Bidder should be
disqualified from providing goods or services due to a conflict of a nature described in Clause GCC 17.

Number of GC Clause 20
Liquidated Damages

If the Bidder fails to provide services as required under the contract or in case of any data loss/data breach or
any incident compromising the data security or other such failures related to any services, the Bidder shall
pay to the Procuring Agency as Liquidated Damages at a rate of 0.10% to 10.00% of the Contract value, in
accordance with the extent of performance failure & the cost of investigating such incidents as judged by the
Authority.

Number of GC Clause 21
Perfor mance Guar antee;

The amount of performance guarantee shall be 10.00% of the contract price in acceptable form of Pay
Order, Call at Deposit, Demand Dr aft

Number of GC Clause 27

Currency of Payment:

All the payment to be released to the contractor/Bidder shall be in Pakistani Rupees.

Number of GC Clause 28

Payment terms:

Payment will be made to the Bidder against the procured Goods and services according to the actual invoice
or running bills submitted by the Bidder against the services provided within the time given in the conditions
of the contract.

Number of GC Clause 29

I dentifying Defects:

The Authority reserves the right at any time to inspect the premises of the provider to inspect the goods and
monitor the goods being provided.

Inspections & Tests Requirements

The samples of al material related to project items must be submitted before bringing them to site and should
be approved by the Employer.

Delivery & Documents

Any other documents specifically required under the tender conditions.
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Number of GC Clause 31
Following isthe guidance for Dispute Resolution
i. If any dispute of any kind whatsoever shall arise between the Authority and the Bidder in connection with or
arising out of the Contract... (full clause unchanged)
ii. At future of negotiation the dispute shall be resolved through mediation...
iii. At failure of mediation, arbitration under Arbitration Act 1940...
iv. Cost sharing equally...
v. Proceedings may commence before/after completion...

Notwithstanding any reference to the arbitration herein, the parties shall continue to perform their respective
obligations under the Contract.

Rules of procedurefor arbitration proceedings:

Any dispute between the Authority and a Bidder shall be referred to arbitration under the laws of Pakistan
including Arbitration Act 1940.

Place of Arbitration and Award:

The arbitration shall be conducted in English language and place shall be Islamabad. The award shall be final
and binding.
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Bid Securing Declaration
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Form 9: Bid Securing Declar ation

Date: [insert date (as day, month and year)]
Bid No.:P155769

To: Hyderabad Institute for Technology and Management Sciences (Hyderabad Institute For
Technology and Management Sciences), Project Coordinator Daman-e-K ohsar Latifabad Hyderabad
Project Coordinator Office, 1st Floor, Admin Block, Hyderabad, Hyderabad (District), Hyderabad
(Division), Sindh (Province).

We, the undersigned, declare that:
We understand that, according to your conditions, Bids must be supported by a Bid Securing Declaration.

We accept that we will be blacklisted and henceforth cross debarred for participating in respective category
of public procurement proceedings for a period of (not more than) six months, if fail to abide with a bid
securing declaration, however without indulging in corrupt and fraudulent practices, if we are in breach of
our obligation(s) under the Bid conditions, because we:

1. have withdrawn or modified our Bid during the period of Bid Validity specified in the Form of Bid,;

2. Disagreement to arithmetical correction made to the Bid price; or

3. having been notified of the acceptance of our Bid by the Procuring Agency during the period of Bid Validity, (i)
failure to sign the contract if required by Procuring Agency to do so or (ii) fail or refuse to furnish the Performance
Security or to comply with any other condition precedent to signing the contract specified in the Bidding Documents.

We understand this Bid Securing Declaration shall expire if we are not the successful

Bidder, upon the earlier of (i) our receipt of your notification to us of the name of the successful Bidder; or
(i) twenty-eight (28) days after the expiration of our Bid.
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SECTION I X: CONTRACT FORMS

THIS AGREEMENT made the day of 20 between Hyderabad Institute for
Technology and Management Sciences (Hyderabad Institute For Technology and Management
Sciences), Project Coordinator Daman-e-Kohsar L atifabad Hyderabad Project Coordinator Office, 1st
Floor, Admin Block, Hyderabad, Hyderabad (District), Hyderabad (Division), Sindh (Province).

(hereinafter called “the Procuring Agency”) of the one part and [name of Bidder] of [city and country of
Bidder] (hereinafter called “the Bidder”) of the other part:

WHEREAS the Procuring Agency invited Bids for provision of goods, viz., Construction of Six Class
Rooms & Separate Male/Female Toilets (P155769) and has accepted a Bids by the Bidder for the provision
of Goods in the sum of [contract pricein words and figures] (hereinafter called “the Contract Price”).

NOW THISCONTRACT WITNESSETH ASFOLLOWS:

1. Inthis Contract words and expressions shall have the same meanings as are respectively assigned to them
in the Conditions of Contract referred to.

2. The following documents shall be deemed to form and be read and construed as part of this Contract, In
the event of any ambiguity or conflict between the Contract Documents listed below, the order of precedence
shall be the order in which the Contract Documents are listed below:-

1. Thisform of Contract;

2. the Form of Bids and the Price Schedule submitted by the Bidder;
3. the Schedule of Requirements;

4. the Technical Specifications;

5. the Special Conditions of Contract;

6. the General Conditions of the Contract;

7. the Procuring Agency’s Letter of Acceptance; and

8. [add here: any other documents]

3. In consideration of the payments to be made by the Procuring Agency to the Bidder as hereinafter
mentioned, the Bidder hereby covenants with the Procuring Agency to provide the Goods related services
and to remedy defects therein in conformity in all respects with the provisions of the Contract.

4. The Procuring Agency hereby covenants to pay the Bidder in consideration of the provision of Goods and
the remedying of defects therein, the Contract Price or such other sum as may become payable under the
provisions of the contract at the times and in the manner prescribed by the contract.
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IN WITNESS whereof the parties hereto have caused this Contract to be executed in accordance with their
respective laws the day and year first above written.

Signed, sealed, delivered by the (for the Procuring Agency)

Witness to the signatures of the Procuring Agency:

Signed, sealed, delivered by the (for the Procuring Agency)

Witnessto the signatures of the Bidder: ........ ..o e
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Integrity Pact

DECLARATION OF FEES, COMMISSION AND BROKERAGE ETC.
PAYABLE BYTHE SUPPLIERS OF GOODS, SERVICES & WORKSIN
CONTRACTSWORTH RS.10.00 MILLION OR MORE

Contract Number: Contract Vaue: Contract Title:

Dated:

[Name of Supplier] hereby declares that it has not obtained or induced the procurement of any contract, right,
interest, privilege or other obligation or benefit from Government of Pakistan or any administrative
subdivision or agency thereof or any other entity owned or controlled by it (GoP) through any corrupt
business practice.

Without limiting the generality of the foregoing [Name of Supplier] represents and warrants that it has fully
declared the brokerage, commission, fee etc. paid or payable to anyone and not given or agreed to give and
shall not give or agree to give to anyone within or outside Pakistan either directly or indirectly through any
natural or juridical person, including its affiliate, agent, associate, broker, consultant, director, promoter,
shareholder, sponsor or subsidiary, any commission, gratification, bribe, finder's fee or kickback, whether
described as consultations fee or otherwise, with the object of obtaining or inducing the procurement of a
contract, right, interest, privilege or other obligation or benefit in whatsoever form from GoP, except that
which has been expressly declared pursuant hereto.

[Name of Supplier] certifies that it has made and will make full disclosure of all agreements and
arrangements with all persons in respect of or related to the transaction with GoP and has not taken any
action or will not take any action to circumvent the above declaration, representative or warranty.

[Name of Supplier] accepts full responsibility and strict liability for making and false declaration, not making
full disclosure, misrepresenting fact or taking any action likely to defeat the purpose of this declaration,
representation and warranty. It agrees that any contract, right interest, privilege or other obligation or benefit
obtained or procured as aforesaid shall, without prejudice to any other right and remedies available to GoP
under any law, contract or other instrument, be voidable at the option of GoP.

Notwithstanding any rights and remedies exercised by GoP in this regard, [Name of Supplier] agrees to
indemnify GoP for any loss or damage incurred by it on account of its corrupt business practices and further
pay compensation to GoP in an amount equivalent to ten time the sum of any commission, gratification,
bribe, finder's fee or kickback given by [Name of Supplier] as aforesaid for the purpose of obtaining or
inducing the procurement of any contract, right, interest, privilege or other obligation or benefit in
whatsoever form from GoP.
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Performance Guarantee Form

To: Hyderabad Institute for Technology and Management Sciences (Hyderabad Institute For
Technology and Management Sciences), Project Coordinator Daman-e-K ohsar Latifabad Hyderabad
Project Coordinator Office, 1st Floor, Admin Block, Hyderabad, Hyderabad (District), Hyderabad
(Division), Sindh (Province).

WHEREAS [name of Bidder] (hereinafter called “the Bidder”) has undertaken, in pursuance of Contract No.
[reference number of the contract] dated [insert date] for provision of Goods(hereinafter called “the
Contract”).

AND WHEREAS it has been stipulated by you in the said Contract that the Bidder shall furnish you with a
Bank Guarantee by a reputable bank for the sum specified therein as security for compliance with the
Bidder’ s performance obligations in accordance with the Contract.

AND WHEREAS we have agreed to give the Bidders guarantee:

THEREFORE, WE hereby affirm that we are Guarantors and responsible to you, on behalf of the Bidder, up
to atotal of [amount of the guarantee in words and figures|, and we undertake to pay you, upon your first
written demand declaring the Bidder to be in default under the Contract and without cavil or argument, any
sum or sums within the limits of [amount of guarantee] as aforesaid, without your needing to prove or to
show grounds or reasons for your demand or the sum specified therein.

This guaranteeis valid until the: [insert date]

Signature and seal of the Guarantors

[name of bank or financial institution]
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[address]

[date}
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BOQ

All items must be quoted inclusive ofall gover nment taxes/duties. If any item isomitted, its cost shall be
deemed included in the Grand Total Amount, and no separ ate payment shall be made for that item.

Financial Submission (Vendor)

Document Required

See Form Under Additional Forms and Documents: BOQ (page number: 151)

Tender Drawings

Technical Submission (Vendor)

Document Required

See Form Under Additional Forms and Documents. Tender Drawings (page number: 162)
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Past Construction Experiences

See Form Under Additional Forms and Documents: Past Construction Experiences (page number: 183)

Contractor's Key Personnel Representative and Their Schedules

Project Manager
Site Engineer
QS

M.E

Surveyor

Site Supervisor
Guard

See Form Under Additional Forms and Documents: Contractor & apos;s Key Personnel Representative
and Their Schedules (page number: 189)

Financial Resources

See Form Under Additional Forms and Documents: Financial Resour ces (page humber: 193)

Past Experience and Completed Contracts

Educational Building Works
Prefabricated Structue Works

See Form Under Additional Forms and Documents. Past Experience and Completed Contracts (page
number: 194)

Historical Contract Non-Performance, and Pending Litigation and
Litigation History

See Form Under Additional Forms and Documents: Historical Contract Non-Performance, and Pending
Litigation and Litigation History (page number: 195)

Current Contracts and Their Progress

See Form Under Additional Forms and Documents: Current Contracts and Their Progress (page number:
197)

Financial Capacity and Net Worth Evauation Form
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See Form Under Additional Forms and Documents: Financial Capacity and Net Worth Evaluation Form
(page number: 198)

Average Annua Turnover

See Form Under Additional Forms and Documents. Average Annual Turnover (page number: 200)
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Ref. No. Description

| Unit | Qaty ‘

Amount

be made for that item.

All items must be quoted inclusive of all government taxes/duties. If any item is omitted, its cost shall be deemed included in the Grand Total Amount, and no separate payment shall

Sub Structure Foundation & Floor
Schedule Items

103-1 |Excavation for foundation trenches and drains in all kinds of soil (except gravelly and
murum soil, wet silt, clay or mud conglomeration of gravel and boulders, soft, sandy

or disintegrated sandy and hard rock) and back filling the excavated material in

foundation, plinth or under floor including breaking clods, watering, consolidation by

ramming in layers not exceeding 9 inches (229 mm) in depth to full compaction,

dressing and disposal of surplus excavated stuff as directed, lead upto one chain

(30.5 R.m) and lift upto 5 feet (1.52 m).

105-14 |Providing and laying 1:4:8 (1 cement 4 sand and 8 coarse aggregate) cement

concrete using graded gavel (bajri) 1 inch (25 mm) and down gauge in foundation

including levelling, compacting and curing etc.complete.

114-1 |Providing and laying reinforced cement concrete using screened graded bajri 3/4
inch (19 mm) and down gauge having a minimum works cube crushing strength of
2250 Ibs. per sq inch (15.52 N/mm2 ) at 28 days with a mix not leaner than 1:2:4 in
column footing of required shape including form work and its removal, compacting

and curing etc. complete but excluding the cost of reinforcement, in foundation
basement and plinth

112-2 |Providing and laying first class solid burnt brick masonry set in cement mortar 1:6 in

straight or curved walls 9" to 13-/2 inches (228 mm to 343 mm) thick including

scaffolding, raking out Joints and curing etc. complete in foundation, basement and
plinth (foundation and basement masonry upto 5 feet (1.52 Ru.m.) depth and plinth

upto 4 feet (1.2 Ru.m.) height from ground level) .

114-8 |Providing and laying reinforced cement concrete using screened graded bajri 3/4
inch (19 mm) and down gauge having a minimum works cube crushing strength of
2250 Ibs.. per sq inch (15.52 N/mm2) at 28 days with a mix not leaner than 1:2:4 in

plinth beams of required shape and design including form work and its removal,

compacting and curing etc. but excluding the cost of reinforcement, tn foundation

basement and plinth

104-8 |Supplying earth from approved outside sources within a radius of 5 miles (8 km)

including digging, loading and unloading and filling in foundation trenches, plinth or
under floor, etc. including breaking clods, dressing, watering and consolidation by

ramming in layers not exceeding 9 inches (229 mm) in depth to full compaction
complete within a ;lead of one chain (30.5 R.m) and lift of 5 feet (1.52 m).

114-166 |Providing and laying hard grade ribbed deformed (minimum yield point 60,000 psi)

reinforcement bars with & including the cost of straightening, cutting, bending,

binding, wastage, and such overlaps as are not shown in the drawings, placing in

position on cement concrete 1:2:4 precast or m.s. chairs, tying with binding wire,

cost of chairs and wires etc. in all kinds of RCC work in foundation, basement, plinth
and ground floor of building including septic tanks and under ground tanks and in

projections for future extension .

108-2 |Providing and laying 1-1/2 inches (38 mm) thick damp proof course with cement
concrete 1:2:4 cast in situ using graded screened bajri of 3/4 inch (19 mm) and

down gauge mixed with any approved water proofing agent including compacting,

curing form work and its removal etc. complete, but excluding the cost of water
proofing agent..

108-12 |Providing a coat of bitumen emulsion at 10 Lbs. per % sft. (0.49 Kg/sm) on walls and

floor in ground floor.

117-1 | Providing and laying soling stones 6 inches to 9 inches (152 mm to 229 mm) size
under floors including packing with spawls and chips and consolidating etc. complete.

117-2 |Providing and laying 1:4:8 cement concrete bed under floors using graded stone
ballast 2 inches (51 mm) and down gauge with levelling and ramming, watering and

curing etc. complete..
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Non Schedule Items
Providing and applying anti-termite treatment using approved Biflex termiticide,
diluted and applied strictly in accordance with the manufacturer's recommendations,
to the soil below foundations, column bases, plinth filling, floor slabs, and other
specified areas, including spraying/injection into the soil, preparation of surfaces,
labour, materials, equipment, and all necessary operations to complete the treatment

PREFAB METAL STRUCTURE, WALL PANELS & ROOFING

Non Schedule ltems
Providing, fabricating, supplying, transporting, hoisting and erecting
pre-engineered mild steel (MS) roof trusses of approved design,
shape, size and sections, including MS angles, channels, I-sections,
RHS/SHS or other specified steel sections, gusset plates, cleat
plates, stiffeners, base plates, bolts, nuts, washers, welding
electrodes and all necessary connections, complete as per
approved structural drawings and specifications. The work shall
include cutting, drilling, welding, grinding, alignment, erection,
application of one coat of approved anti-corrosive metal primer and
two coats of approved enamel paint, and all necessary scaffolding,
lifting equipment, labour and incidental charges required to
complete the work to the satisfaction

Providing and fixing Gl sheet cladding of approved profile, colour
and thickness, supported on 18-gauge galvanized iron (Gl) channel
framework, including Rockwool insulation of specified thickness and
density, fibreboard covering of approved type and thickness, and
application of approved paint to the fibreboard surface. The work
shall include cutting, bending, fixing, screws, bolts, washers,
jointing, sealing, edge finishing, necessary supports, labour, tools,
scaffolding and all accessories required to complete the installation
in accordance with approved drawings, specifications and the
directions

MASONRY & FACADE
Schedule Items
112-26 |Providing and laying first class solid burnt brick masonry set in cement mortar 1:6 in
straight or curved walls 4-1/2 inches (114 mm) and less in thickness including
scaffolding, raking, out joints and curing etc. complete in ground floor superstructure .

122-4 |1/2" (13 mm) thick cement plaster 1:4 on walls and columns etc. in basement, plinth,
mezzanine and ground floor including making edges, corners, and curing etc.,
complete .

118-84 |Providing and fixing machine made brick tile facing (laid flat in courses) in cement
mortar 1:3 cement pointed in deep cut grooves and in pattern as per direction of the
Engineer-in-Charge including rubbing, curing etc. upto 10 feet (3.05 m) height
complete..

122-99 |Flush pointing on brick work with cement mortar 1:3 (one cement and 3 sand) in
plinth and ground floor including raking, out joints, curing etc., complete .

118-15 |Providing and fixing 3/8 inch (9-5 mm) thick white marble tiles above 36 Sq. inches
upto 144 Sq. inches (232 Sqg.cm upto 928 Sqg.cm) size fine dressed on the surface
without windings in dado and skirting and facing etc. in ground floor over 1/2 inch
(13 mm) thick base of cement mortar 1:3 setting of tiles in slurry of grey cement over
mortar base including filling the joints and washing the tiles with white cement slurry
curing, finishing, cleaning and polishing etc. in internal work complete..

Providing and constructing RCC/PPGI sunshades over windows at
Elevation, as shown on drawings, including all necessary masonry
work, RCC cantilever slabs or supports where specified,
reinforcement steel, formwork, concrete, curing, and finishing, or
alternatively approved pre-painted galvanized iron (PPGI) sheet
sunshades with the required supporting MS/GI framework, brackets,
fasteners, flashing and weatherproof sealing

FLOORING, WALL & CEILING FINISHES

Schedule Items

117-180 |Providing and laying light colour, glazed/non skid vitrified porcelean tiles (Polished)
exceeding 1600 sqcm and upto 3600 Sqcm each, (Pak made) on walls and floors, in
any floor, laid with dry bond (stile bond) over a base of 1" thick cement mortar (1:3)
including jointing to tiles with joint filler of approved quality as per direction of the
Engineer incharge.
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117-179

118-41

122-162

122-172

124-187

124-9

124-186

118-40

118-15

Providing and laying light colour, glazed/non skid vitrified porcelean tiles (Polished)
not exceeding 1600 Sqcm each, (Pak made) on walls and floors, in any floor, laid
with dry bond (stile bond) over a base of 1" thick cement mortar (1:3) including
jointing to tiles with joint filler of approved quality as per direction of the Engineer
incharge.

Providing and fixing 1/4 inches or 6.4 mm (approx.) thick approved Pakistani make
white glazed tiles upto 1.50sq feet to 3. sq. ft size in dado and skirting in ground
floor, over 1/2 inch (13 mm) thick base of cement mortar 1:3 setting of tiles in slurry
of grey cement over mortar base including filling the joints and washing the tile with
white cement slurry curing and cleaning etc. complete .

Painting with (ICI) Dulux plastic emulsion paint VIP of approved shade two coats
over and including the cost of one priming coat complete over plastered surface at
any height in any floor .

Painting three coats with weather shield paint deluxe (ICl) make of approved shade
on plaster surface (External) and including the cost of cleaning the surface, sand
papering etc. complete at any height in any floor.

Providing and fixing mineral fiber tiles 2' x 2' x 12mm ceiling including T & L angle
hanger clips jointing clips and G.I Wire etc complete as required in any floor.

Providing & Fixing Gypsum board 12 mm thick, fixed with GI hanging approved
suspension system & joint taping etc. complete in all respect as per specifications
shown on the drawings ( Elephant /DFB/Loadia Gypsum Industries (PVT) Ltd. Or
equivalent.

Providing and fixing Gypsum board 2' x 2'x 12mm tiles ceiling including Aluminum T
& L angle 1" x 1" i.c hanger clips jointing clips and G.| Wire etc complete as required
in any floor.

Providing and fixing 1/4 inches or 6.4 mm (approx.) thick approved Pakistani make
white glazed tiles upto 1.50sq feet size in dado and skirting in ground floor, over 1/2
inch (13 mm) thick base of cement mortar 1:3 setting of tiles in slurry of grey cement
over mortar base including filling the joints and washing the tile with white cement
slurry curing and cleaning etc. complete .

Providing and fixing 3/8 inch (9-5 mm) thick white marble tiles above 36 Sq. inches
upto 144 Sq. inches (232 Sq.cm upto 928 Sq.cm) size fine dressed on the surface
without windings in dado and skirting and facing etc. in ground floor over 1/2 inch
(13 mm) thick base of cement mortar 1:3 setting of tiles in slurry of grey cement over
mortar base including filling the joints and washing the tiles with white cement slurry
curing, finishing, cleaning and polishing etc. in internal work complete..
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Non Schedule Items

Providing and applying approved polymer-modified cementitious
waterproofing coating to washroom floors, including 12-inch (300
mm) high upturn on adjoining walls, surface preparation, cleaning,
filling of cracks and voids, application of primer where required,
application of the specified number of waterproofing coats at the
manufacturer's recommended coverage rate, treatment of corners,
joints and pipe penetrations, and protection of the completed
waterproofing layer, complete in all respects

Providing and fixing C2 fibreboard ceiling/soffit lining to outer roof
projections and entrance areas, including approved fibreboard
sheets of specified thickness, supporting framework,
suspension/fixing accessories, screws, joints, edge trims, cutting,
fitting, joint finishing, surface preparation and application of
approved paint or finish, complete in all respects

Providing and fixing a whiteboard measuring 6'-0" x 4'-0" (1829 mm
x 1219 mm), comprising a smooth, non-magnetic or magnetic
whiteboard writing surface, as specified, with a rigid backing board,
aluminium or approved edge framing, suitable wall-mounting
brackets, screws, plugs and all necessary fixing accessories,
complete in a proper level and plumb position at the required
location

Providing and fixing a green-black chalkboard measuring 6'-0" x 4'-
0" (1829 mm x 1219 mm), comprising an approved durable,
smooth, non-glare chalk-writing surface with rigid backing,
aluminium or approved edge framing, suitable wall-mounting
brackets, screws, plugs and all necessary fixing accessories,
complete in a proper level and plumb position

Providing, fabricating and fixing a rostrum measuring 6'-0" x 2'-6" x
6" high (1829 mm x 762 mm x 152 mm), comprising a seasoned
timber frame of approved quality and size, laminated top of
approved colour and finish, edge banding, necessary supports,
joints, screws, nails, adhesives, surface preparation, polishing or
finishing, and all associated labour and materials required for a
rigid, level and durable installation,

Providing and fixing precast cement concrete (CC) jali measuring
1'-0" x 1'-0" x 3" thick (305 mm x 305 mm x 76 mm), manufactured
with approved cement concrete mix and integral red pigment, in the
approved decorative pattern, including bedding mortar, alignment,
joint filling, cutting where required, handling, curing, and all
necessary labour and materials for proper installation in the
designated masonry or fagade openings

Providing and fixing tack board/acoustic damper panels measuring
4'-0" x 4'-0" (1219 mm x 1219 mm), consisting of fibreboard or
approved acoustic infill of specified thickness, wrapped in approved
durable fabric, mounted on a properly seasoned timber frame,
including backing/supports, edge finishing, necessary fasteners,
screws, wall plugs and fixing accessories, and installation on the
light-gauge steel (LGS) board wall beside the
whiteboard/chalkboard in each classroom

DOORS, WINDOWS & PARTITIONS DWG REF A302 / A402
Schedule Items
121-69 |Providing and fixing with brass screws or specialty supplied screws hydraulic door

closer Rayobi of approved design No. 62, Japan make, cutting wood etc., to required
shape and size as per direction of engineer-in-charge.

Non Schedule ltems

Providing and fixing main entrance wooden double-leaf door, size 6'-0"-8'-
0" x 8-0 - 10-0", complete with glazed panels, sidelights, transom, floor
springs, and all necessary hardware, fittings, and accessories, including
installation and finishing, complete in all respects

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026

Sft

Sft

Each

Each

Each

Sft

Each

Each

Each

386.00

664.00

6.00

6.00

6.00

270.00

12.00

8.00

1.00

Page 154 of 200



Providing and fixing classroom double-leaf door, size 4'-4" x 8'-0",
comprising pressed steel frame, solid-core door leaves with vision
panels, fanlight, complete hardware, fittings, and accessories, including
installation, complete in all respects

Providing and fixing washroom door, size 3'-0" x 7'-0", comprising
WPC/PVC door leaf and pressed steel frame, complete with privacy lock,
hinges, fittings, and accessories, including installation, complete in all
respects

Providing and fixing emergency exit door, size 3'-6" x 7'-0", comprising
metal door leaf and frame, complete with door closer, panic push bar,
necessary hardware, fittings, and accessories, including installation,
complete in all respects

Providing and fixing UPVC sliding window, size 4'-0" x 4'-6", complete
with 5 mm thick glass, fly screen, transom, necessary hardware, fittings,
and accessories, including installation, complete in all respects

Providing and fixing openable UPVC ventilator, size 16" x 16", complete
with glazing, necessary hardware, fittings, and accessories, including
installation, complete in all respects

Providing and fixing compact HPL toilet cubicle partitions, including doors,
supporting framework, hinges, locks, handles, brackets, and all necessary hardware
and accessories, complete with installation

PLUMBING - WATER SUPPLY & SANITARY
Schedule ltems

301-6

302-5

306-32

306-31

306-30

306-29

307-4

302-3
306-25

301-8

301-10

307-7

307-8

Providing and fixing Pakistani make best available quality European style white
glazed earthenware wash down W.C.Pan complete with and including the cost of a
plastic seat (PVC cover and buffers 3 galls. (13.6 litres) white glazed earthenware
low level flushing cistern with siphon fittings, 1-1/2 inches (40mm) dia white
porcelain enamelled flush bend, 3/4 inch (20mm) dia, G.I. warning pipe carried
outside and bent vertically downwards and making requisite number of holes in
walls, plinth and floor for pipe connections and making good in cement concrete
1:2:4..

Providing and fixing 24 inches x 18 inches (610 mm x 457 mm) looking mirror of
Imported glass 5 mm thick fixing with CP clamps and screws

Providing and fixing PPRC pipe PN-20 with specials and clamps etc. including
cutting and fitting complete with and in cluding the cost of breaking through walls and
roof and making good etc. after cleaning the piep and cartage within 10 miles 40 mm
dia

Providing and fixing PPRC pipe PN-20 with specials and clamps etc. including
cutting and fitting complete with and in cluding the cost of breaking through walls and
roof and making good etc. after cleaning the piep and cartage within 10 miles 32 mm
dia

Providing and fixing PPRC pipe PN-20 with specials and clamps etc. including
cutting and fitting complete with and in cluding the cost of breaking through walls and
roof and making good etc. after cleaning the piep and cartage within 10 miles 25 mm
dia

Providing and fixing PPRC pipe PN-20 with specials and clamps etc. including
cutting and fitting complete with and in cluding the cost of breaking through walls and
roof and making good etc. after cleaning the piep and cartage within 10 miles 20 mm
dia

Providing and fixing 1/2 inches (15 mm) dia CP stop cocks/Tee Stop Cock.

Providing and fixing approved quality C.P. brass toilet paper holder.

Providing and fixing un platisized polyvinyl chloride pipe (P.V.C) "D" class and
specials etc. including cutting and fitting complete with and including the cost of
cutting trench upto 1-1/2 feet deep refilling, watering, ramming, and disposal of
surplus earth within one chain and after cleaning the pipe and cartage within 10
miles (16.09 km.) (working pressure 12 kg/cm2 ) 4 inches (100 mm) dia pipe..

Providing and fixing 25 inches x 18 inches (635 mm x 457 mm) lavatory basin in
white glazed earthenware (Pakistani) complete with and including the cost of Brass
oxidized bolts kit built into wall /2 inch (15 mm) dia. Chrome plated mixer 1-1/4"
inches (32mm) rubber plug and chrome plated brass chain, 1-1/4 inches (32 mm)
dia brass waste of approved pattern, 1-1/4 inches (32 mm) dia. Malleable iron or
C.P. brass traps malleable iron or brass unions and making requisite number of
holes in walls plinth and floor for pipe connections and making god in cement
concrete 1:2:4.

Extra over item No. 8 and 9 for providing and fixing best available (Pakistani make)
white glazed earthenware pedestal..

Providing and fixing 1/2 inches (15 mm) dia full way gun metal valves with wheels
threaded or flanged ends with rubber washers, (standard pattern)..

Providing and fixing 3/4 inch (20 mm) dia full way gun metal valves with wheels
threaded or flanged ends with rubber washers, (standard pattern)..
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307-9

307-10

W-S 13

Providing and fixing 1 inch (25 mm) dia full way gun metal valves with wheels
threaded or flanged ends with rubber washers, (standard pattern)..

Providing and fixing 1-1/4 inches (32 mm) dia full way gun metal valves with wheels
threaded or flanged ends with rubber washers, (standard pattern)..

Providing & fixing chromium plated Muslim bib-cock with out Muslim Shower of
approved quality.

Non Schedule Items

Providing and fixing wall-mounted liquid soap dispensers, stainless steel
coat hooks & 20-litre capacity pedal-operated waste bins complete with
mounting brackets, fixings, and all necessary accessories,

Providing and installing stainless steel electric water cooler of 35-40
gallon capacity, complete with in-line water filter, electrical and plumbing
connections, necessary fittings, and accessories, connected to the
designated cooler point and tested for proper operation

Providing and installing water cooler point complete with water supply
connection, in-line filter, isolation valve, necessary piping, fittings, and
accessories, ready for connection to the water cooler

Providing and fixing 1/2-inch diameter garden tap with standpost,
complete with necessary water supply connection, fittings, and
accessories, including installation and testing

PLUMBING - DRAINAGE & RAIN WATER
Schedule Items

306-18

301-30

306-25

306-27

306-18

315-14

315-16

103-1

Providing and fixing un platisized polyvinyl chloride pipe (u.P.V.C) "E" class with
specials) and clamps etc., including cutting and fitting, complete with and including
the cost of breaking through walls and roof and making good etc.; after cleaning the
pipe and cartage within 10 miles (16.09 km) (working pressure 12 kg/cm2): 4 inches
(100 mm) dia pipe.

Providing and fixing UPVC multi floor trap of sizes with gratings including cutting and
making the requsite number of holes in walls , plinth and floors and making good in
1:2.4 C.C.

Providing and fixing un platisized polyvinyl chloride pipe (P.V.C) "D" class and
specials etc. including cutting and fitting complete with and including the cost of
cutting trench upto 1-1/2 feet deep refilling, watering, ramming, and disposal of
surplus earth within one chain and after cleaning the pipe and cartage within 10
miles (16.09 km.) (working pressure 12 kg/cm2 ) 4 inches (100 mm) dia pipe..

Providing and fixing un platisized polyvinyl chloride pipe (P.V.C) "D" class and
specials etc. including cutting and fitting complete with and including the cost of
cutting trench upto 1-1/2 feet deep refilling, watering, ramming, and disposal of
surplus earth within one chain and after cleaning the pipe and cartage within 10
miles (16.09 km.) (working pressure 12 kg/cm2 ) 6 inches (150 mm) diapipe.

Providing and fixing un platisized polyviny! chloride pipe (u.P.V.C) "E" class with
specials) and clamps etc., including cutting and fitting, complete with and including
the cost of breaking through walls and roof and making good etc.; after cleaning the
pipe and cartage within 10 miles (16.09 km) (working pressure 12 kg/cm2): 4 inches
(100 mm) dia pipe.

Add for extra depth beyond 2 feet (610 mm) and upto 3 feet-11 inches (1.19 M) for
'A' type manholes (for depth lesser than 2 feet or 610 mm deduct at the same rate)..

Add for extra depth beyond 4 feet (1.22 m) and upto 7 feet-5 inches (2.26 m) for 'B'
type manholes including cost of cast iron foot rest at every foot (305 mm) of depth
(for depth lesser than 4 feet or 1.22 m deduct at the same rate)...

Excavation for foundation trenches and drains in all kinds of soil (except gravelly and
murum soil, wet silt, clay or mud conglomeration of gravel and boulders, soft, sandy
or disintegrated sandy and hard rock) and back filling the excavated material in
foundation, plinth or under floor including breaking clods, watering, consolidation by
ramming in layers not exceeding 9 inches (229 mm) in depth to full compaction,
dressing and disposal of surplus excavated stuff as directed, lead upto one chain
(30.5 R.m) and lift upto 5 feet (1.52 m).
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315-13

315-25

315-15

315-26

306-15

306-17

Providing manhole type 'A’ size 2 feet x 1-1/2 feet or 610 mm x 457 mm( inside Each
dimensions) x 2 feet (610 mm) deep as per approved design and specifications
complete for 4 inches to 12 inches (100 mm to 305 mm) dia. Pipes upto 3 feet-11
inches (1.19 m) depth with 16 inches (406 mm dia.) (inside) cast iron cover and
frame (weight = 1 Cwt. 1. Qtr.) (63.5 kg.) fixed in R.C.C.1:2:4 slab 4 inches (102
mm)( thick, burnt brick masonry walls 9 inches (229 mm) thick set in 1:4 cement
mortar, 6 inches (150 mm) 1:3:6 C.C. in foundation, 1:2:4 C.C. in benching and 1/2
inch (13 mm) thick cement plaster in 1:3 C.M., to all inside walls surfaces channels
and benching etc., and to top including making requisite number of main and
branches channels but excluding the cost of excavation, back filling and disposal of
excavated stuff, manhole cover and frame.

Providing & fixing C.l Cover & Frame 16" dia (406 mm) weight 1 cwt 1 Qtr (63.50 Each
Kg.)
Providing manhole type 'B' size 3 feet x 2-1/2 feet or 914 mm x 762 mm (inside Each

dimensions) x 4 feet (1219 mm deep as per approved design and specifications
complete for 4 inches to 12 inches (100 mm to 305 mm) dia. Pipe 4 feet to 7 feet-5
inches (1.22 m to 2.26m) depth with 18 inches (457 mm) dia. (inside) cast iron cover
and frame (weights 1 Cwt. 3 Qrs.) or 88.9 kg, fixed in R.C.C.1:2:4 slab 6 inches
(152 mm) thick, 9 inches (229 mm) thick burnt brick masonry walls set in 1:4 C.M., 6
inches (152 mm) thick 1:3:6 C,C. in foundation, 1:2:4 C.C. in benching and 1/2 inch
(13 mm) thick cement plaster in 1:3 C.M., to all inside wall surfaces, channels and
benching etc. and to top including providing and fixing cast iron foot rest at every foot
of depth and making requisite number of main and branch channels but excluding
the cost of excavation, back filling, disposal of excavated stuff, manhole cover and
frame.

Providing & fixing C.I Cover & Frame 18" dia (460 mm) weight 1 cwt 3 Qtr (88.90 Each
Kg.)
Providing and fixing un platisized polyviny! chloride pipe (u.P.V.C) "E" class with R.ft

specials) and clamps etc., including cutting and fitting, complete with and including
the cost of breaking through walls and roof and making good etc.; after cleaning the
pipe and cartage within 10 miles (16.09 km) (working pressure 12 kg/cm2): 2 inches
(50 mm) dia pipe..

Providing and fixing un platisized polyviny! chloride pipe (u.P.V.C) "E" class with R.ft
specials) and clamps etc., including cutting and fitting, complete with and including

the cost of breaking through walls and roof and making good etc.; after cleaning the

pipe and cartage within 10 miles (16.09 km) (working pressure 12 kg/cm2): 3 inches

(80 mm) dia pipe..

Non Schedule Items

Providing and fixing 5-inch PVC eaves gutter along the north and south Rft
eaves, including brackets, supports, stop ends, joints, and necessary
fittings and accessories, complete with installation and alignment

Providing and constructing rainwater splash blocks / soak pits at LS
designated downpipe discharge locations, including excavation, required
masonry or concrete work, gravel filling where applicable, and all

necessary materials and labour, complete

ELECTRICAL WORKS

Schedule Items
2-79- |LED panel light 2'x2' 36W, 4000K, UGR<19 (A102) Each
02(d)

2-78-03 |LED tube light 4 ft 18W with batten (A102) Each
2-79- |LED ice down light 12W IP54 (A102 - outside) Each
01(d)

3-8-01 |Earth pit (copper plate / rod) with 16 sq.mm earth conductor & bonding of LGS frame Job
2-80-03 |Ceiling Fans 56INCH AC Fan Each
2-87-07 |Ceiling Fans Hangers Each

2-78- |llluminated emergency exit sign 2 W with battery back-up (corridor ends & Each

09(c) |emergency exit)

2-84-02 |Exhaust fan 10" plastic body in wash rooms (EF, 2 per wash room) Each
2-35-01 |Lighting circuit wiring DB-LP — switch boards, 2x1.5 mm? + 1 mm? ECC in 20 mm P/Meter

recessed uPVC conduit (L1-L9)

2-35-02 | Power circuit wiring DB-LP — socket groups, 2x2.5 mm? + 1.5 mm? ECC in 20 mm | P/Meter

recessed uPVC conduit (P1-P8)

2-51-02 |Pump feeder P9: 2-core 2.5 mm? Cu PVC/PVC cable + ECC in 25 mm D-class P/Meter

uPVC conduit buried, DB-LP — pump at UGT

2-72-01 |Pump DP isolator 32 A in weather-proof board at UGT (E102 note P9) Each

3-7- |Termination of 4-core Cu LT cables 10-25 mm? incl. lugs & glands (incomer 2, sub- P/Job

01(a) |mains 4)

2-11-01 |Light point wiring 1.5 mm? Cu + 1 mm? ECC in 20 mm recessed uPVC conduit (72 Point

panels + 22 tubes + 32 down lights) (E101)

2-65-01 |10 A SP switch with gang plate for light points Each
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2-11-04

2-66-05
2-11-01

2-65-05
2-11-04

2-66-06
3-2-
01(c)

2-73-01

2-71-18
2-711-17

2-74-02
2-76-02
2-75-01
2-73-01

2-71-17
2-74-01
2-71-01
2-73-01

2-71-17
2-74-02
2-71-01
2-68-01

3-2-
01(b)
2-11-01

2-65-01
3-2-
01(a)
2-83-02

2-88-01

Plug point wiring 1.5 mm? Cu + ECC in 20 mm recessed uPVC conduit for 13 A twin
sockets (E102)

13 A 3-pin switch-socket unit with gang plate (2 per twin socket point)

Fan point wiring 1.5 mm? Cu + ECC in 20 mm recessed uPVC conduit (E101)

Click-type fan dimmer with gang plate

Power point wiring 1.5 mm? Cu + ECC in recessed uPVC conduit for 15 A outlets
(water cooler, pump, spare) (E102)

15 A 3-pin switch-socket unit with gang plate

4-core 25 mm? Cu PVC/PVC armoured LT incomer cable HESCO meter — MDB
laid in ground (E102) - measured per metre (35 rft)

MDB - cubicle type metal-sheet distribution board, lockable, powder coated, incl.
internal wiring (24"x24" = 4 sft) (E102)

MDB - 100 A 4-pole adjustable HBC circuit breaker (incomer, 80-125 A range)

MDB - 4-pole adjustable HBC circuit breakers 63 A & 80 A (outgoing to DB-LP / DB-
AC, 20-100 A range)

MDB - 100 A 4-pole 3-phase bus bar

MDB - 3-phase 15-90 A kWh check meter

MDB - pilot lamp set (R-Y-B)

DB-LP TPN 24-way - cubicle type metal-sheet DB enclosure, lockable (4 sft) (E102)

DB-LP - 63 A 4-pole isolator / circuit breaker (20-100 A range)

DB-LP - 60 A 4-pole 3-phase bus bar

DB-LP - SP MCBs 10-20 A (L1-L9, P8, P9 + 3 spare)

DB-AC TPN 18-way - cubicle type metal-sheet DB enclosure, lockable (3 sft) (E102)

DB-AC - 80 A 4-pole MCCB incomer (20-100 A range)

DB-AC - 100 A 4-pole 3-phase bus bar

DB-AC - SP MCBs 20 A (12 A/C circuits + 3 spare)

Switch boards: 14 SWG MS board recessed, painted, with earth terminal (SB-
01..06, SB-COR x2, SB-MT, SB-FT = 10 nos x avg 0.75 sft)

4-core 16 mm? Cu PVC/PVC armoured cable MDB — DB-AC (80 A) laid in
ground/trench (E102) - measured per metre

Exhaust fan point wiring 1.5 mm? Cu + ECC in recessed uPVC conduit (4 wash
room + 6 classroom EF) (E101/E102)

10 A SP switch with gang plate for exhaust fan points

4-core 10 mm? Cu PVC/PVC armoured cable MDB — DB-LP (63 A) laid in
ground/trench (E102) - measured per metre

Exhaust fan 12" metallic body in classrooms (P8: 6 x 60 W) incl. connection (E102)

Heavy gauge metallic gravity shutter for 12" exhaust fans

Non Schedule Items

Providing and installing photocell sensor with timer and contactor for
automatic control of external down-light circuit L9, complete with
necessary wiring, control connections, accessories, testing, and
commissioning

Providing and installing ceiling-mounted multimedia/projector point,
complete with power outlet, HDMI cable outlet, data outlet, conduits,
wiring, back boxes, faceplates, and necessary accessories, including
connections and testing

Providing and installing 20 A, 30 mA residual current operated circuit
breaker with overcurrent protection (RCBO), 10 kA breaking capacity,
conforming to IEC 61009, for socket circuits P1—P7 in distribution board
DB-LP, including mounting, connections, labelling, and testing

Providing and installing earth-leakage protection relay with core balance
current transformer (CBCT) for the MDB incomer, together with a four-
pole Type 2 surge protection device (SPD), including necessary control
wiring, connections, mounting accessories, earthing, testing, and
commissioning

EXTERNAL WORKS
Schedule Items

105-14

11741

119-50

Providing and laying 1:4:8 (1 cement 4 sand and 8 coarse aggregate) cement
concrete using graded gavel (bajri) 1 inch (25 mm) and down gauge in foundation
including levelling, compacting and curing etc.complete.

Providing and laying soling stones 6 inches to 9 inches (152 mm to 229 mm) size

under floors including packing with spawls and chips and consolidating etc. complete.

Providing and fixing square pipe railing size 2" x 2" of 16 gauge comprising vertically
posts and horizontal bracing of M.S. square pipe of same size as per design
including cost of cutting fitting including embedding the braces and posts in floor and
walls and making good with cement concrete 1:2:4 in any floor.
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112-26 |Providing and laying first class solid burnt brick masonry set in cement mortar 1:6 in | 100 Cft. 72.00
straight or curved walls 4-1/2 inches (114 mm) and less in thickness including
scaffolding, raking, out joints and curing etc. complete in ground floor superstructure .

112-2 |Providing and laying first class solid burnt brick masonry set in cement mortar 1:6 in | 100 Cft. 27.00
straight or curved walls 9" to 13-/2 inches (228 mm to 343 mm) thick including
scaffolding, raking out Joints and curing etc. complete in foundation, basement and
plinth (foundation and basement masonry upto 5 feet (1.52 Ru.m.) depth and plinth
upto 4 feet (1.2 Ru.m.) height from ground level) .

122-4 [1/2" (13 mm) thick cement plaster 1:4 on walls and columns etc. in basement, plinth, 100 345.00
mezzanine and ground floor including making edges, corners, and curing etc., Sq.ft.
complete .

122-172 |Painting three coats with weather shield paint deluxe (ICI) make of approved shade 100 Sft. 345.00
on plaster surface (External) and including the cost of cleaning the surface, sand
papering etc. complete at any height in any floor.

104-8 |Supplying earth from approved outside sources within a radius of 5 miles (8 km) 100 Cft 126.56
including digging, loading and unloading and filling in foundation trenches, plinth or
under floor, etc. including breaking clods, dressing, watering and consolidation by
ramming in layers not exceeding 9 inches (229 mm) in depth to full compaction
complete within a ;lead of one chain (30.5 R.m) and lift of 5 feet (1.52 m).

117- |Ramp & entrance landing: CC pavers 12"x12"x1.5" Sft 225.00
178(B)

117- | Steps 12" tread / 6" riser in CC 1:2:4 tuff paver 2" on sand cushion (A403) - Sft 81.90
178(B) 'measured per sft (54.6 rft x 1.5 sft/rft) - nearest PWD item to 12"x12"x1.5" CC paver
117-176 |Extra for stairs/steps (treads, risers and midstairs landing).. Saq.ft. 81.90
117-53 |Providing and laying floor of 1 inch (25 mm) thick Granite stone Pakistani Original 100 64.00

more than 5 sq. ft. upto 7 Sq. ft. (0.46 Sq.m. upto 0.65 sq.m.) size fine dressed on | Sq.ft.
the surface without winding in ground floor over 1 inch (25 mm) lime mortar 1:2 (one

lime, two sand) setting the marble tiles with grey cement slurry including curing

rubbing and polishing etc. complete, including the cost of mortar.

WATER STORAGE - UNDERGROUND TANK, OVERHEAD TANKS, STEEL STANDS & PUMP

Schedule Items
103-10 |Excavation for raft foundations, underground tanks and septic tanks (rectangular or | 100 Cft | 1,242.00

square) in all kinds of soil (except gravelly and murum soil wet silt, clay or mud,
conglomeration of gravel and boulders, soft, sandy or disintegrated and hard rock)
and back filling the excavated material all round the trenches including breaking
clods, watering, consolidation by ramming in layers not exceeding 9 inches (229
mm) in depth to full compaction, dressing and disposal of surplus excavated stuff as
directed, lead up to one chain (30.5 R.m) and lift upto 5 feet (1.52 m).

103-28 |Add for additional lift of every three feet (0.9 m) or part thereof in item Nos. 1 to 4, 100 Cft 465.75
10.to 13 and 19 to 22.
105-14 |Providing and laying 1:4:8 (1 cement 4 sand and 8 coarse aggregate) cement 100 Cft 27.31

concrete using graded gavel (bajri) 1 inch (25 mm) and down gauge in foundation
including levelling, compacting and curing etc.complete.

114-99 |Providing and laying reinforced cement concrete using screened graded bajri 3/4 100 Cft. 66.94
inch (19 mm) and down gauge having a minimum works cube crushing strength of
2250 Ibs. per sg. inch (15.52 N/mm2 ) at 28 days with a mix not leaner than 1:2:4 in
foundation or bottom slab of rectangular underground tank including form works and
its removal, levelling, compacting and curing etc. complete but excluding the cost of
reinforcement..

114-101 | Providing and laying reinforced cement concrete using, screened graded bajri 3/4 100 Cft. 183.75
inch (19 mm) and down gauge having a minimum works cube crushing strength of
2250 Ibs. per sq. inch (15.52 N/mm2 ) at 28 days with a mix not leaner than 1:2:4 in
walls of rectangular underground water tank or septic tank including form works and
its removal, compacting and curing etc. complete, but excluding the cost of
reinforcement..

114-104 |Providing and laying reinforced cement concrete using screened graded bajri 3/4 100 Cft. 42.63
inch (19 mm) and down gauge having a minimum works cube crushing strength of
2250 Ibs. per sq. inch (15.52 N/mm2 ) at 28 days with a mix not leaner than 1:2:4 in
top slab of rectangular underground water tank or septic tank its removal,
compacting and curing ate. complete but excluding the cost of reinforcement .

114-134 |Extra for cement concrete with screened graded bajri 3/4 inch (19 mm) and down 100 Cft. 293.31

gauge having a minimum works cube crushing strength of 2812 Ibs. per sq. inch
(19.39 N/mm2) at 28 days with a mix not leaner than 1:2-1/2:3 instead of 1:2:4 .
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114-151

122-7

122-28

315-26

309-29

103-1

105-14

114-1

114-4

122-159

119-50

305-3

305-4

305-5

307-18

307-19

5-11-01

5-1-01
5-3-01
5-7-01
5-8-02
5-6-05

Providing and using in reinforced cement concrete ‘cemto’ as water proofing agent .

3/4" (19 mm) thick cement plaster 1:3 on walls and columns etc. in basement, plinth,
mezzanine and ground floor including making edges, corners, and curing etc.,
complete.

Providing and mixing water proofing agent cemto in cement mortar of any description
in any floor ..

Providing & fixing C.l Cover & Frame 18" dia (460 mm) weight 1 cwt 3 Qtr (88.90
Kg.)

Providing and fixing water tank made of food grade polyethylene material 500 gallon
(Supper tuff) i/c cost of specials and cartage upto site as per direction of Engineer in
charge.

Excavation for foundation trenches and drains in all kinds of soil (except gravelly and
murum soil, wet silt, clay or mud conglomeration of gravel and boulders, soft, sandy
or disintegrated sandy and hard rock) and back filling the excavated material in
foundation, plinth or under floor including breaking clods, watering, consolidation by
ramming in layers not exceeding 9 inches (229 mm) in depth to full compaction,
dressing and disposal of surplus excavated stuff as directed, lead upto one chain
(30.5 R.m) and lift upto 5 feet (1.52 m).

Providing and laying 1:4:8 (1 cement 4 sand and 8 coarse aggregate) cement
concrete using graded gavel (bajri) 1 inch (25 mm) and down gauge in foundation
including levelling, compacting and curing etc.complete.

Providing and laying reinforced cement concrete using screened graded bajri 3/4
inch (19 mm) and down gauge having a minimum works cube crushing strength of
2250 Ibs. per sq inch (15.52 N/mm2 ) at 28 days with a mix not leaner than 1:2:4 in
column footing of required shape including form work and its removal, compacting
and curing etc. complete but excluding the cost of reinforcement, in foundation
basement and plinth

Providing and laying reinforced cement concrete using screened graded bajri 3/4
inch (19 mm) and down gauge having a minimum works cube crushing strength of
2250 Ibs. per sq inch (15.52 N/mm2) at 28 days with a mix not leaner than 1:2:4 in
columns of square or rectangular shape of regular section including form work and
its removal, compacting and curing etc. but excluding the cost of reinforcement, in
foundation basement and plinth .

Painting iron work with synthetic enamel paint of approved make and shade two
coats over and including the cost of one priming coat complete at any height in any
floor .

Providing and fixing square pipe railing size 2" x 2" of 16 gauge comprising vertically
posts and horizontal bracing of M.S. square pipe of same size as per design
including cost of cutting fitting including embedding the braces and posts in floor and
walls and making good with cement concrete 1:2:4 in any floor.

Providing G.1. pipes, specials and clamps etc., including fixing cutting and fitting
complete with and including the cost of breaking through walls and roof, making
good etc., painting 2 coats after cleaning the pipe etc.; with white zinc paint with
pigment to match the colour of the building and testing with water to a pressure head
of 200 feet (61 M) and cartages within 10 miles (16.09 km.) (ILLM). 1 inch (25 mm)
dia pipe (ILLM).

Providing G.1. pipes, specials and clamps etc., including fixing cutting and fitting
complete with and including the cost of breaking through walls and roof, making
good etc., painting 2 coats after cleaning the pipe etc.; with white zinc paint with
pigment to match the colour of the building and testing with water to a pressure head
of 200 feet (61 M) and cartages within 10 miles (16.09 km.) (ILLM). 1-1/4 inches (32
mm) dia pipe (ILLM).

Providing G.I. pipes, specials and clamps etc., including fixing cutting and fitting
complete with and including the cost of breaking through walls and roof, making
good etc., painting 2 coats after cleaning the pipe etc.; with white zinc paint with
pigment to match the colour of the building and testing with water to a pressure head
of 200 feet (61 M) and cartages within 10 miles (16.09 km.) (ILLM). 1-1/2 inches (40
mm) dia pipe (ILLM).

Providing and fixing 3/4 inch (20 mm) dia ball valve (with PVC Ball) made to B.S.S.

Mono-block pumping set 1 HP, 2850/2900 RPM, 220 V, 1"x1" (P1: 40 GPM @ 50
ft head)

Pump foundation block CC 1:2:4 (2'-0" x 1'-6" x 1'-0")

Foundation bolts & nuts 2" x 9" for pump

Brass foot valve 1" on pump suction in UGT

Brass check (non-return) valve 1" on pump delivery

Brass gate valve 1" spindle type on suction & delivery
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5-5-03

5-16-01

114-166

108-12

119-41

119-42

Gl pipe 1" suction & delivery connections at pump incl. specials & painting - PWD
per metre

DOL starter single phase up to 2 HP on prepared board

Providing and laying hard grade ribbed deformed (minimum yield point 60,000 psi)
reinforcement bars with & including the cost of straightening, cutting, bending,
binding, wastage, and such overlaps as are not shown in the drawings, placing in
position on cement concrete 1:2:4 precast or m.s. chairs, tying with binding wire,
cost of chairs and wires etc. in all kinds of RCC work in foundation, basement, plinth
and ground floor of building including septic tanks and under ground tanks and in
projections for future extension .

Providing a coat of bitumen emulsion at 10 Lbs. per % sft. (0.49 Kg/sm) on walls and
floor in ground floor.

Providing and fixing R. S. Joists and channels including welding all the side of the
sections at the junction, gusset plates, bolts, nuts etc. complete with hoisting and
erecting in position in steel trusses, frames, towers etc of any design in ground floor.

Providing and fixing M. S. tees, angles and flats including welding all the sides of the
section at the junction, gusset plates, bolts, nuts etc. complete with hoisting and
erecting in position in steel trusses, frames, towers etc. of any design in ground floor.

Non Schedule Items

Providing and installing float switch set for automatic water pump
control, including underground tank (UGT) low-water level dry-run cut-
out and overhead tank (OHT) level control, complete with necessary
control cables, electrical connections, accessories, testing, and
commissioning

P/Meter

Each

Kg

100
Saq.ft.

kg

kg

Each

4.00

1.00

1475.00

589.00

753.04

1,308.05

2.00

Disinfection of underground tank (UGT), overhead water tanks (OHTSs),
and associated water supply pipework using chlorinated water at 50 ppm
concentration, including preparation, circulation or flushing, contact time,
draining, and final flushing as required, complete with all necessary
labour, materials, and testing before handover

Each

1.00
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& SEPERATE MALE & FEMALE TOILETS
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DETAILS:

IMPORTANT NOTES:-
Plec assumad 1200 « 10007 road

Trontage on the SOUTH side
[site Lo be surveyed),
Bulding 720" x 60'-0" main biock
¥ bwe 160 2 8-0° washroams
- Classrooms 3 1'-0 x 20707 (B4l sq ft each);
cantral corridor 80" wide.
Fimisned Fioar Level FFL
#1-E" anave ground: wall height
120 calling §-07 AFL
MS trusses al Grid on intemal
-Retered drawinge muet be read in
Parlition walk IN LGS,
Flbre-cament board cled LGS walls
WITH Rock Yéool inaulaten,
01 Chair for Teacher and 3 Rostrum
- 48 student chairs, §1 Chaw for mad,
conunctian with raievant dawinge in tha packaga.
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CONSTRUCTION OF 06 CLASS ROOMS
& SEPERATE MALE & FEMALE TOILETS
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Institute for Technology and
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DETAILS:

IMPORTANT NDTES -
& Plat assumed 120'0° x 100%0% road frontage on

e

SOUTH side (sl to be surveyed)

i~ Building 72'-0" x 60" mzin block
+ two 1007 x 8107 waghrooms,

- Classrooms 31-07 k 200" (E40 53 f each);
central carridar 807 wide

= Finishid Floor Level FFL +1'-6" above gound;
wall helght 11°-0%; calling 96" AFL.

- 2 fix 2 f disco tee framing,

Gypsum cedling In corridor outer aree Fibar board.
- Azoustic Dampesa penels on watls beside
Whiteighalk Boarcs

____________ fGround Fiooc - &' thick walls having 2 no fiber board sheet
Ll on bath aldes Insulated with Rocikwoal,
= rick focoda Rl - Tallet ares - Dheeoraﬁve Oypaum false calfing
- Windows —LUPYC sliding windows ol el 2fx 2 N bww mming.
e s Llcar — Dauble le=at ma n doar - UPVS Sliding windows 4°-0° wide and 4§ high
B - " — 3 W =4 T e———— == — el =— Retered drowing s must be read in
/ B «con|uncion with relevant drawings in the package.
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|
\ \i‘l 01
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CONSTRUCTION OF 06 CLASS ROOMS
& SEPERATE MALE & FEMALE TOILETS

Institute for Technology and
Management Sciences

Darman & Kehear heuning Sociely,
Hydleralioet

e Archierct £
os et | SAM ASSOCIATES | merewas
DETAILS:
- RERAILS
IMPORTANT NOTES:-
~&iFhEEEnTY s s R B8 s urAd gy teee
Lol T g - Building 72-0" x 60'-0" main block +
twa 100" x 8'-0" washrooms.
W R - Classrooms 31'-0" x 20-0" (640 sq ft each);
iR central comicor 8-0" wide.
- Finished Floor Level FFL +1'-8" above ground;
wall height 171°-0"; ceiling 9-6" AFL
- 2 ft x 2 ft disco tee framing, Gypsum ceiling
In corridor outer area Fiber board.
- Acoustic Dampers panels on
___________ e 4 walls beside White/chalk Boards
v - 5' thick walls having 2 no fiber board shest on
1 H o Ll gy both sides insulated with Rockwool,
‘ | | | I | e - Tollet area - Decorative Gypsum false celling
| a;‘-n' L I H ao'—a" " 85" | 2 ft x 2 fi tee framing.
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CONSTRUCTION OF 06 CLASS ROOMS
& SEPERATE MALE & FEMALE TOILETS

HYDERABAD

Institute for Technology and
Management Sciences
Danen e Kahser Housng Socety,

Hyderasad
ROOM FINISH SCHEDULE

ROOM | AREA FLOOR SKIRTING / DADO WALLS CEILING (A102) REMARKS

Class Rooms 01-06 {6 nos, 610 85T anch) F1 - Porclein tie 24*¢4° over 16 cament sand base&Sand | an 1000 sl 4" 224" tile skinling pasied with silcone: W1 - LGS wall, fibe w Mshy '3 coots. tack board | €3 < P47 acousts mineral fiore on Disco tee @ = 116" AFFL: OF 12°

O base foor & §° verteal sions solng. Beouatic el vhite b + fowerd 10 wenll @rosum bardsr !
Cormidor B fwda F1 - Porciain 8 (s @bave) 473207 ks Saring W2 - Filar board gainied, Ath whits 3 coals - Gy @116 C2 Corron; LED bute WATH Arthitect bl
s rocres | HAM ASSULIATES |+ -uae
Weash Fooe (Malke: & Wash Room (Female) F2 - Arti-stid ceramiec bl 12%12° [F). fels 1:100 to floor Iraps W3 datho - pleged ceramic wail tile 127224" up o | W3 - B" beick mascney plastered 1:4; e dade: plastc emuision acowe dada CA- 27 falwe cefing g @ 70"
B'af DETAILS:
Emargancy axi ! ciculation F1 - Porclain te (e atve) 4" X 24" file sing - PiRstand & oo ©1 - Gypoum boarg

s g, sams f landisg

F3.- OO panars 1276127007 1 00 14 8 POG, sieps 177 vead ¢ 87 sisar
{A202)

T - Lk acace | plantes.

Roof pecjection soffil, LEDY e down lights

Exturnal LGS facace

Brick mesorey cladding plinen to £40° hegnt
AR

Fibre baard, weather-shiakd extenar emulsion abows brick cndding (P)

FRIGHES - CESIGN BASIS

- Finishes as notad on A202 / A203
sections & A102 RCP; items markad (P)
ae proposed by Cost Enginear for client

st PIF sandwich panals on LGE (riseet approval.
= Floors: Porclain e over 1:5 cement
sand base with Bond of Approved type on
1000 pai GG base floar (kutcha) aver 87
vartical stona soling
- Bkirting: 4" »x 24" tlile pasted with silicona
- LGS walls: fibre board hath faces,
painted up to false eailing level; Ash whits
3 coats.
- Ceilings: C1-C5 as per A102 legand,
- Al colour codes indicative - final shades
from physical samples [ mock-up panel,
LEGEND:
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CONSTRUCTION OF 06 CLASS ROOMS
& SEPERATE MALE & FEMALE TOILETS

DOOR & WINDOW SCHEDULE
MARK TION SIZE (W x H) an’  |LOCATION FRAME / LEAF | GLAZING |IRONMONGERY FINISH
(=} Main entranca doutls feal doar with 107 Reed gazas B x g 1 Cortidor soulh and (msn enlrance) Pressed Wooden hame eoowad jo LGS studs; 1- 34 sabd core | # nos 55 butt hingos per laal, levar looksel, tower bodts, Pomidar coated dsik gy
fardgre FUSh 10308, BTVTI CIGAT VRGN PR B Hase 10ugnened Bnlgnt | door cloear, bultare.
=53 Clesmmam doutiks leal door {3 x 71 aves) wih glazed | 4'.0° x8'0" & CIEEHToms 0105 on cormisor wals P uss it VWOOORI el st owad 10 LGS sluds; 1390 b come 3 rars 35 bult hinges pe leal, lewer ook sed, lower bols, Teak lurinate {\13]
wisson parel and fanight Hush lemves; 6 clear viion penel Smm glnss foughened fenlight | choce cics e, Buftars
o3 Wasshroom entry door, single eal PO R T 2 M ioilnt iobiby, Femasle tolle! #om cicusion Prassed steel ame in bric wall, PVCAVFC waterresstant leafl | 55 hinges, prvacy lock, door closer O-while
= Errengercy el doo, sgle leai T 1 Frresgency el fo fire sssemily s | Cerherripved sbeeed framme 8 beef =304 (e it ed 30 min - P} !Dnnir_ b dlowr clomes . st 8ignesys int. resl
oS W ke dons with compact HPL partitions 2 a0 o WO e iicies 1400 (Male & Famala) [12mim compact HPL on 55 legs 8° sbove foor | 58 hinges. acsupancy indestor ol coat hook Light grey HPL
Wt PV shcing window, 2 pares, with foced top-hung AT A Eid Exturiar wals of claasroams (ses ATDE sl + 267 Wihite: LFVE: 0mm sikding orofike, palvanises stest renforsemant, Smim clar plcss, | Greacent lock. roliars. masthar seals Witz (M)
mnshade over et 480 ty scroan |
W UPVE ventiator openadle wath glaring 18" x 10" [ Todet sutenar welia ot high kevel {one per WO White: UF'E fop-hung, Smm frosted glase | Frction stay. handie W=
B
LGS ‘box header (S401)
- E ‘/ _— sunshaode
7% % % |
(4 & i i A | 4
o —= == = —=
N \ \ 4
\'\ \ sunsnede (1105
| =: L
LG5 bow heades (5401)
5 \ \ | = - " UPVC sliding window W1 with
z i 3 & s & X o 2 .~ &mm glazing with Frosting film
[ Brick Sill = 15" thick Brick =ill
E E / M,
r v P Al - 7 ,,/
@ N P / b “ “ 6
N . N 7 !
5, -~ \\ . . -~ Rock waal Insulatian
7 / / % 7 - LGS wall 4" (fibre board both faces)
- + e + + g e bee FFl & O'-0"
o 0 -0 & A o “
¥ ¥ ¥ g # Ju ¥ # + . ¥ e x e

D1

GE

a5
(L A

0z, Doors and Window schedule

TYPICAL

WINDOW

SECTION (W1)

HYDERABAD

Institute for Technology and
Management Sciences
Danen e Kohser Housng Socety,

Hyrdeschimd
ﬂo\‘! o Apchitet .D-"
weersn | gam =i nsse
DETAILS:

BODAS & WINDOWS

= Windows - UPVE sliding wincows 4°41"
wide x 4'-6° high (A202 design

basis); sill at +3'-8" over brick cladding.
-Ventilator - UPVC 18" x 16 openable
with glazing (AZ02/AZ03),

- Door - double beal main door (A202);
classroom doors double leaf (AZ03)

- Deorfwindow heads aligned at +8°-0" AFFL|
- Cipening lncations as per A0 fumiture
layout pian.
- LGS box headers over all cpenings - see

S201/8401.

- Refered drawings must be read in conjunction

with relevant drawings .

+ Contractor to submit shop drawing to
consultanst /Sfte engineer for FINAL APPROVAL.
NOTES:

1) All sizes are structural opening sizes;
manufacturer to verify on site before

Fabrication. with sell-drilling scraws & 16" clc
parimater saaled

2) Window & door frames fixed o LGS
studs/headers
with polyurethane sealant & backer rod on
axterior.
3} Hardwars samples to be approved.
4) D4 emergancy exil doar o

open in diraction of escape.
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CONSTRUCTION OF 06 CLASS ROOMS
& SEPERATE MALE & FEMALE TOILETS
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Class Room 01 Lollb
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REF. PIPE
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| o 1

55w inlich Doand Q=47 ] 5 = 19 thin saickst § =10 | 8 = wr vt . (ciag)

'@ ENLARGED FLAN - CLASS ROOM D1 (TYPICAL)

——— M3 Truss

_——— LGS slud C3I"x4x18 SWE @ 24" cfe. rochwool S0 Infill

—  Insulotion — Rock Wool

_—— 18mm ply / LGS noggin bocking strip
_——— M5 S5 screws thru noggin @ 18" c/fc

_—12mm fibre boord, painted Ash white 3 coots

o

= 4"x24” tile skirting posted with sllicone

FFI = 0’0

R O T e T e e S AR
T
\H \.
|
by
|
|

TYPICAL DETAILS

DETAIL 1 - BOARD FIXING TO LGS WALL (SECTION) ; A401 ki
e-Pak Auquibiliull and Dibpubai System \EPADQ) g\:‘llclau:d tdocument i 2026 : Pagc 168-0f 2060 :

Frlar celing = Sorder o be mods b 142 ' ik Gypeum shects bacall
" mate Wit Awnat woler ev quais AR

e s peling — 3-8 & 30" Wnedl Fler fose celing supported by
AP
/ " THUCTURE — Woils wpte 12°—0° high batn edu
- With fiber board pointed up to the foine osiling |
o
2 iy - I A——— o S
/ -
// Approved paint on walls
e
E
White boord faef ¢ramclboard fixed to ol
:
.
2 . =0
. .
o ELEVATION A - EOARD WALL B
B <

= Paink — Ach white § codts on walln

T 4 a P47 wids Tie Skirllg pasted with alicene

Apprnved paint on walls

i &

A

© Class Room 0 N -

‘E_I_'LG it

(3
#

ahz &

P
Lh?u-j ELEVATION B - CORRIDOR SIDE WALL
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DETAILS:

CLASSROOM INTERIOR - DESIGN BASIS

- Classroom chear 30°-10 1/2% x 198 1127 (10
SFT)- Class Room 01 shown,

others simiiar | hended.

- 48 student chaks, 01 chalr for malz, 01 chalr for
teacher and a rastrum (A101),
White board + ¢halk board Nized to bosrd wall
(AZO2 Bechion 1-1).

Acouatic damper panaiz bagide whterchalk
boards (A202 design basis)

- Falge celing 116" AFFL - C3 MINERAL IBER
27 (A102)

- Paint - Ash white 3 costs; 4° x 24" tle skirting
pastad with s Econe.

+ MG Indoor unite & aloatieal
points par E1017ET02,
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3
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CONSTRUCTION OF 06 CLASS ROOMS
& SEPERATE MALE & FEMALE TOILETS
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HYDERABAD

Institute for Technology and
Management Sciences
Denen e Kohser Housng Socety,
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AT Architect o
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wooTam

DETAILS:
WASH ROOMS . DESIGN BASIS

- Wash Room {Make) 8.7% x 2040° (138 + 40 SFT)
and YWash Room [Famals |

1607 % B-6" (136 SFT) per AGGTATOT,
- 03 WE cubieles + 02 wazh basing in each wazh
room {A101)
- Brick masonry - 6% th. well up 1o 110" height
[A202),
= Ventilator « UPVEG 16° x 16* openable with glagng
[Aa02h
- Tailet area - decorative gypsum false cofing 2§
® 2 Mtee framing &@ +9-0°
- Tile finishes / fMtngs markad (P) propased for
clinnt approval

NOTES:

1} Floors laid ta Talls 1:100 towards Roor traps:
toilet FFL 1/2° beiow adnining
FFL with marbla threahaid.

2 Watsrproofing: 2-coatcamentitions f polymer

mambrane an

Tionr, turred ug 127 on walls (and full height
behind Ws) before tiling,

3) Brick walls plasterad 1:4 befora ling; e
adhwsive CF grade, spoxy grout in wet zones,
4) Pumbing & drainage per P101/ P102; exhaust

Lper M10H
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CONSTRUCTION OF 06 CLASS ROOMS
& SEPERATE MALE & FEMALE TOILETS
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= Ramp circulation ama 225 SFT (AD01)

- Bleps - 127 read and 67 nser in CC pavirs

¢ Planter & marble smats #f front comaens (A101)
- Emergency exit stair to fre assembly ar=a at north
- Ramp slops per A101 = 16" in 1407

DETAILS:
EXTERMAL WORKS - DESIOM BASIS
- FFL « 14" sbove road level (A202/A203).

o rmmps 1407 bn%ulluir sida of
entrance landing (A101).

wheelehalr users (clier to eanfirm).
1) Ramps, lznding and steps on 6" sione soling +

2) Nosing eontrasting colour stip on each step.
3) IF client accepts 1:12 ramp, ramp length

4 Planter walls 4.5" brick, plastered & paintad,

e 35TEPS: £ REER, 12 TREAD // i Rt e e farms) NOTES:
D ¥y - Ll 148 PGE, edges with
4.5 blck herb.
> 4 secomes 1807 - planer [ marbla
%) EMERGENCY EXIT STEPS (NORTH) feal posiolny Yo o Tk
with drainage weap holes
L marble sedls on brick plinth,
71N
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Mt |LEGEND:
| [N AT RN
ME Pamwd sandral 1127 dia g « 7400 (wall soes of wap | — Hang rat 1o e Thed on wak
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SCALE NTS

DETAILS:

UG Tank - DESIGN BASIS

NOTES:

1

AL DIMENSINE. ELEVATIONS AHD SFACHG OF RESARS
SAE IN METERS LMLESS DTWERWISE SPECIFED

COMPRESTIVE STRENGTH OF CONGRETE (r's] SMALL BE
21 kgfem 3 FOR LEAN CONCRETE fe = 141 ka/e

em 2
MEMFURTING BARS SHALL CONFORU 10 THE REQUIREWENTS
OF PHE: 40: 2007, DEFORMED STEEL BARS, GRADE 278

ALLLWARLE BEARING CAPACITY OF SOL SHALL KOT
BE LES3 THAN 12500 hg/fm

DETALS OF PIPES, fITTINGS AMD ACCESSORES SHALL
BE REFERRED T MECHANICAL DRAMNGS

FROVEE MOH-TONC MIEGRAL AND WEUSRANE
WATERPROCANG DN BASE AND WALLS OF TAKE.

LOCATON OF 05 U @ G0 INLET PIVE CAN BE MDWVED
CEPEIMOMG ON THE ACTUAL LOCATHIN OF MATER SOURCE

STRUCTURAL STEEL MATERIALS SMALL BE ASTM A3S.
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GEND:
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CONSULTANT SIGN & STAMP
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DETAILS:
LIGHTING - DEEIGN BASIS |A102)
T2hos 2 M1 2 LED down iht pane)

13 per classroam, 2.
llgnts; outsice 32 o s (A102)

Classmom @Erget Buminancs 300.500
e on desk, panel SV, 3,600 Im,
4000k, UGA<I (F),

- Corvidar LED fubas 18W e al;PpM Trames {coves)
i gypsum ceiling C1 g +11-0"

- Extemai LED ice down lights 12W IP54
under roet prejactian - phetacell & Smar ol

- Lignting wiring 1 & a0.mm Gu PVG
(31029 In 20mm PYC conduit winmn
LGS elud punch-auts & celing vol.

- Bwitch boards at 440" AFFL
nERt B IS0 M D0aTs. 3 rows of panels

switched separately (wind ow row first)

LEGEND:
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DBE-LP (LIGHTING & POWER) - TPN 24-WAY, 63A 4P ISOLATOR

DB-AC - TPN 18-WAY, B0A 4P MCCB INCOMER

Institute for Technaology and
Management Sciences

Daman & Haheer Housing Soasty,
Hyerabed

T

EomAULTANT

A

FAB CONEULTANT | oot

DETAILS:

POWER - DESIGH BASID
- Demand factors: fighting 1.0, AC 0.8
sockets 0.4, motors 1.0

- Phage balance within 10%.
- All MCBe/RCBOs 10 kA, IEC 60863/ 61009,
- Surge protection Type 2 at MOB.

- Final sizes to be verified in
CD phase (valtage drop < 4%).

et DES PH LOAD W PROTECTION CABLE agamm T =
L1 Glass Room 01 - 12 LED panes [ 432 104 MCB 15 = -
Lz Class Room 03 - 12 LED panels ¥ 432 104 MGB 15 et
13 Class Rioom 05 - 12 LED panes [l 432 104 MCE 15 \‘\ e
La Glass Rioom 02 - 12 LED panes [ 42 1024 MGB |18 \ e
L5 Class Room 04 - 12 LED paneis ¥ 32 104 MGE 15 B ’_/"’
L& Class Room D6 - 12 LED paneis B 432 104 MCB 15 =
L7 Corior - 18 LED 1bes + ext signs [ 374 104 MCB 15 Y TURE/*/ T
Ld W FRDms - 4 ubes + 4 EF 10 v 22 108 MCE 15 /-" “‘*-x____n
La Exleinal 32 dowen lights (phokal + limer contactor| B 334 14 MCB 15 T .
P Inss Room 01 « & sockets +« MM R 1500 20A RCED 25 T -"‘-«,_____H
P2 Glass Room 03 - 4 sackets + MM ¥ 1500 704 RGO 25 _,,—""" s
P2 Cligs Koo Db - 4 S00KHLS + MM B 1590 0ARCED 25 -
Pa Class Proom 012 - 4 sockets + MM R 1240 A REAS 25 —
P5 laga R (4 - & sockets + MM 3 1600 20ARGBD 25
s Gl Room 06 - 4 Bockats + MM [ 1500 20A RCBO 25
F7 Corkoe sockets = waler cookr R 1200 20ARCED 25
&l FF 63 600 ¥ w0 104 MCA 15
Fa Watar pump 1 HP (OF tastaier, DOL siartor) e 1100 _ |1eamce cere 25
sP 3 nos spam ways B o : 1 | zzamce JIE
LOAD SUMMARY
LOAD GROUP CONNECTED DF DEMAND
Lighting (L1-L9) 3582 W 1.0 3082 W
Small power (P1-FP8) 10560 W 04 4224 W
Motor - pump (P8) 1100 W 1.0 1100W
Alr conditioning (12 x 2.0 TR) 26400 W 0.8 23760 W
TOTAL 41642 W = 32.7 kW -= 52 A per phase @ 0.9 pf

Main incomer: 100A 4P MCCB (38 kA) with earth-leakage relay; HESCO sanctioned load approx. 38 kW (3-phase) - client to apply.

SINGLE LINE DIAGRAM (SCHEMATIC)

FUTURE

3-ph, 400V

MDB

BOA 4P - 4C x 16 sq.mm

100A 4P MCCB + ELR
SPD Type 2, kWh check meter

DB-AC (12 + 3 sp)

LEGEND:

4 o
3 4
: v
O T

CONSULTANT SIGN & STAMP

Bus 100A TPN

B34 4P - 4C x 10 sg.mm

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026
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DB-LP (18 + 3 sp)

DRN CHED
SCALE : DATE
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TITLE :
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o | FAB GONSULTANT

DETAILS:
WATER SUPPLY - DEGIGN BASIS
- Dsand. approx. 300 sucents
= ghalf x 5 geiiday = 1500 galiday (P
~ Supply Trom universiy connaction frem overtesd tarks

- OHT stand in open court NE &l
\Wash Rocn {Femaba), tank busiom = 14207 aboue FFL

- Pipag: PP-R PR1G igreen) - 1-1/47 down-iake,

1 mams. $4° branches. 1/2* fixhure cormeations.
= Extemal busied mairs in 47 PYC slee=ve,

Z-07 cover: ntamal pipes

cancaslad in brick walla / Bbave false celing.

= Iaclaticn velve a¢ enoh wash rom enfry
and al sach fodure (angle vanes),

- caneractar (o mate shop drewing and o Epout draweng
Dufing Stadl O work 8 gel Il approved by e conssitant |
ohe anginacr

LEGEND:

OLD WATER FR.R 3225 AS NOTED|

| HUSUED MAIN W BLEEVE

FRTURE CONWECTION POMT

] |eateisacvaive
7 |usrionrsuue
]
3
2
1 o 158 LUED FOR TEMOER /
E s BeiT B 1\% i
CONSULTANT SIGN & STAMP

DRM. CHKD
SCALE : DATE
H.T.8 12~-CCT-2020
TRE TENDER DRAWING
PLUMBING PLAN
WATER SUPPLY
i P101 v
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CONSTRUCTION OF 06 CLASS ROOMS

& SEPERATE MALE & FEMALE TOILETS

WATER SUPPLY SCHEMATIC (NOT TO SCALE)  mee 0 o z

i
|

.‘/ _'_-\\\
i) WATER SUPPLY SCEMATIC PLAN

\\,‘_d//

DETAILS:

WATER SUPPLY - DEEICN BASIS
- Pipe sizing by fixture units
{IPC ¢ UFC method) - prelimirary
= Minimum resicual head al fgribee ficture
5 sl [approx 17 1Y) - OHT Balom

Pumg: 1 HP mono-biock, 17 x 17, 40 GPM
% 50 Nt head with Neat swilch
automatic contral (F).
NOTES
13 PR pipes heatfusion [alred
pressure et 1.5 x working pressuie
(min 150 psiy for 2 howes hetore concealmeant
2) Disinfect tarks & pipes with chiodine
ppm before handover,
) UGT: ROG 1:1.6:3 with waterpmofing
cover, vent & overfiow,
admisture, man hole with lockable
A} Kaap UGT at least 10 fifrom any drain
Finspaction chem ber (see P102),

Cartractor ke make shop drawing and
rout layout drawing bafore start of work,
and get it 2 pproved by the consutant | site engineer

LEGEND:

4 I
3
2

158 UED FOR TENDER s
T £ o S

e 1 re sz |

=} T o, larRv
(-3 DR e [
“ o

DRN. CHED
SCALE DATE

T8 12-GCT-2020
TITLE :

TENDER PACKAGE
WATER SUPFLY SCHEMATIC
5 PIPE SCHEDULE
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CHAMBER SCHEDULE | I

[aman & Kahsar Housing Sazisty,
Hyderabesd

[ | cosnuL i ke
FAB COMSULTANT
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DETAILS:

DRAINAGE - DEGIGH BASIS

- Two-pipe system: a0l 4" uPVG (WG]
and wasls 37 URVC [Rasing, Moo

traps) b guby braps 8 inspection chambers

El!hmil Sowar 4718 UPVC [SDR ana
in. 120 fall io sociely sewer at

Font road (imvert o be verifisd)
- elee seplic tank + soakage wel

- Ingpecton chambars 242’ brekRCG
with Gl oovers at avery change of
mrection & max 50 1 epacing.

- Draiage kept > 107 Fram UGT.

- Roof rain waler: egves guiters 5™ PVC +
AT UPYC down piges o splash Backs / sosk pils.

~AC condensata 34" uPVC Lo gravel pits af CU pads.

LEGEND:

S0ILPIPE 47 WP YC

WASTE PIRE 375 4PV

EETERNAL SEWER 4707 uPyT

[ EPECTION CHAMEER | MARHOLE

3 FLOOR TRA | GULLY TRAF

| GUTTER | RAN WATER

DOWN PR 47 (D7)

AL CORCENSSTE (FUTURE|

4 /

3

2 il

1 iy | 159000 P bR

=} DERCRRT M F HALE T APRVI
H | BT
CONSULTANT SIGN & STAMP

|wars 28| DEPTH (apmron] | REmARKS

[t O 129 dnap | Femels wash rom o 1 mastn

.2 eF 8 JATEN | Bun miong N & W sldes

K8 MR | Calwms Fab wash eom
F4ETROE | Final MH batern acclaty l‘*‘r

~ To society sewer main at front road (connection by HDAIgE:'Ciéfyja invert fo be verified

DRM. CHKD
SCALE : DATE
H.T.8 12-0CT-2018
TITLE :
TENDER DRAWING
PLUMBING PLAN

DRAINAGE (S0IL, RAIN WTREWASTE |
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<o) FOUNDATION & PLINTH PLAN

CONSTRUCTION OF 06 CLASS ROOMS
& SEPERATE MALE & FEMALE TOILETS

- Foating 3000 pai

lean concrate
B" th wertizal soiing

Fiber board Shest

378 thick plate Trion

chonnel both Lop
lates

\\
|nq '\.}I’}Fi—p-m—- Footing 3000 psi

lean cencrete
E" th verticel 1{r|mg

= ke
—4 Fo—— e

-n

lgaon concrate &
th wertical soling]

HYDERABAD

Institute for Technology and
Management Sciences
Denen e Kohser Housng Socety,

Hipelem mbsel
|
BTz SEMBLTAY, el
| i FAB CONEULTANT | o iiam
|DETAILS:

i
not+1g Plan (Typ)
i
[
|

|
|
|
I it .
/7B th vertica sulu-l

1/2% dio Dq\& [

way c,

12" dm bars both i
|

{—1/2 cfe d
oll

F-01 \ il
\3 rings |
\ i I/"Z' /e dia main bogr.
teel

rmin. 15" &l &-01 Celumn
“3" ¥ 187 Plinth Beam

@ Footing R?bar Plan

-2

main Bars|_ copcrete: RO 141.5.3 (3000 pai)
£—02 alumn steel| Icobhns&phlnuams_Pl:EHdB

FOUNDATION - DEGIGN BARE
- ROG Foundabon & Floar Blab
(A0 ttie) FFL +1'5" adova road level.

-RUC Foundaton FUR COLUMNE ARE 31Ncs
FRL #1467 sbove foad kvel,

- Bl wall in brick maseary, stone saling B vertical,
Eaze fiear 1000 pai CC (AJ01AZ03)

- refer St inemaligation rapert
SHC 1§ 1 fonfsf at 40 beloa NOL -

binding atoe| Grade S0 doiormen bare.

-LGE bottom Tack anchored 1o RCC
plinth beam with M1Z anchors @ 24°
it + hold-down s at panal ends

|- Cimar cover 3* bolings. 1.5 phnth beam

Wetal post 5/8 Irlﬂrgle atrip

welded to bose plat & post Metal post 2x2 C—3"x1.5"

'/FB ol 4 - 1.;"' ‘o/e dia
/ top/bott, moin bars

bath at top e \ne:llfn as wn-ll//- 6.5 I /nt
| PB 01 — 3/8" ¢/0 dia rings

|
- Gamiracior o suBME Ghop drawngs.
of Metal fabrcation of Truss fo Progeer !
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f' s — \\i‘! o8 0 — F x
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weldnd | lo i
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:m'm;: Metal Post installation detail
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CONSTRUCTION OF 06 CLASS ROOMS
& SEPERATE MALE & FEMALE TOILETS

Institute for Technolegy and
Management Sciences
Crarran & Kolsar Housing Socdey,
Hydarabad.

LGS WALL MEMBER SCHEDULE (PRELIMINARY - FINAL BY LGS DESIGN SOFTWARE)
MARK WALL ATUD TRACH NOGGIN [ ARIDEING TINFILL
EW-13 Exferiar amd-bearing (N & 8] CFhad i1 15 @ 24" ole UTSx40xs 15 CH3xd1s0 85 G 40" FC banrd 12mm el + 12mm inl. rockacel S0mm 38 Rg/m3: brealfes memboan e exl.
-1 Exerinr gutle (€ & 1) 76w 11 16 @ 34" o' UT5:40x1.15 e nbeve mEW
w1 inta incd ma Bansng (C & D) G781t 15 5 247 o TR, 16 as abeve FEies boand 12mm hotn taces; rasweal S0mm (ceausti)
w1 Coriidorwalk {nan L8} C75¢dint 83 [ 34" e UTSntdn0. o8 a6 above Fiats board 12mim b Aces; rockece] S0mm
-1 Bog Beacks - wnidows W1 §doors 02 33 O7%md 131 15 Daxed Hig + jck aluds each side
H-2 B Aeacer - main enimance Ot {6-0°) 2% G75md 131 15 boed . = . | ¥ |2 king 4 2 jnck studs | r . -
Truss bearing positions (aligned over studs Post) e Y
v /
.
1 . /I
| //
|
| :
a l
| | /
I | i
I |
T i b
{ |
1 | | i
z RERRSRING AT f W1 opening 4-0° x augf
5 " ‘
B / |
!
A A |
f\.\l \\ :
! |
J \
|
{ \ \ ‘
{ \\
|
" 2. |
by \\
-+ i
- Bottom trock U0 anchorsd M1Z ® 24" 1o PB-|

240" oo
\uoggir-e C75x41%0.95 @ 4'—0" verticol spaocing

—strap bracing 40x1.0 with gqusset plates

@ TYPICAL LGS WALL PANEL ELEVATION - EW-1 (CLASS ROOM 05 OUTER WALL)

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026

wocier | FAB:.':ONSJ.LTANT\:L._- s
DETAILS:

LG WALLS - DESIGN BASIS
- 105 sections: eckllomed CF
|50 MP3) taal, AZ1S0 | Z275 costing:
2asipn 1o AISI 5100-16 & AISES 240 (F)
= Wiall top level 1207, tidge 1657 (AZ02) famw csling & 47,
« RCC dourddsbion & floor -
REFER STRUCTURAL DRAWINGS
- FREIONGN: #1002 Sol-21ang Corows;
anchors M1 @) 247 cic it panth base (7]

Tha

NOTES:

1) Pamel pre-debricabed in factory o LGS shop dramings
[Frem=CAT f Vertes B0 or equsl wib servics noles
punchea for condeits &t 190" & 407

2) Hold-down & at each ead of braced pands
e bl skl of opanings o 45

31 Wt panels jained with #10 £05
B 12" e g sdiacent siuce.

4 Frealt
Tow e b ot ik D (6, Al axtern

L35 vendor must gat appioval of Shop diawing
from Consudlantsie anonesr

her membirane on =3 ben |

joinis ssae & tapad
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ISTRAR ADH1 0 MEACHG

B | soxmEADER
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=4 - [Re— el
@ | ™
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TENDER DRAWINGS

CONSTRUCTION OF 06 CLASS ROOMS & SEPERATE MALE & FEMALE TOILETS

CLIENT

HYDERABAD INSTITUTE FOR TECHNOLOGY
AND MANAGEMENT SCIENCES (HITMS)

Daman e Kohsar Housing Society, Hyderabad

PREFABRICATED LIGHT GAUGE STEEL (LGS) STRUCTURE + MS ROOF TRUSSES + PIR SANDWICH PANEL ROOFING

Footing to Roof

Metal post 38" triiangle aﬂp\
welded o base plat & post

both at top connection as well. \\

—~—— 2" th FIR Sandwich panel

s _ C -4k 2" light guage cleal wakded © liues
and bolted to Purkns _

AR L AR | B0 [0 30)

“— Gusset plate 516"
2 — A-2'X2X 1M C-01
T AC15 X 15" XarEt

T 12'x €', 38" th top plate welded 1o Truss

base plata.
TT——— X5 - 3" % 1.5° 6 Slbs)double channel welded 18 T
basa plate. Reber Column Post detail

T Metal post 2x2 C-3"x1.5" 8.5 Ibs/Tt

P s

— 4- 38" dia sihups

— PB 1 - 378" ofc dia rings
— PB 014 - 12" elc dia Iopbott. main bars

HYDERABAD

Institute for Technology and
Management Sciences

Daman & Kohsar Housing Society,

Hydershas

OATE -

04 OCT 2028

N ALILTENT. Jome.

FAB COMSULTANT TE/ C41-2068

DETAILS:

IMPORTANT NOTES:-
= This sheet s the Bile sheet and drawing index
of the HITMS Cless Rooms tender drawing package
- Package comprises 20 sheats (A0 & A1),
- Referred drawings must be read in conjunction
with relevant drawmgs in the package
- Drawings are Mot To Scale (M,T.5) unless noted,

.~ &tep footing 3000psi G - /
round Floor g+ Vi
ne _ﬁ 4 7
T P
g! * .~ 4 1i2" dia bars step column
A g -~ 1/2" dia bara both way 3
5| 5 "y #
‘-| . // — Lean concrete /
E. 2 | & th vertical soling 4 A
E! :":_ e
< 1
msuED FOR TENDER | B
DRAWING INDEX PROJECT DATA 1| e | weronn (o
) TOTAL 20 SHEETS (INCLUDING THIS SHEET) CLENT Hfaeraban instite for Tuchnology & Managemen: Sciences g | e m;;/ ,\_pRR:D
GENERAL LoCATION Daman e Kohsar Housirg Sociely, AD Khan Rosd, Hyderabad w o
| o | Gooo | 7iTLE SHEET & DRAWING INDEX B 10F1 AD WT.S | o [ 12-0CT-2026 6 o, C Tl i CONSULTANT SIGN & STAMP
ARCH'TECTU RAL BUILDING Slugle £lofay Jcademic DIoCE - 06 clats rooms, maie & female wasn reome
o2 Atoo GROUND FLOOR PLAN (DIMENSION PLAN) 10F 1 Al NTS o 12-0CT-2026
03 Aot FURNITURE LAYOUT PLAN 1oF 1 AD NT.S ol 12-0CT-2028
T At02 REFLECTED CEILING PLAN | LIGHTING PLAN 10F 1 AD NT.S o 12-0CT-2026
05 A202 FRONT ELEVATION AKD LONGITUDINAL SECTION | OF 1 A0 NT.S [ 12-0CT-2026
06 A203 RIGHT SIOE ELEVATION AND CROSS SECTION I OF 1 AD NT.S o 12-0CT-2026
o7 A301 SCHEDULE OF FINISHES, MATERIALS & COLOURS 10F 1 AD NT.S o 12-0CT-2026
oa A2 I DQ_OR & WINDOW SCHEDULE | | QF 1 AD NT.S El A B 12-_0CT-2£25_
08 A0t INTERIOR LAYOUT DETAILING — TYRICAL CLASSROGM 1OF 1 MT.S o 12-0CT-2026
19 L0 1OF T : L, ABET2026
1 A403 10F 1 NTS o 12-0CT-2026
STRUCTURAL il SHRR
| GENERAL NOTES , ;
12 s101 FOLNDATION & PLINTH PLAN 10OF 1 AD NTS o 12-00T-2026 SCALE DATE : e
12 =201 LGS WALL PANEL ELEVATION (TYPICAL) 1OF 1 A1 MT.S o 12-06T-2026 1 Tl anlon e [ene T Ar T DD laCosta ol aRn e LR SO MRTIEICTION, = S
2 - 2 Alldimensions are in feet & nches unleas noted otherwise. Do not scale drawings, TITLE :
14 5301 1S RODOF FRAMING PLAN & TRUSS ELEVATION 1aF 1 AD NTS ] 12-00T-2026 : 2 TENDER DRAWING
| - 3. Read in conf with the B ap  ard all drenings of this package. TITLE SHEET &
ELECTRICAL 4 Uontrector shall varly all dimensions 8 leveis st site ard repant discrepancies
15 E101 | ELECTRICAL FIXTURE LAYGUT (LIGHTING & SWITCHING) ToF1 M| nTs o 120GT-2026 At Comsifnt S i beki: esriricing oeh DRAWING INDEX
16 E102 ELECTRICAL POWER LAYOUT (SMALL POWER & AC POINTS) 10F 2 Al NTS 1] 12-0CT-2026 5. LGS framing, wall panel and roof suss shop dawings to be submited for approval. s
| 1T E102 DB SCHEDULES, LOAD SUMMARY 8 SINGLE LINE DIAGRANM 20F2 Al MT.S Wil 12-0CT-2026 8. Wincows 1o ba placad as per LG5 framing spacing
PLUMBING DRAWING NUMBER PREFIX o
s P10t PLUMBING PLAN - WATER SUPPLY | OF 2 A NT.S o1 12-0CT-2026 [6] ceneras [A | arcarrecrurae [3 ] structurae [E |ecrmca [P | omsme GOO 0 1
19 P101 WATER SUPPLY SCHEMATIC & PIPE SCHEDULE 20F 2 A1 NT.S M 12-00T-2026 1
20 P10z PLUMBING PLAN ~ DRAINAGE [SCIL, RAIN WATER & WASTE) 10F 1 A1 N.TS ol 12-0CT-2026 g
&
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TRUSS ST1 - ELEVATION (06 NOS) - SPAN N-S, BEARING ON GRIDS 2, 2a, 3, 4, 5a, 7

HYDERABAD
Institute for Technology and
Management Sciences
Daman & Kehsar Heusng Sacksty,

Hyddeantiod

Atz

swacrmee | FABCONSULTANT| o

DETAILS:

ROOF - DEGIGH BASIS
- Roofing - PIR SANDWICH PANELS (A2027A203).
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CONSTRUCTION EXPERIENCE

Form EXP - 4.1
General Construction Experience

Bidder’s Name:

Date:

JV Member’s Name

Bid Reference No. (if any) and title:

Page of

pages

Starting

Year

Ending
Year

Contract Identification

Role of
Bidder

Contract name:

Brief Description of the Works performed by the
Bidder:

Amount of contract:

Name of EMPLOYER:
Address:

Contract name:

Brief Description of the Works performed by the
Bidder:

Amount of contract:

Name of EMPLOYER:

Address:

Contract name:

Brief Description of the Works performed by the
Bidder:

Amount of contract:

Name of EMPLOYER:

Address:
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Form EXP - 4.2(a)

Specific Construction and Contract Management Experience

Bid Reference No. (if any) and title:

Bidder’s Name:

Date:

JV Member’s Name

Page of pages
Information
Similar Contract No.
Contract Identification
Award date
Completion date
Role in Contract Prime Member in Management Sub-
Contractor v Contractor contractor
O O O O
Total Contract Amount PKR equivalent

If member in a JV or sub-contractor,
specify participation in total Contract
amount

EMPLOYER’s Name:

Address:

Telephone/fax number

E-mail:
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Form EXP - 4.2(a) (cont.)

Specific Construction and Contract Management Experience (cont.)

Similar Contract No.

Information

Description of the similarity in
accordance with Sub-Factor 4.2(a) of
Section III:

1. Amount

2. Physical size of required works
items

3. Complexity

4. Methods/Technology

5. Construction rate for key activities

6. Other Characteristics
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Form EXP - 4.2(b)
Construction Experience in Key Activities

Bidder's Name:
Date:
Bidder's JV Member Name:
Sub-contractor's Name (if any):
Bid Reference No. (if any) and title:

Page of pages

All Sub-contractors for key activities must complete the information and Qualification Criteria and
Requirements, Sub-Factor 4.2.

1. Key Activity No One:

Information
Contract Identification
Award date
Completion date
Role in Contract Prime Member in Management Sub-
Contractor v Contractor contractor
O O O O
Total Contract Amount .
PKR equivalent

Quantity (Volume, number or rate of Total quantity in Percentage Actual
production, as applicable) performed the contract participation Quantity
under the contract per year or part of the @) (i1) Performed
year (1) x (i)

Year 1

Year 2

Year 3

Year 4
EMPLOYER’s Name:
Address:
Telephone/fax number
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Information

E-mail:

2. Activity No. Two
T

Information

Description of the key activities in
accordance with Section III:
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Form EXP - 4.2 (c)
Specific Experience in Managing ES aspects

[The following table shall be filled in for contracts performed by the Bidder, and each member
of a Joint Venture]

Bidder’s Name: [insert full name]

Date: [insert day, month, year]

Joint Venture Member Name: [insertfull name]

Bid Reference No. (if any) and title: [insert ICB/NCB number and title]
Page [insert page number] of [insert total number] pages

1. Key Requirement no 1 in accordance with 4.2 (c):

Contract Identification
Award date
Completion date
Rolgm Cgypet Prime Member in Management Subcontractor
Contractor v Contractor | >" ]
d O O
Total Contract Amount
PKR

Details of relevant experience

2. Key Requirement no 2 in accordance with 4.2 (¢):

3. Key Requirement no 3 in accordance with 4.2 (c):

4. [PA define key requirements]
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Contractor’s

Representative and Key Personnel Schedule

Bidders should provide the names and details of the suitably qualified Contractor’s Representative
and Key Personnel to perform the Contract. The data on their experience should be supplied using
the Form PER-2 below for each candidate.

Contractor’ Representative and Key Personnel

1. Title of position:
Name of candidate:
Duration of [insert the whole period (start and end dates) for which this position
appointment: will be engaged)|
Time [insert the number of days/week/months/ that has been scheduled for
commitment: for | this position]
this position:
Expected time [insert the expected time schedule for this position (e.g. attach high
schedule for this |/evel Gantt chart]
position:

2. Title of position:
Name of candidate:
Duration of [insert the whole period (start and end dates) for which this position
appointment: will be engaged]
Time [insert the number of days/week/months/ that has been scheduled for
commitment: for | this position]
this position:
Expected time [insert the expected time schedule for this position (e.g. attach high
schedule for this |/evel Gantt chart]
position:

3. Title of position:
Name of candidate:
Duration of [insert the whole period (start and end dates) for which this position
appointment: will be engaged]
Time [insert the number of days/week/months/ that has been scheduled for
commitment: for |this position]
this position:
Expected time [insert the expected time schedule for this position (e.g. attach high
schedule for this |level Gantt chart]
position:

4. Title of position:
Name of candidate:
Duration of [insert the whole period (start and end dates) for which this position
appointment: will be engaged]
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Time
commitment: for
this position:

[insert the number of days/week/months/ that has been scheduled for
this position)|

Expected time
schedule for this
position:

[insert the expected time schedule for this position (e.g. attach high
level Gantt chart)

Title of position:

Name of candidate

Duration of
appointment:

[insert the whole period (start and end dates) for which this position
will be engaged]

Time
commitment: for
this position:

[insert the number of days/week/months/ that has been scheduled for
this position)|

Expected time
schedule for this
position:

[insert the expected time schedule for this position (e.g. attach high
level Gantt chart)

Title of position: [insert title]

Name of candidate

Duration of
appointment:

[insert the whole period (start and end dates) for which this position
will be engaged]

Time
commitment: for
this position:

[insert the number of days/week/months/ that has been scheduled for
this position)|

Expected time
schedule for this
position:

[insert the expected time schedule for this position (e.g. attach high
level Gantt chart]
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Form PER-2:

Resume and Declaration
Contractor’s Representative and Key Personnel

Name of Bidder

Position [#1]: [title of position from Form PER-1|

Personnel Name: Date of birth:
information

Address: E-mail:

Professional qualifications:

Academic qualifications:

Language proficiency:/language and levels of speaking, reading and writing skills]
details

Address of Employer:

Telephone: Contact (manager / personnel officer):
Fax:

Job title: Years with present Employer:

Summarize professional experience in reverse chronological order. Indicate particular technical and managerial
experience relevant to the project.

Duration of

Project Role . Relevant experience
involvement
[main project [role and responsibilities on the e g [describe the experience relevant to this
details] project] position]
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Declaration

I, the undersigned [ insert either “Contractor’s Representative” or “Key Personnel” as
applicable] , certify that to the best of my knowledge and belief, the information contained in this
Form PER-2 correctly describes myself, my qualifications and my experience.

I confirm that I am available as certified in the following table and throughout the expected time
schedule for this position as provided in the Bid:

Commitment Details

Commitment to duration of [insert period (start and end dates) for which this

contract: Contractor’s Representative orKey Personnel is available
to work on this contract]

Time commitment: [insert period (start and end dates) for which this
Contractor’s Representative orKey Personnel is available
to work on this contract]

I understand that any misrepresentation or omission in this Form may:
(a) be taken into consideration during Bid evaluation;
(b) result in my disqualification from participating in the Bid;

(c) result in my dismissal from the contract.

Name of Contractor’s Representative or Key Personnel: [insert name]
Signature:

Date: (day month year):

Countersignature of authorized representative of the Bidder:

Signature:

Date: (day/month/year):
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Financial Resources

Specify proposed sources of financing, such as liquid assets, unencumbered real assets, lines of
credit, and other financial means, net of current commitments, available to meet the total
construction cash flow demands of the subject contract or contracts as specified in Eligibility and

Qualification Criteria.

No. Source of financing Amount (Eq. PKR)
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Past Experience / Contracts

Contracts over [insert amount] during the last three years:

Procuring Agency

Value

Year

Goods/Services Supplied

Country of
Destination
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Historical Contract Non-Performance, and Pending Litigation
and Litigation History

[The following table shall be filled in for the Applicant and for each member of a Joint
Venture]

Applicant’s Name: [insert full name]

Date: [insert day, month, year]

Joint Venture Member Name: [insert full name]

IFP No. and title: [insert IFP number and title]

Page [insert page number] of [insert total number] pages

[0 Not debarred due to deviation from commitment of Bid Securing Declaration-[] Not
debarred due to non-performance

Year Non- Contract Identification Total Contract
performed Amount (current
portion of value, currency,

contract exchange rate
and PKR
equivalent)

[insert  |[insert amount |Contract Identification: [indicate complete contract |[insert amount]
vear| and percentage]| name/ number, and any other identification]

Name of Procuring Agency: [insert full name]

Address of Procuring Agency: [insert
street/city/country]

Reason(s) for nonperformance: [indicate main
reason(s)]

Pending Litigation, in accordance with Section III, Qualification Criteria and Requirements

O Pending litigation in accordance with Section III, Qualification Criteria and Requirements, Sub-
Factor 2.3 as indicated below.

Year of Amount in Contract Identification Total Contract
dispute dispute Amount
(currency) (currency), BS$
PKR Equivalent
(exchange rate)

e-Pak Acquisition and Disposal System (EPADS) generated document | © 2026 Page 195 of 200



[insert [insert amount] Contract Identification: [indicate [insert amount]
vear] complete contract name, number, and
any other identification]
Name of Procuring Agency: [insert full
name]
Address of Procuring Agency: /insert
street/city/country]
Matter in dispute: [indicate main issues
in dispute]
Party who initiated the dispute: [indicate
“Procuring Agency’ or “Supplier”]
Status of dispute: [Indicate if it is being
treated by the Adjudicator, under
Arbitration or being dealt with by the
Judiciary]
O No consistent history of court/arbitral award decisions in accordance with Section III,
Qualification Criteria and Requirements, Sub-Factor 2.4.
O Consistent history of court/arbitral award decisions in accordance with Section III, Qualification
Criteria and Requirements, Sub-Factor 2.4 as indicated below.
Year of Outcome as Contract Identification Total Contract
award percentage of Net Amount
Worth (currency), PKR
Equivalent
(exchange rate)
[insert [insert Contract Identification: [indicate [insert amount]
year] percentage] complete contract name, number, and

any other identification]

Name of Procuring Agency: [insert full
name]

Address of Procuring Agency: [insert
street/city/country]

Matter in dispute: [indicate main issues
in dispute]

Party who initiated the dispute: [indicate
“Procuring Agency” or “Supplier’’]
Court/ arbitral award decision: [Indicate
if the award decision was against the
Applicant or any member of a joint
venture.]y]
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Current Contract Commitments / Works in Progress

Bidders and each member to a JV should provide information on their current commitments on all contracts that have been awarded, or for which a letter
of intent or acceptance has been received, or for contracts approaching completion, but for which an unqualified, full completion certificate has yet to be

issued.

Current Contract Commitments

. Average Monthly
Value of Estimated
Employer’s . . Invoicing Over Last Six

No. [ Name of Contract Contact Address, Tel, Fax Outstifiding Worky Clgngfetiog Months

Date

[Current Eq. PKR] [Eq. PKR/month)]

1
2
3
4
5
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Financial Situation and Performance

[The following table shall be filled in for the Applicant and for each member of a Joint Venture]

Applicant’s Name: [insert full name]

Date: [insert day, month, year]

Joint Venture Member Name: [insert full name]

IFP No. and title: /insert I[FP number and title]

Page [insert page number] of [insert total number| pages

1. Financial data
Type of Financial information Historic information for previous /[insert number] years,

in [insert in words]
(currency) (amount in currency, currency, exchange rate*, PKR
equivalent)

Year 1 Year 2 Year3

Statement of Financial Position (Information from Balance Sheet)

Total Assets (TA)

Total Liabilities (TL)

Total Equity/Net Worth (NW)

Current Assets (CA)

Current Liabilities (CL)

Working Capital (WC)

Information from Income Statement

Total Revenue (TR)

Profits Before Taxes (PBT)

Cash Flow Information

Cash Flow from Operating
Activities

* Refer ITA 14 for the exchange rate

3. Financial documents
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The Applicant and in case of JV, members of JV shall provide copies of financial statements for
[number] years pursuant Section III, Qualifications Criteria and Requirements. The financial
statements shall:

(a) reflect the financial situation of the Applicant or in case of JV member, and not an
affiliated entity (such as parent company or group member).

(b) be independently audited or certified in accordance with local legislation.
(c) be complete, including all notes to the financial statements.
(d) correspond to accounting periods already completed and audited.

O Attached are copies of financial statements' for the /number] years required above; and
complying with the requirements.

UIf the most recent set of financial statements is for a period earlier than 12 months from the date of Application,
the reason for this should be justified.
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Average Annual Turnover (Annual Sales Value)

[The following table shall be filled in for the Applicant and for each member of a Joint

Venture]
Applicant’s Name: [insert full name]
Date: [insert day, month, year]
Joint Venture Member Name: [insert full name]
IFP No. and title: [/insert IFP number and title]
Page [insert page number] of [insert total number| pages
Annual Turnover Data
Year Amount Exchange rate* PKR equivalent
Currency (If applicable)
[indicate [insert amount and indicate
calendar currency]
yvear]
Average Annual
Turnover **

* Refer ITA for date and source of exchange rate.

** Total PKR equivalent for all years divided by the total number of years. See Section III,

Qualification Criteria and Requirements, ITA.
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